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CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN
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TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 2 PLAN SHEETS

AREA OF CONSTRUCTION

(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,
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TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND

49

TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"

(2' LINE, 4' SPACE)

M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)
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(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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(2' LINE, 4' SPACE)

46

45

45

46

45

TURN
ON  RED

NO

R10-11

TURN
ON  RED

NO

R10-11

TU
R

N
O

N
  R

ED

N
O R10-11

TU
R

N
O

N
  R

ED

N
OR10-11

11.0'

11.0'

11.0'

11.0'

S.R.3

(SOUTH MEMORIAL DR.)

11.0'

11.0'

46
46 45

46

45

45

48

M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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CONSTRUCTION SIGNS, TYPE A, B OR C
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TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 2 PLAN SHEETS
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(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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INDIANA
DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 3 PLAN SHEETS

AREA OF CONSTRUCTION

(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND

49

TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 3 PLAN SHEETS

AREA OF CONSTRUCTION

(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND

49

TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND

49

TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"

(2' LINE, 4' SPACE)

M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)
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ABSORBING TERMINALS, CZ, TL-2

TURN
ON  RED

NO

R10-11

TURN
ON  RED

NO

R10-11

TU
R

N
O

N
  R

ED

N
O R10-11

TU
R

N
O

N
  R

ED

N
OR10-11

11.0'

10.0'

11.0'

M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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INDIANA
DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 3 PLAN SHEETS

AREA OF CONSTRUCTION

(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 3 PLAN SHEETS
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(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 3 PLAN SHEETS

AREA OF CONSTRUCTION

(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)

STANDARD DRUM

BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND

49

TEMPORARY PAVEMENT MARKING, DOTTED, WHITE, 4"

(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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DEPARTMENT OF TRANSPORTATION

MOT PHASE 2 STAGE 3 PLAN SHEETS
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(NOT EXACT CONSTRUCTION LIMITS)
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND
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(2' LINE, 4' SPACE)
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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FLAGGER (SEE M.O.T. GENERAL NOTES)
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BARRICADE, TYPE III-B

TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"

(2' LINE, 4' SPACE)

LEGEND

49
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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(NOT EXACT CONSTRUCTION LIMITS)
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FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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TRAFFIC FLOW ARROW

CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"
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LANE INDICATION ARROW
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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CONSTRUCTION SIGNS, TYPE A, B OR C

FLASHING ARROW SIGN

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 4"

TEMPORARY PAVEMENT MARKING, SOLID, YELLOW, 4"

TEMPORARY PAVEMENT MARKING, SOLID, WHITE, 24"

TEMPORARY PAVEMENT MESSAGE MARKING,

LANE INDICATION ARROW

TEMPORARY PAVEMENT MARKING, DOTTED, YELLOW, 4"
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M.O.T. GENERAL NOTES

DESIGN SPEED = 35 M.P.H.

CONSTRUCT THE REQUIRED PORTIONS OF PROPOSED DRAINAGE THAT CROSS ROADWAY PRIOR TO

CHANNELIZING TRAFFIC FOR PHASE 1. THIS WORK TO BE DONE USING FLAGGERS WITH REQUIRED ADVANCE

SIGNING.

EXISTING PAVEMENT MARKINGS THAT CONFLICT WITH EACH MAINTENANCE OF TRAFFIC SCHEME SHALL BE

REMOVED PRIOR TO CONSTRUCTION.

ACCESS TO ALL PROPERTIES SHALL BE MAINTAINED DURING ALL PHASES OF CONSTRUCTION.

PROPERTIES WITH MULTIPLE, OR ALTERNATE ACCESS TO S.R. 3, MAY HAVE DRIVES ACCESSING S.R. 3 CLOSED

DURING PART OF, OR THE FULL DURATION OF CONSTRUCTION PER APPROVAL OF THE PROPERTY OWNER.

WHENEVER POSSIBLE DRIVEWAYS SHALL BE CONSTRUCTED IN PORTIONS TO ALLOW ACCESS TO PROPERTIES AT

ALL TIMES. WHENEVER DRIVEWAYS ARE TOO NARROW TO ACCOMMODATE CONTINUOUS ACCESS, THE

CONTRACTOR SHALL CONTACT THE PROPERTY OWNER AND WORK OUT A TIME SCHEDULE FOR DRIVEWAY

CONSTRUCTION THAT WILL CAUSE THE LEAST INCONVENIENCE TO THE PROPERTY OWNER.

FLAGGERS REQUIRED WHEN CONSTRUCTION ACTIVITY IS TO TAKE PLACE IN CLOSE PROXIMITY TO, OR ACROSS

LANES OF TRAFFIC. FOR USE OF FLAGGERS SEE INDOT STANDARD DRAWINGS, STANDARD SPECIFICATIONS AND

MUTCD FOR COMPLIANCE.
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SEC. 28, T17N, R10E

HENRY TWP.

HENRY CO.

All R/W On This Sheet To Be As Shown.

All R/W Described From Line "G" Except As Shown.

SEC. 27, T17N, R10E

HENRY TWP.

HENRY CO.

376+60 LT.

CL. I DR.

W = 12.0'

380+15 LT.

MOD. CL. III DR.

W = 15.0'

380+15 RT.

ST. APPROACH

W = 36.5'

3
2
.
0
'

3
2
.
0
'

3
2
.
0
'

3
2
.
0
'

SIDEWALK, CONCRETE, 4 IN.F

220#/SYD. QC/QA-HMA, 3, 70, SURFACE 12.5 mm ON

275#/SYD. QC/QA-HMA, 3, 70, INTERMEDIATE 19.0 mm ON

275#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

330#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

300#/SYD. QC/QA-HMA, 4, 76, INTERMEDIATE, OG, 19.0 mm ON

6 IN. COMPACTED AGGREGATE NO. 53 ON

SUBGRADE TREATMENT, TYPE ID

A

CURB AND GUTTER, CONCRETE15

CONCRETE CENTER CURB TYPE D16

CURB, CONCRETE14

MULCHED SEEDING, U27

LEGEND

HMA FOR APPROACHES, TYPE C - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE C ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE C ON

605 LBS/SYD. HMA, BASE, TYPE C ON

SUBGRADE TREATMENT, TYPE ID

A1

PCCP FOR APPROACHES, 9 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

GEOGRID TYPE 1B, ON

SUBGRADE TREATMENT TYPE II

D2

PCCP FOR APPROACHES, 6 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

SUBGRADE TREATMENT TYPE II

D1

PCCP PATCHING, FULL DEPTHPC

SIDEWALK TRANSITIONFT

CONCRETE SIDEWALK RAMPRA

CURB, INTEGRAL CONCRETE13

HMA FOR APPROACHES, TYPE D - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE D ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE D ON

880 LBS/SYD. HMA, BASE, TYPE D ON

SUBGRADE TREATMENT, TYPE ID

A2

HMA PATCHING, FULL DEPTH, TYPE CPH

HMA FOR APPROACHES:

165 LBS/SYD. HMA, SURFACE, TYPE C

D3

ISLAND, CONCRETE, CURB, 4 IN.IS

A

A1

D1

D2
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F
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N01° 04' 53"E

LINE "G"

Sapling

Str. No. 22

381+50.0, 26.0' Rt.
Manhole C-4
96' of 15" Pipe Req'd

Str. No. 21

381+50.0, 33.3' Lt.
Inlet B-15

56' of 12" Pipe Req'd

Str. No. 23

381+50.0, 33.3' Rt.
Inlet B-15

4' of 12" Pipe Req'd
Str. No. 24

382+50.0, 26.0' Rt.
Manhole C-4

71' of 15" Pipe Req'd

Str. No. 25

382+50.0, 48.2' Rt.
Inlet E-7

19' of 12" Pipe Req'd

Str. No. 27

383+25.0, 26.0' Rt.
Manhole C-4

171' of 15" Pipe Req'd

Str. No. 26

383+25.0, 33.3' Lt.
Inlet B-15

56' of 12" Pipe Req'd

Str. No. 28

383+25.0, 33.3' Rt.
Inlet B-15

4' of 12" Pipe Req'd

Str. No. 29

384+10.0, 33.3' Rt.
Inlet B-15

84' of 12" Pipe Req'd

Str. No. 31

385+00.0, 26.0' Rt.
Manhole C-4

171' of 18" Pipe Req'd

Str. No. 32

384+98.0, 33.3' Rt.
Inlet C-15

4' of 12" Pipe Req'd

Str. No. 30

385+00.0, 32.9' Lt.
Inlet C-15

56' of 18" Pipe Req'd

Str. No. 34

385+90.0, 33.3' Rt.
Inlet B-15

81' of 12" Pipe Req'd

Str. No. 35

386+00.0, 32.0' Lt.
Inlet B-15, No Curb Box Req'd.

58' of 12" Pipe Req'd

Str. No. 37

386+62.0, 33.3' Lt.
Inlet C-15
57' of 12" Pipe Req'd

Str. No. 38

386+75.0, 26.0' Rt.
Manhole C-4

76' of 21" Pipe Req'd

Str. No. 39

386+75.0, 33.3' Rt.
Inlet C-15

4' of 12" Pipe Req'd

Str. No. 33

385+37.0, 52.0' Lt.
Inlet E-7

38' of 18" Pipe Req'd

Str. No. 41

387+55.0, 26.0' Rt.
Manhole C-4
79' of 24" Pipe Req'd

Str. No. 40

387+55.0, 33.3' Lt.
Inlet C-15

56' of 12" Pipe Req'd

Str. No. 42

387+65.0, 50.0' Lt.
Inlet E-7

17' of 12" Pipe Req'd

Str. No. 36

386+41.0, 56.0' Lt.
Inlet E-7
28' of 12" Pipe Req'd
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PVI STA=386+75.00 "G"

PVI ELEV=1079.19

LVC=380.00'

-1.45%

15" Pipe @
 -1.48%

Str. No. 22

381+50.00, 26.0', RT. "G"

RIM: 1086.28

INV IN (S) 1080.28-15" PIPE

INV IN (W) 1081.35-12" PIPE

INV IN (E) 1081.35-12" PIPE

INV OUT (N) 1080.28-15" PIPE

15" Pipe @
 -1.53%

Str. No. 24

382+50.00, 26.0', RT. "G"

RIM: 1084.81

INV IN (S) 1078.81-15" PIPE

INV IN (E) 1081.10-12" PIPE

INV OUT (N) 1078.81-15" PIPE

15" Pipe @
 -1.51%

Str. No. 27

383+25.00, 26.0', RT. "G"

RIM: 1083.74

INV IN (S) 1077.74-15" PIPE

INV IN (W) 1078.81-12" PIPE

INV IN (E) 1078.81-12" PIPE

INV OUT (N) 1077.74-15" PIPE

15" Pipe @
 -1.48%

Str. No. 31

385+00.00, 26.0', RT. "G"

RIM: 1081.21

INV IN (S) 1075.21-15" PIPE

INV IN (W) 1075.76-18" PIPE

INV IN (E) 1076.30-12" PIPE

INV OUT (N) 1075.21-18" PIPE

18" Pipe @
 -1.19%

Str. No. 38

386+75.00, 26.0', RT. "G"

RIM: 1079.17

INV IN (S) 1073.17-18" PIPE

INV IN (W) 1074.48-12" PIPE

INV IN (E) 1074.48-12" PIPE

INV OUT (N) 1073.17-21" PIPE

21" Pipe @ -0.86%

Str. No. 41

387+55.00, 26.0', RT. "G"

RIM: 1078.52

INV IN (S) 1072.52-21" PIPE

INV IN (W) 1073.56-12" PIPE

INV OUT (N) 1072.52-24" PIPE

24" Pipe @ -0.62%

INDIANA
DEPARTMENT OF TRANSPORTATION

LINE G - S.R. 3
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BROYLES REALTY LLP

ROLL BOILER LLC

ROY J. AND PEGGY A.

GARVIN

THOMAS L. & DONNA J.

BOYER

RONNIE AND PENNIE HUSTON

DAVID S. & VANESSA D.

RAZOR

STEVEN L. & PEGGY A.

MANOR

TBM#3-MAG NAIL SET IN TOP OF CONC. R/W MARKER 40' +/- NORTH OF

C/L DRIVE TO HOUSE #4017 20' +/- WEST OF WEST CURB OF S.R. 3

N: 170298.5, E: 805445.2 - ELEV: 1083.884

TBM#4-MAG NAIL SET IN TOP OF CONC. R/W MARKER 30' +/- NORTH OF

C/L NORTH PLEASANT VIEW DRIVE 40' +/- EAST OF EAST CURB OF S.R. 3

N: 170822.1, E: 805591.3 - ELEV: 1077.194

PROFILE GRADE LINE "G"

Existing Profile Grade Line "G"
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SEC. 28, T17N, R10E

HENRY TWP.

HENRY CO.

All R/W On This Sheet To Be As Shown.

All R/W Described From Line "G" Except As Shown.

SEC. 27, T17N, R10E

HENRY TWP.

HENRY CO.

382+16 LT.

CL. I DR.

W = 15.0'

383+56LT.

CL. I DR.

W = 14.0'

385+88LT.

ST. APPROACH

W = 62.0'

387+82LT.

CL. I DR.

W = 15.0'

383+72 RT.

CL. I DR.

W = 14.0'

385+39 RT.

CL. I DR.

W = 18.0'

387+54 RT.

ST. APPROACH

W = 33.0'

3
2
.
0
'

3
2
.
0
'

3
2
.
0
'

3
2
.
0
'

SIDEWALK, CONCRETE, 4 IN.F

220#/SYD. QC/QA-HMA, 3, 70, SURFACE 12.5 mm ON

275#/SYD. QC/QA-HMA, 3, 70, INTERMEDIATE 19.0 mm ON

275#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

330#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

300#/SYD. QC/QA-HMA, 4, 76, INTERMEDIATE, OG, 19.0 mm ON

6 IN. COMPACTED AGGREGATE NO. 53 ON

SUBGRADE TREATMENT, TYPE ID

A

CURB AND GUTTER, CONCRETE15

CONCRETE CENTER CURB TYPE D16

CURB, CONCRETE14

MULCHED SEEDING, U27

LEGEND

HMA FOR APPROACHES, TYPE C - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE C ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE C ON

605 LBS/SYD. HMA, BASE, TYPE C ON

SUBGRADE TREATMENT, TYPE ID

A1

PCCP FOR APPROACHES, 9 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

GEOGRID TYPE 1B, ON

SUBGRADE TREATMENT TYPE II

D2

PCCP FOR APPROACHES, 6 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

SUBGRADE TREATMENT TYPE II

D1

PCCP PATCHING, FULL DEPTHPC

SIDEWALK TRANSITIONFT

CONCRETE SIDEWALK RAMPRA

CURB, INTEGRAL CONCRETE13

HMA FOR APPROACHES, TYPE D - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE D ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE D ON

880 LBS/SYD. HMA, BASE, TYPE D ON

SUBGRADE TREATMENT, TYPE ID

A2

HMA PATCHING, FULL DEPTH, TYPE CPH

HMA FOR APPROACHES:

165 LBS/SYD. HMA, SURFACE, TYPE C

D3

ISLAND, CONCRETE, CURB, 4 IN.IS

D1
D1

D1

D1

A1

A1

A
A

D1

F

6.0'

F

6.0'

F

6.0'

15

15

15

15

FT
FT FT FT

RA RA

A1

App. PL & R/W

38
5+

00

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXIST.

STR. AND PIPE

REMOVE EXIST.

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

14

App. Section Line App. Section Line

Str. No. 39A

387+54 Rt.
72' of 18" (3" Sump) Pipe Req'd.

w/ 2 P.E.S.

REMOVE EXISTING PIPE

6 TONS REVETMENT RIPRAP

15 SYS. GEOTEXTILES



388+00 389+00 390+00 391+00 392+00 393+00 394+00 395+00 396+00

N01° 04' 53"E

LINE "G"

P.O.T. 390+20.00 "G"

N. 171062.0985

E. 805519.0182

TYPE B MONUMENT REQ'D

Str. No. 43

388+38.0, 26.0' Rt.
Manhole J-4
32' of 30" Pipe Req'd
w/ 1 P.E.S.

Str. No. 45

388+60.0, 33.4' Lt.
Inlet C-15
64' of 12" Pipe Req'd

Str. No. 46

388+60.0, 33.3' Rt.
Inlet C-15
29' of 12" Pipe Req'd
w/ 1 P.E.S.

Str. No. 44

388+44.0, 52.0' Lt.
Inlet E-7
21' of 12" Pipe Req'd

Str. No. 47

389+45.0, 33.3' Rt.
Inlet B-15
81' of 12" Pipe Req'd

Str. No. 48

389+90.0, 33.3' Lt.
Inlet B-15
126' of 12" Pipe Req'd

Str. No. 49

390+30.0, 33.3' Rt.
Inlet C-15
86' of 12" Pipe Req'd

Str. No. 51

391+20.0, 33.3' Rt.
Inlet C-15

25' of 12" Pipe Req'd
w/ 1 P.E.S.

Str. No. 50

391+20.0, 33.3' Lt.
Inlet C-15

64' of 12" Pipe Req'd

Str. No. 53

392+40.0, 33.3' Lt.
Inlet B-15

96' of 12" Pipe Req'd

Str. No. 54

392+45.0, 33.0' Rt.
Inlet B-15

171' of 12" Pipe Req'd

Str. No. 55

393+40.0, 33.3' Lt.
Inlet C-15

156' of 12" Pipe Req'd

Str. No. 56

394+20.0, 33.3' Rt.
Inlet C-15

206' of 12" Pipe Req'd

Str. No. 57

395+00.0, 33.3' Lt.
Inlet C-15

126' of 15" Pipe Req'd
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PVI STA=395+40.00 "G"

PVI ELEV=1075.73

LVC=600.00'

PVI STA=386+75.00 "G"
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LVC=380.00'
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24" Pipe @
 -0.61%

Str. No. 43

388+38.00, 26.0', RT. "G"

RIM: 1078.03

INV IN (S) 1072.03-24" PIPE

INV OUT (E) 1072.03-30" PIPE

INDIANA
DEPARTMENT OF TRANSPORTATION

LINE G - S.R. 3
PLAN AND PROFILE SHEET 3
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   S.R.3

App. PL & R/W

App. PL & R/W

App. PL & R/W

A

p

p

.
 
P

L

 
&

 
R

/
W

App. PL & R/W

A
p
p
. P

L
 &

 R
/W

A
p
p
.
 
P
L
 
&

 
R
/
W

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

A
p
p
.
 
P
L

PATRICK & WENDI

SHAFFMASTER

TAMARA J. McCALL

DAVID E. GUY

MALCOLM AND VIRGINIA

CROWE

JOHN S. & CHERYL

BENSON

CLEOPHA WALKER AND

HEIDI J. NUNN

STEPHEN R. FORD

JOSEPH & PAULINE E.

BOLT

SOUTH MEMORIAL DRIVE

CHURCH OF GOD

SOUTH MEMORIAL DRIVE

CHURCH OF GOD

TBM#5-MAG NAIL SET IN S.W. COR. OF CONC. BASE EAST POST OF DOUBLE

POST TRAFFIC LIGHT AHEAD SIGN 7' +/- EAST OF EAST CURB S.R. 3

N: 171298.9, E: 805570.1 - ELEV: 1076.958

PROFILE GRADE LINE "G"

Existing Profile Grade Line "G"

38
8+

01
.2,

 64
.6'

 42
" M

ap
le

38
8+

02
.5,

 41
.5'

 M
ail

bo
x

38
8+

22
.3,

 67
.4'

 B
us

h

38
8+

28
.6,

 39
.6'

 C
ur

b I
nle

t

38
8+

43
.8,

 44
.4'

 D
ra

ina
ge

 M
an

ho
le

38
8+

44
.3,

 52
.1'

 C
atc

h B
as

in

38
9+

10
.0,

 45
.2'

 W
ate

r M
ete

r
38

9+
11

.4,
 55

.2'
 W

oo
d F

ce
.

38
9+

11
.4,

 44
.7'

 W
ate

r M
ete

r
38

9+
12

.3,
 65

.5'
 W

oo
d F

ce
.

38
9+

32
.1,

 66
.1'

 W
oo

d F
ce

.
38

9+
32

.9,
 55

.8'
 W

oo
d F

ce
.

38
9+

65
.5,

 43
.2'

 M
ail

bo
x #

38
13

38
9+

81
.0,

 55
.3'

 W
oo

d F
ce

.

38
9+

99
.3,

 55
.2'

 C
on

c. 
R/

W
 M

ar
ke

r

39
0+

03
.0,

 55
.5'

 W
oo

d F
ce

.
39

0+
09

.7,
 44

.3'
 S

ing
le 

Po
st 

Si
gn

 "5
0 M

PH
"

39
0+

13
.4,

 57
.5'

 W
oo

d F
ce

.

39
0+

35
.0,

 60
.8'

 W
oo

d F
ce

.

39
0+

59
.9,

 64
.6'

 C
on

c. 
R/

W
 M

ar
ke

r

39
0+

67
.8,

 64
.9'

 W
oo

d F
ce

.

39
0+

89
.2,

 68
.9'

 36
" M

ap
le

39
0+

98
.4,

 39
.4'

 W
ate

r M
ete

r
39

1+
02

.1,
 42

.3'
 M

ail
bo

x #
37

45

39
1+

09
.3,

 74
.0'

 18
" C

ott
on

wo
od

39
1+

24
.2,

 39
.7'

 C
ur

b I
nle

t

39
1+

33
.0,

 83
.6'

 18
" C

ott
on

wo
od

39
1+

33
.6,

 54
.9'

 24
" C

MP
 W

/M
.E

.S
.

39
1+

41
.3,

 44
.6'

 C
on

tro
l P

oin
t #

10
5

39
1+

45
.7,

 70
.2'

 18
" C

ott
on

wo
od

39
1+

56
.3,

 64
.1'

 B
us

h
39

1+
56

.5,
 68

.9'
 B

us
h

39
1+

84
.3,

 68
.5'

 W
oo

d F
ce

.
39

1+
85

.2,
 65

.6'
 B

us
h

39
1+

86
.2,

 73
.6'

 6"
 T

wi
n S

pr
uc

e
39

1+
87

.4,
 64

.2'
 B

us
h

39
1+

97
.5,

 82
.0'

 4"
 C

ra
ba

pp
le

39
1+

98
.1,

 62
.2'

 8"
 S

pr
uc

e
39

2+
03

.9,
 73

.7'
 36

" M
ap

le
39

2+
04

.2,
 42

.1'
 M

ail
bo

x #
37

25
39

2+
07

.2,
 67

.5'
 W

oo
d F

ce
.

39
2+

11
.6,

 62
.4'

 8"
 S

pr
uc

e
39

2+
20

.7,
 68

.0'
 8"

 S
pr

uc
e

39
2+

25
.2,

 74
.9'

 8"
 S

pr
uc

e
39

2+
27

.9,
 66

.4'
 8"

 S
pr

uc
e

39
2+

43
.1,

 64
.6'

 8"
 S

pr
uc

e

39
2+

49
.4,

 63
.5'

 6"
 S

pr
uc

e

39
2+

62
.1,

 66
.8'

 W
oo

d F
ce

.
39

2+
63

.3,
 66

.1'
 18

" S
pr

uc
e

39
2+

70
.7,

 66
.9'

 6"
 S

pr
uc

e

39
2+

78
.5,

 66
.8'

 12
" S

pr
uc

e

39
2+

85
.5,

 66
.5'

 8"
 S

pr
uc

e

39
2+

93
.2,

 67
.7'

 12
" S

pr
uc

e
39

2+
96

.6,
 78

.8'
 8"

 S
pr

uc
e

39
3+

02
.4,

 66
.3'

 8"
 S

pr
uc

e

39
3+

10
.2,

 75
.0'

 8"
 S

pr
uc

e
39

3+
14

.1,
 82

.2'
 8"

 S
pr

uc
e

39
3+

14
.8,

 66
.3'

 18
" S

pr
uc

e

39
3+

25
.4,

 49
.4'

 W
ate

r M
ete

r
39

3+
28

.3,
 48

.9'
 W

ate
r M

ete
r

39
3+

60
.2,

 64
.1'

 15
" C

ott
on

wo
od

39
3+

76
.3,

 66
.7'

 18
" S

we
etg

um

39
4+

29
.6,

 66
.6'

 24
" D

ia.
 P

las
tic

 Li
d

39
4+

42
.7,

 39
.8'

 C
ur

b I
nle

t
39

4+
45

.0,
 40

.7'
 M

ail
bo

x
39

4+
47

.0,
 41

.1'
 M

ail
bo

x #
37

07

39
4+

92
.4,

 73
.1'

 10
" E

lm
39

4+
93

.8,
 59

.4'
 G

as
 S

hu
tof

f V
alv

e

39
5+

26
.8,

 41
.9'

 M
ail

bo
x #

37
01

39
5+

26
.9,

 67
.5'

 12
" C

ott
on

wo
od

39
5+

27
.3,

 51
.4'

 6"
x6

" P
os

t
39

5+
27

.5,
 70

.9'
 6"

x6
" P

os
t

39
5+

32
.5,

 78
.6'

 S
an

ita
ry 

Cl
ea

no
ut

39
5+

69
.8,

 50
.9'

 W
ate

r M
ete

r
39

5+
72

.1,
 51

.2'
 W

ate
r M

ete
r

38
8+

01
.7,

 46
.5'

 W
ate

r S
hu

tof
f V

alv
e

38
8+

13
.9,

 51
.3'

 F
ire

 H
yd

ra
nt

38
8+

14
.0,

 49
.3'

 W
ate

r S
hu

tof
f V

alv
e

38
8+

28
.9,

 39
.7'

 C
ur

b I
nle

t

38
8+

43
.7,

 66
.6'

 24
" R

CP

38
8+

49
.8,

 79
.8'

 C
on

c. 
R/

W
 M

ar
ke

r

39
0+

14
.5,

 96
.3'

 C
om

me
rci

al 
Si

gn

39
0+

25
.1,

 90
.0'

 C
om

me
rci

al 
Si

gn

39
0+

35
.6,

 96
.6'

 C
om

me
rci

al 
Si

gn

39
1+

24
.7,

 39
.7'

 C
ur

b I
nle

t

39
1+

31
.4,

 79
.0'

 H
ea

dw
all

39
1+

31
.9,

 79
.8'

 H
ea

dw
all

39
1+

33
.2,

 80
.2'

 H
ea

dw
all

39
1+

34
.6,

 60
.2'

 24
" C

MP
 W

/M
.E

.S
.

39
1+

35
.3,

 72
.8'

 H
ea

dw
all

39
1+

35
.7,

 77
.8'

 15
" R

CP
39

1+
38

.6,
 76

.7'
 H

ea
dw

all
39

1+
47

.2,
 74

.0'
 U

.G
. T

ele
ph

on
e M

ar
ke

r
39

1+
48

.0,
 72

.2'
 T

ra
ffic

 H
an

dh
ole

39
1+

82
.7,

 49
.5'

 C
on

tro
l P

oin
t #

10
6

39
2+

58
.4,

 45
.4'

 D
ou

ble
 P

os
t S

ign
 "C

au
tio

n"
39

2+
59

.3,
 56

.7'
 6"

x6
" P

os
t

39
2+

59
.3,

 64
.7'

 6"
x6

" P
os

t
39

2+
59

.6,
 89

.6'
 6"

x6
" P

os
t

39
2+

59
.7,

 72
.2'

 6"
x6

" P
os

t
39

2+
60

.7,
 83

.0'
 B

us
h

39
2+

95
.1,

 65
.8'

 24
" E

lm

39
3+

28
.9,

 85
.4'

 3"
 C

lum
p E

lm
39

3+
30

.0,
 76

.2'
 La

mp
 P

os
t

39
3+

50
.1,

 77
.6'

 B
us

h

39
3+

90
.6,

 67
.3'

 W
ate

r M
ete

r

39
4+

08
.9,

 58
.6'

 T
ele

ph
on

e P
ed

es
tal

39
4+

10
.3,

 48
.5'

 W
ate

r S
hu

tof
f V

alv
e

39
4+

10
.4,

 50
.8'

 F
ire

 H
yd

ra
nt

39
4+

20
.0,

 46
.6'

 W
ate

r S
hu

tof
f V

alv
e

39
4+

20
.5,

 67
.9'

 24
" M

ap
le

39
4+

41
.6,

 39
.6'

 C
ur

b I
nle

t

39
4+

49
.2,

 41
.1'

 M
ail

bo
x

39
4+

50
.9,

 42
.0'

 M
ail

bo
x #

37
00

39
4+

55
.1,

 84
.5'

 24
" M

ap
le

39
4+

85
.7,

 73
.1'

 C
on

if. 
Tr

ee
 R

ow

39
4+

94
.7,

 71
.2'

 18
" S

tum
p

39
5+

29
.7,

 62
.4'

 W
ate

r M
ete

r
39

5+
34

.7,
 74

.1'
 C

on
if. 

Tr
ee

 R
ow

39
5+

38
.2,

 71
.8'

 B
us

h
39

5+
43

.5,
 81

.4'
 B

us
h

39
5+

48
.0,

 76
.6'

 24
" S

tum
p

39
5+

48
.1,

 72
.1'

 B
us

h
39

5+
54

.3,
 81

.4'
 B

us
h

39
5+

59
.2,

 71
.5'

 B
us

h
39

5+
62

.1,
 81

.7'
 B

us
h

39
5+

68
.4,

 72
.4'

 B
us

h
39

5+
70

.8,
 81

.5'
 B

us
h

39
5+

79
.1,

 71
.7'

 B
us

h
39

5+
82

.2,
 81

.6'
 B

us
h

39
5+

87
.1,

 72
.9'

 B
us

h

SEC. 28, T17N, R10E

HENRY TWP.

HENRY CO.

All R/W On This Sheet To Be As Shown.

All R/W Described From Line "G" Except As Shown.

SEC. 27, T17N, R10E

HENRY TWP.

HENRY CO.

389+43 LT.

CL. I DR.

W = 15.0'

390+76 LT.

CL. I DR.

W = 14.0'

391+79 LT.

CL. I DR.

W = 14.0'

394+63 LT.

CL. I DR.

W = 12.0'

395+52 LT.

CL. I DR.

W = 15.0'

395+94 LT.

CL. I DR.

W = 12.0'

393+12 RT.

CL. I DR.

W = 19.0'

394+71 RT.

CL. I DR.

W = 16.0'
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2
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0
'

3
2
.
0
'

3
2
.
0
'

3
2
.
0
'

SIDEWALK, CONCRETE, 4 IN.F

220#/SYD. QC/QA-HMA, 3, 70, SURFACE 12.5 mm ON

275#/SYD. QC/QA-HMA, 3, 70, INTERMEDIATE 19.0 mm ON

275#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

330#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

300#/SYD. QC/QA-HMA, 4, 76, INTERMEDIATE, OG, 19.0 mm ON

6 IN. COMPACTED AGGREGATE NO. 53 ON

SUBGRADE TREATMENT, TYPE ID

A

CURB AND GUTTER, CONCRETE15

CONCRETE CENTER CURB TYPE D16

CURB, CONCRETE14

MULCHED SEEDING, U27

LEGEND

HMA FOR APPROACHES, TYPE C - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE C ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE C ON

605 LBS/SYD. HMA, BASE, TYPE C ON

SUBGRADE TREATMENT, TYPE ID

A1

PCCP FOR APPROACHES, 9 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

GEOGRID TYPE 1B, ON

SUBGRADE TREATMENT TYPE II

D2

PCCP FOR APPROACHES, 6 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

SUBGRADE TREATMENT TYPE II

D1

PCCP PATCHING, FULL DEPTHPC

SIDEWALK TRANSITIONFT

CONCRETE SIDEWALK RAMPRA

CURB, INTEGRAL CONCRETE13

HMA FOR APPROACHES, TYPE D - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE D ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE D ON

880 LBS/SYD. HMA, BASE, TYPE D ON

SUBGRADE TREATMENT, TYPE ID

A2

HMA PATCHING, FULL DEPTH, TYPE CPH

HMA FOR APPROACHES:

165 LBS/SYD. HMA, SURFACE, TYPE C

D3

ISLAND, CONCRETE, CURB, 4 IN.IS

A
A

D1

D1

D1

D1

D1

D1

D1

D1

F

6.0'

F

6.0'

F

6.0'

F

6.0'

15

15

15

15

FT

FT

FT

FT

FT

Str. No. 52

391+35.0
115' of 36" (12" Sump) Pipe Req'd.
w/ 2 P.E.S.

Str. No. 52

391+35.0
36" (12" SUMP) PIPE

SUMP INLET (W) INV. 1071.67
SUMP OUTLET (E) INV. 1070.67

15 TONS OF REVETMENT RIPRAP
AND 25 SYS GEOTEXTILES TYPE "_"
REQUIRED AT OUTLET

39
0+

00

39
5+

00

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

45 TONS REVETMENT RIPRAP

85 SYS. GEOTEXTILES

5 TONS REVETMENT RIPRAP

10 SYS. GEOTEXTILES

App. Section Line App. Section Line

Ap
p.

 S
ec

tio
n 

Li
ne

SECTION CORNER

MONUMENT REQ'D

SEE PROFILE FOR RIPRAP



396+00 397+00 398+00 399+00 400+00 401+00 402+00 403+00 404+00

N01° 04' 53"E

LINE "G"

402+20

85.00'(App.RW)

402+80

100.00'

402+80

115.00'

403+30

115.00'

403+30

85.00'(App.RW)

P.O.T. 403+40.00 "G"

N. 172381.8634

E. 805543.9280

TYPE B MONUMENT REQ'D

Str. No. 77

402+65.0, 33.3' Lt.
Inlet C-15

27' of 12" Pipe Req'd
w/ 1 P.E.S.

Str. No. 79

402+73.0, 33.3' Lt.
Inlet C-15

4' of 12" Pipe Req'd
Str. No. 80

403+02.0, 33.3' Lt.
Inlet B-15

25' of 12" Pipe Req'd

Str. No. 60

396+30.0, 26.0' Rt.
Manhole C-4
191' of 21" Pipe Req'd

Str. No. 61

396+30.0, 33.0' Rt.
Inlet C-15
4' of 12" Pipe Req'd

Str. No. 59

396+30.0, 33.3' Lt.
Inlet C-15
56' of 18" Pipe Req'd

Str. No. 58

396+24.0, 52.5' Lt.
Inlet E-7
18' of 18" Pipe Req'd

Str. No. 63

398+25.0, 26.0' Rt.
Manhole C-4
96' of 21" Pipe Req'd

Str. No. 64

398+25.0, 33.3' Rt.
Inlet B-15

4' of 12" Pipe Req'd

Str. No. 62

398+25.0, 33.3' Lt.
Inlet B-15

56' of 12" Pipe Req'd

Str. No. 66

399+25.0, 26.0' Rt.
Manhole C-4
111' of 21" Pipe Req'd

Str. No. 67

399+25.0, 33.3' Rt.
Inlet B-15

4' of 12" Pipe Req'd

Str. No. 65

399+25.0, 33.3' Lt.
Inlet B-15
56' of 12" Pipe Req'd

Str. No. 69

400+40.0, 26.0' Rt.
Manhole C-4
81' of 21" Pipe Req'd

Str. No. 70

400+40.0, 33.3' Rt.
Inlet B-15

4' of 12" Pipe Req'd

Str. No. 68

400+40.0, 33.3' Lt.
Inlet B-15

56' of 12" Pipe Req'd

Str. No. 72

401+25.0, 26.0' Rt.
Manhole C-4

91' of 21" Pipe Req'd

Str. No. 71

401+19.7, 33.6' Lt.
Inlet B-15, No Curb Box

76' of 12" Pipe Req'd

Str. No. 73

401+25.0, 33.3' Rt.
Inlet B-15

4' of 12" Pipe Req'd

Str. No. 74

402+00.0, 33.3' Lt.
Inlet C-15

26' of 12" Pipe Req'd
w/ 1 P.E.S.

Str. No. 75

402+20.0, 26.0' Rt.
Manhole C-4

86' of 24" Pipe Req'd

Str. No. 76

402+20.0, 33.3' Rt.
Inlet C-15

4' of 12" Pipe Req'd

Str. No. 78

402+65.0, 33.3' Rt.
Inlet C-15

41' of 12" Pipe Req'd Str. No. 81

403+02.0, 33.3' Rt.
Inlet B-15

33' of 12" Pipe Req'd

Str. No. 85

403+42.0, 33.3' Rt.
Inlet C-15
4' of 15" Pipe Req'd

Str. No. 84

403+34.0, 33.3' Rt.
Inlet C-15
98' of 15" Pipe Req'd
w/ 1 P.E.S.

Str. No. 83

403+30.1, 33.3' Lt.
Inlet C-15
32' of 15" Pipe Req'd
w/ 1 P.E.S.
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PVI STA=395+40.00 "G"

PVI ELEV=1075.73

LVC=600.00'

PVI STA=402+45.00 "G"

PVI ELEV=1051.76

LVC=440.00'
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Str. No. 60

396+30.00, 26.0', RT. "G"

RIM: 1071.05

INV IN (W) 1066.00-18" PIPE

INV IN (E) 1066.38-12" PIPE

INV OUT (N) 1063.55-21" PIPE

21" Pipe @
 -1.60%

Str. No. 63

398+25.00, 26.0', RT. "G"

RIM: 1065.51

INV IN (S) 1060.50-21" PIPE

INV IN (E) 1060.88-12" PIPE

INV IN (W) 1060.58-12" PIPE

INV OUT (N) 1058.01-21" PIPE

21" Pipe @
 -1.45%

Str. No. 66

399+25.00, 26.0', RT. "G"

RIM: 1062.12

INV IN (S) 1056.62-21" PIPE

INV IN (E) 1057.19-12" PIPE

INV IN (W) 1057.19-12" PIPE

INV OUT (N) 1054.62-21" PIPE

21" Pipe @
 -1.46%

Str. No. 69

400+40.00, 26.0', RT. "G"

RIM: 1058.23

INV IN (S) 1053.00-21" PIPE

INV IN (E) 1053.30-12" PIPE

INV IN (W) 1053.30-12" PIPE

INV OUT (N) 1052.00-21" PIPE

21" Pipe @
 -1.48%

Str. No. 72

401+25.00, 26.0', RT. "G"

RIM: 1055.93

INV IN (S) 1050.80-21" PIPE

INV IN (E) 1051.06-12" PIPE

INV OUT (N) 1049.93-21" PIPE

21" Pipe @
 -1.54%

Str. No. 75

402+20.00, 26.0', RT. "G"

RIM: 1054.43

INV IN (S) 1048.53-21" PIPE

INV IN (E) 1048.74-12" PIPE

INV OUT (W) 1048.43-24" PIPE

INDIANA
DEPARTMENT OF TRANSPORTATION

LINE G - S.R. 3
PLAN AND PROFILE SHEET 4

(SOUTH MEMORIAL DR.)
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LORA L. RAINS

RODNEY L. AND PAMELA S.

PERDEW

GEORGIA A. MARSH

TONYA M. HASKETT

JAYSON E. AND HEIDI J. NUNN

ROBERT G. LUTTRELL AND

LESLEE LUTTRELL

REVOCABLE TRUST

ANIL RAKESHI MEGHA

FIRST ASSEMBLY OF GOD

TBM#6-CUT "X" IN NORTH BOLT OF WEST POST FOR FIRST

ASSEMBLY OF GOD SIGN 35' +/- EAST OF EAST CURB S.R. 3 ACROSS

S.R. 3 FROM HOUSE #3603

N: 171900.6, E: 805609.7 - ELEV: 1069.135

PROFILE GRADE LINE "G"

Existing Profile Grade Line "G"
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SEC. 28, T17N, R10E

HENRY TWP.

HENRY CO.

All R/W On This Sheet To Be As Shown.

All R/W Described From Line "G" Except As Shown.

SEC. 27, T17N, R10E

HENRY TWP.

HENRY CO.

STEPHEN R. FORD

HINSEY BROWN FUNERAL

SERVICE INC.

BESSIE DAVIS

396+75 RT.

CL. I DR.

W = 15.0'

397+70 RT.

MOD CL. III DR.

W = 30.0'

400+00 RT.

CL. III DR.

W = 19.0'

401+73 RT.

CL. III DR.

W = 30.0'

403+93 RT.

CL. III DR.

W = 36.0'

397+00 LT.

CL. I DR.

W = 12.0'

398+55 LT.

CL. I DR.

W = 12.0'

398+88 LT.

CL. I DR.

W = 13.0'

400+97 LT.

CL. I DR.

W = 12.5'

401+32 LT.

CL. I DR.

W = 12.0'

403+50 LT.

CL. I DR.

W = 15.0'

3
2
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0
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3
2
.
0
'

3
2
.
0
'

3
2
.
0
'

SIDEWALK, CONCRETE, 4 IN.F

220#/SYD. QC/QA-HMA, 3, 70, SURFACE 12.5 mm ON

275#/SYD. QC/QA-HMA, 3, 70, INTERMEDIATE 19.0 mm ON

275#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

330#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

300#/SYD. QC/QA-HMA, 4, 76, INTERMEDIATE, OG, 19.0 mm ON

6 IN. COMPACTED AGGREGATE NO. 53 ON

SUBGRADE TREATMENT, TYPE ID

A

CURB AND GUTTER, CONCRETE15

CONCRETE CENTER CURB TYPE D16

CURB, CONCRETE14

MULCHED SEEDING, U27

LEGEND

HMA FOR APPROACHES, TYPE C - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE C ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE C ON

605 LBS/SYD. HMA, BASE, TYPE C ON

SUBGRADE TREATMENT, TYPE ID

A1

PCCP FOR APPROACHES, 9 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

GEOGRID TYPE 1B, ON

SUBGRADE TREATMENT TYPE II

D2

PCCP FOR APPROACHES, 6 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

SUBGRADE TREATMENT TYPE II

D1

PCCP PATCHING, FULL DEPTHPC

SIDEWALK TRANSITIONFT

CONCRETE SIDEWALK RAMPRA

CURB, INTEGRAL CONCRETE13

HMA FOR APPROACHES, TYPE D - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE D ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE D ON

880 LBS/SYD. HMA, BASE, TYPE D ON

SUBGRADE TREATMENT, TYPE ID

A2

HMA PATCHING, FULL DEPTH, TYPE CPH

HMA FOR APPROACHES:

165 LBS/SYD. HMA, SURFACE, TYPE C

D3

ISLAND, CONCRETE, CURB, 4 IN.IS

D1
D1 D1

D1

D1

D1

D1

D2
D2

D2

D2

A

A

F

6.0'

F

6.0'

F

6.0'
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6.0'
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6.0'

15

15

15

15

FT FT FT
FT FT

FT

FT

FT

FT

R

/

W

R/W

R
/
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Str. No. 82

403+19.0
169' of 84" (6" Sump) Pipe Req'd.

w/ 2 - 84" Pipe Anchors

Str. No. 82

403+19.0

84" (6" SUMP) PIPE

SUMP INLET (E) INV. 1038.10

SUMP OUTLET (W) INV. 1035.78

125 TONS OF CLASS 2 RIPRAP AND

100 SYS. OF GEOTEXTILES TYPE "_"

REQUIRED AT OUTLET ONLY

40
0+

00

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

EXISTING STR.

NO CHANGE REQ'D

EXISTING STR.

NO CHANGE REQ'D

REMOVE

EXISTING STR.

AND PIPE

110 TONS CLASS 1 RIPRAP

200 SYS. GEOTEXTILES

REMOVE EXISTING

PAVED SIDE DITCH

30 TONS REVETMENT RIPRAP

60 SYS. GEOTEXTILES

SEE PROFILE FOR RIPRAP

OHWM 1038.28

App. Section Line App. Section Line

REMOVE EXISTING

STR. AND PIPE



404+00 405+00 406+00 407+00 408+00 409+00 410+00 411+00 412+00

N01° 04' 53"E

LINE "G"

85.00'(App.RW)

Str. No. 90

406+49.8, 143.6' Rt.
Inlet E-7

79' of 12" Pipe Req'd

Str. No. 93

406+80.8, 33.3' Rt.
Inlet C-15, No Curb Box
122' of 12" Pipe Req'd

Str. No. 91

406+52.7, 62.1' Rt.
Inlet C-15, No Curb Box

36' of 12" Pipe Req'd

Str. No. 92

406+55.0, 33.3' Lt.
Inlet B-15

106' of 12" Pipe Req'd

Str. No. 89

405+55.0, 33.3' Rt.
Inlet C-15

116' of 12" Pipe Req'd

Str. No. 88

405+45.0, 33.3' Lt.
Inlet C-15

136' of 12" Pipe Req'd

Str. No. 87

404+35.1, 33.3' Rt.
Inlet C-15
89' of 15" Pipe Req'd

Str. No. 86

404+05.0, 33.3' Lt.
Inlet C-15
71' of 12" Pipe Req'd

Str. No. 94

408+95.0, 33.3' Rt.
Inlet B-15

111' of 12" Pipe Req'd

Str. No. 95

409+50.0, 33.3' Lt.
Inlet B-15

136' of 12" Pipe Req'd

Str. No. 96

410+10.0, 33.3' Rt.
Inlet C-15
74' of 15" Pipe Req'd

Str. No. 97

410+88.0, 33.3' Rt.
Inlet C-15
58' of 15" Pipe Req'd

Str. No. 98

410+90.0, 33.3' Lt.
Inlet C-15

91' of 12" Pipe Req'd

Str. No. 99

411+50.0, 33.3' Rt.
Inlet C-15

17' of 15" Pipe Req'd

Str. No. 100

411+70.0, 26.0' Rt.
Manhole C-4

56' of 15" Pipe Req'd

Str. No. 101

411+85.0, 33.3' Lt.
Inlet C-15

58' of 12" Pipe Req'd
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1055

1060

1065
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1075

1035

1040

1045

1050

1055

1060

1065

1070

1075

PVI STA=408+00.00 "G"

PVI ELEV=1062.86

LVC=400.00'

PVI STA=402+45.00 "G"

PVI ELEV=1051.76

LVC=440.00'

2
.0

0
%

-2
.5

0
%

404+00

1
0
5
4
.
9
7

1
0
5
5
.
1
2

405+00

1
0
5
6
.
7
7

1
0
5
6
.
8
6

406+00

1
0
5
8
.
7
6

1
0
5
8
.
8
6

407+00

1
0
6
0
.
4
5

1
0
6
0
.
3
0

408+00

1
0
6
0
.
9
1

1
0
6
0
.
6
1

409+00

1
0
6
0
.
0
9

1
0
5
9
.
8
0

410+00

1
0
5
7
.
9
3

1
0
5
7
.
8
6

411+00

1
0
5
5
.
4
7

1
0
5
5
.
3
6

412+00

1
0
5
3
.
0
0

1
0
5
2
.
8
6

1
0
5
5
.
2
4

1
0
5
5
.
3
8

1
0
5
5
.
5
8

1
0
5
5
.
7
0

1
0
5
5
.
9
5

1
0
5
6
.
0
6

1
0
5
6
.
3
6

1
0
5
6
.
4
6

1
0
5
7
.
1
6

1
0
5
7
.
2
6

1
0
5
7
.
5
6

1
0
5
7
.
6
6

1
0
5
7
.
9
6

1
0
5
8
.
0
6

1
0
5
8
.
3
5

1
0
5
8
.
4
6

1
0
5
9
.
1
5

1
0
5
9
.
2
4

1
0
5
9
.
5
6

1
0
5
9
.
5
7

1
0
5
9
.
9
1

1
0
5
9
.
8
6

1
0
6
0
.
2
1

1
0
6
0
.
1
0

1
0
6
0
.
6
4

1
0
6
0
.
4
5

1
0
6
0
.
8
0

1
0
6
0
.
5
6

1
0
6
0
.
8
7

1
0
6
0
.
6
2

1
0
6
0
.
9
2

1
0
6
0
.
6
4

1
0
6
0
.
8
2

1
0
6
0
.
5
4

1
0
6
0
.
6
9

1
0
6
0
.
4
2

1
0
6
0
.
5
6

1
0
6
0
.
2
6

1
0
6
0
.
3
6

1
0
6
0
.
0
5

1
0
5
9
.
7
4

1
0
5
9
.
5
0

1
0
5
9
.
3
6

1
0
5
9
.
1
6

1
0
5
8
.
9
3

1
0
5
8
.
7
7

1
0
5
8
.
4
4

1
0
5
8
.
3
4

1
0
5
7
.
4
1

1
0
5
7
.
3
6

1
0
5
6
.
9
4

1
0
5
6
.
8
6

1
0
5
6
.
4
6

1
0
5
6
.
3
6

1
0
5
5
.
9
5

1
0
5
5
.
8
6

1
0
5
4
.
9
9

1
0
5
4
.
8
6

1
0
5
4
.
5
0

1
0
5
4
.
3
6

1
0
5
4
.
0
0

1
0
5
3
.
8
6

1
0
5
3
.
5
1

1
0
5
3
.
3
6

Str. No. 100

411+70.00, 26.0', RT. "G"

RIM: 1053.09

INV IN (W) 1047.09-12" PIPE

INV IN (S) 1048.50-15" PIPE

INV OUT (N) 1047.09-15" PIPE
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INDIANA
DEPARTMENT OF TRANSPORTATION

LINE G - S.R. 3
PLAN AND PROFILE SHEET 5
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HINSEY BROWN FUNERAL

SERVICE INC.

KEVIN D. &

CINDY L.

BROWN

SPENCER PAUL &

COURTNEY D.

ROBERTS

DANIEL C.

BROOKS NANCY L. COOPER

RUSSELL W. &

DAINTY M.

LAWSON

ELIZABETH L.

TATE

ALLAN J. AND

JEAN ANN

McALLISTER

STEVEN K. AND KATHY J. FERRELL

TRUSTEES OF THE STEVE FERRELL AND

KATH FERRELL TRUST

APRIL DAWN KING

KIVETT AND RICHARD

ADOLPHUS KIVETT

TRAVIS L. AND

ANGELA D.

JONES

JOHN R. JORDAN & HANNAH M. WILHITE

BESSIE DAVIS

CONVENTION VISITORS

BUREAU OF HENRY

COUNTY INC.

KEVIN D. &

CINDY L. BROWN

TBM#7-S.W. COR. OF SIDEWALK 100' +/- EAST OF EAST CURB S.R. 3 40' +/-

NORTH OF C/L DRIVE TO HINSEY BROWN FUNERAL SERVICE 8' +/- WEST OF

S.W. COR. OF BUILDING 12' +/- SOUTH OF S.W. COR. OF BUILDING

N: 172477.5, E: 805685.6 - ELEV: 1057.199

TBM#8-MAG NAIL SET IN N.E. COR. OF CONC. BASE FOR DEER RUN PAVILION

SIGN 25' +/- WEST OF WEST CURB S.R. 3 ACROSS S.R. 3 FROM HOUSE #3214

N: 173121.7, E: 805495.1 - ELEV: 1058.264

PROFILE GRADE LINE "G"

Existing Profile Grade Line "G"
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SEC. 28, T17N, R10E

HENRY TWP.

HENRY CO.

All R/W On This Sheet To Be As Shown.

All R/W Described From Line "G" Except As Shown.

SEC. 27, T17N, R10E

HENRY TWP.

HENRY CO.

405+79 LT.

CL. I DR.

W = 20.0'

406+98 LT.

CL. I DR.

W = 14.0'

407+56 LT.

CL. I DR.

W = 18.0'

408+07 LT.

CL. I DR.

W = 18.0'

408+92 LT.

CL. I DR.

W = 19.0'

410+00 LT.

CL. III DR.

W = 30.0'

406+33 RT.

ST. APPROACH

W = 40.0'

407+11 RT.

MOD. CL. I DR.

W = 15.0'

407+30 RT.

MOD. CL. I DR.

W = 12.0'

408+59 RT.

MOD. CL. I DR.

W = 24.0'

409+42 RT.

CL. I DR.

W = 16.0'

409+75 RT.

CL. I DR.

W = 15.0'

410+55 RT.

MOD. CL. I DR.

W = 23.0'

411+87 RT.

CL. I DR.

W = 17.0'
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SIDEWALK, CONCRETE, 4 IN.F

220#/SYD. QC/QA-HMA, 3, 70, SURFACE 12.5 mm ON

275#/SYD. QC/QA-HMA, 3, 70, INTERMEDIATE 19.0 mm ON

275#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

330#/SYD. QC/QA-HMA, 3, 64, BASE 19.0 mm ON

300#/SYD. QC/QA-HMA, 4, 76, INTERMEDIATE, OG, 19.0 mm ON

6 IN. COMPACTED AGGREGATE NO. 53 ON

SUBGRADE TREATMENT, TYPE ID

A

CURB AND GUTTER, CONCRETE15

CONCRETE CENTER CURB TYPE D16

CURB, CONCRETE14

MULCHED SEEDING, U27

LEGEND

HMA FOR APPROACHES, TYPE C - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE C ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE C ON

605 LBS/SYD. HMA, BASE, TYPE C ON

SUBGRADE TREATMENT, TYPE ID

A1

PCCP FOR APPROACHES, 9 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

GEOGRID TYPE 1B, ON

SUBGRADE TREATMENT TYPE II

D2

PCCP FOR APPROACHES, 6 IN., ON

DENSE GRADED SUBBASE, 6 IN., ON

SUBGRADE TREATMENT TYPE II

D1

PCCP PATCHING, FULL DEPTHPC

SIDEWALK TRANSITIONFT

CONCRETE SIDEWALK RAMPRA

CURB, INTEGRAL CONCRETE13

HMA FOR APPROACHES, TYPE D - CONSISTING OF :

220 LBS/SYD. HMA, SURFACE, TYPE D ON

275 LBS/SYD. HMA, INTERMEDIATE, TYPE D ON

880 LBS/SYD. HMA, BASE, TYPE D ON

SUBGRADE TREATMENT, TYPE ID

A2

HMA PATCHING, FULL DEPTH, TYPE CPH

HMA FOR APPROACHES:

165 LBS/SYD. HMA, SURFACE, TYPE C

D3

ISLAND, CONCRETE, CURB, 4 IN.IS
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REMOVE EXISTING

STR. AND PIPE

REMOVE EXISTING

STR. AND PIPE

App. Section Line App. Section Line


