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To: _ Inspection Number: 315870717

Indianapolis Power & Light Company, ~ Inspection Date(s): ©08/08/2012 - 01/11/2013
and its successors
1230 West Morris Street Issuance Date: 01/30/2013

Indianapolis, IN 46221

Inspection Site:

3700 South Harding Street
Indianapolis, IN 46217

. Aninspection of your place of employment has revealed conditions which we believe do not comply with
the provisions of the Indiana Occupational Safety and Health Act (Indiana Code Chapter 22-8-1.1) or the
standards or rules adopted thereunder. Accordingly, enclosed please find safety order(s) and notification(s) of
penalty describing such violation(s) with references to applicable standards, rules, or provisions of the statute and
stating the amount of any penalty(ies). '

Informal Conference - Please be advised that it may be possible to informally settle any potential dispute
without ipitiating the more elaborate proceedings brought on by a petition for review. Prior to filing a
petition for review, you may request an informal conference concerning any of the results of the inspection
(safety orders, penalties, abatement dates, etc.) by contacting the Indiana Department of Labor/IOSHA,
preferably by telephone, in a prompt manner. Please be advised that a request for an informal conference
cannot extend the fifteen working day period for filing a petition for review. Informal conferences

frequently resolve any possible disputes, and therefore you are urged to take advantage of this opportunity.

Because of the limited time period and in order to facilitate scheduling, any requests for an informal
conference should be made promptly upon vour receipt of the safety order(s) and notification(s) of penaltv.

Right to Contest - You are hereby also notified that you are entitled to seek administrative review of the
safety order(s), penalty(ies), or both by filing a written petition for review at the above address postmarked within
fifteen working days of your receipt of the safety order(s) and notification(s) of penalty. ("Working days" means
Mondays through Fridays, but does not include Saturdays, Sundays, legal holidays under a state statute or days
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on which the Indiana Department of Labor's offices are closed during regular business hours). If you do not file
such a petition for review (contest), the safety order(s) and penalty(ies) shall be deemed final orders of the Board
of Safety Review and not subject to review by any court or agency. The issuance of a safety order does not
constitute a finding that a violation has occurred unless no petition for review is filed, or if a petition for review
(contest) is filed, it must contain a statement of its basis and should reference the above inspection number. Upon
receipt of your petition for review, we will affirm, amend or dismiss the safety order(s) and notification(s) of
penalty. If we affirm, your petition for review will be granted (unless it was not timely) and the dispute will be
certified by the Board of Safety Review for further proceedings. The Board of Safety Review is an independent
agency appointed by the governor with authority to conduct hearings and to issue decisions concerning disputed
safety order(s) and notification(s) of penalty. If we amend the safety order(s) or notification(s) of penalty, your
petition for review shall be deemed moot. However, you will then be given an opportunity to file a petition for
review concerning the amended safety order(s) and notification(s) of penalty.

Please be advised that an employee or representative of employees may file a petition for review to contest
the reasonableness of the time stated in the safety order(s) for the abatement of any violation.

Posting - Upon receipt of any safety order(s) you are required to post such safety order(s), or a copy thereof,
unedited, at or near each place an alleged violation referred to in the safety order(s) occurred. However, if your
operations are such that it is not practicable to post the safety order(s) at or near each place of alleged violation,
such safety order(s) shall be posted, unedited, in a prominent place where it will be readily observable by all
affected employees. For example, if you are engaged in activities which are physically dispersed, the safety
order(s) may be posted at the location from which the employees operate to carry out their activities. You must
take steps to ensure that the safety order is not altered, defaced, or covered by other material. Posting shall be
until the violation is abated, or for three working days, whichever is longer.

Penalties - Penalties are due within fifteen (15) working days of recelpt of this notification unless contested.
Abatement does not constitute payment of penaliies.

Abatement - The conditions cited in the safety order(s) must be corrected (abated) on or before the date shown
for each item on the safety order(s) and notification(s) of penalty unless:

(1) You file a petition for review concerning the violation, in which case the full abatement period shall
commence from the issuance of a final decision by the Board of Safety Review or the courts which requires
compliance with the safety order; or

(2) The abatement period is extended by the granting of a petition for modification of abatement date.

PMAS - The petition for modification of abatement date is a manner in which you may seek additional time to
correct (abate) a violation without having to file a petition for review concerning the safety order, or after the
expiration of the time period to file such a petition for review when it becomes apparent that you need extra time
to abate the violation. A petition for modification of abatement date shall be in writing and shall include the
following information:
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(1) All steps you have taken, and the dates of such actions, in an effort to achieve compliance during the
prescribed abatement period. '

(2) The specific additional abatement time necessary in order to achieve compliance.

(3) The reasons such additional time is necessary, including the unavailability of professional or technical
personnel or of materials and equipment, or because necessary construction or alteration of facilities cannot be
completed by the original abatement date.

(4) All available interim steps being taken to safeguard employees against the cited hazard during the
abatement period.

(3) A certification that a copy of the petition has been posted, and if appropriate, served on the
authorized representative of affected employees, and a certification of the date upon which such posting and
service was made.

A petition for modification of abatement date shall be filed with the Indiana Department of Labor/IOSHA
no later than the close of the next working day following the date on which abatement was originally required.
A later-filed petition shall be accompanied by the employer's statement of exceptional circumstances explaining
the delay. A copy of such petition shall be posted in a conspicuous place where all affected employees will have
notice thereof or near such location where the violation occurred. The petition shall remain posted until the time
period for the filing of a petition for review of the Commissioner's granting or denying the petition expires.
Where affected employees are represented by an authorized representative, said representative shall be served
a copy of such petition.

Notification of Corrective Action - Correction of the alleged violations which have an abatement period
of thirty (30) days or less should be reported in writing to us promptly upon correction. A "Letter of Abatement”
form and an "Abatement Photographs"” worksheet are enclosed for your assistance in providing adequate
documentation of abatement. Reports of corrections should show specific corrective action on each alleged
violation and the date of such action. On alleged violations with abatement periods of more than thirty (30) days,
a written progress report should be submitted, detailing what has been done, what remains to be done, and the
time needed to fully abate each such violation. When the alleged violation is fully abated, we should be so
advised. Timely correction of an alleged violation does not affect the initial proposed penalty.

Followup Inspections - Please be advised that a followup inspection may be made for the purpose of
- ascertaining that you have posted the safety order(s) and corrected the alleged violations. Failure to correct an
alleged violation may result in additional penalties for each day that the violation has not been corrected.

Employer Discrimination Unlawful - The law prohibits discrimination by an employer against an
employee for filing a complaint or for exercising any rights under this Act. An employee who believes that
he/she has been discriminated against may file a complaint no later than 30 days after the discrimination occurred
with the Indiana Department of Labor/IOSHA at the address shown above.
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Notice to Employees - The law gives an employee or his/her representative the opportunity to object to any
abatement date set for a violation if he/she believes the date to be unreasonable. The contest must be mailed to
the Indiana Department of Labor/IOSHA at the address shown above within fifteen (15) working days (excluding
weekends and State holidays) or receipt by the employer of this safety order and penalty.

If you wish additional information, you may direct such requests to us at the address or telephone number
stated above.
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Indiana Department of Labor
Indiana Occupational Safety and Health Administration

NOTICE TO EMPLOYEES OF INFORMAL CONFERENCE

An informal conference has been scheduled with IOSHA to discuss the safety order(s) issued

on 01/30/2013. The conference will be held at the IOSHA office located at 402 West

Washington Street, Room W195, Indianapolis, IN 46204 on at

. Employees and/or representatives of employees have a right to attend

an informal conference.
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Indiana Department of Labor Inspection 315870717

, Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration 01/11/2013
Issuance Date; 01/30/2013

Safety Order and Netification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

The alleged violations below have been grouped because they involve similar or related hazards that may increase the
potential for illness or injury resulting from an accident.

Safety Order 1 Item la Type of Violation: Serious

IC 22-8-1.1, Section 2: The employer did not establish and maintain conditions of work which were reasonably safe
and healthful for employees, and free from recognized hazards that were causing or likely to cause death or serious
physical harm to employees in that employees were exposed to potential deflagration and/or explosion hazards caused
by ineffective control of potential sources of ignition that were present inside of components of a pulverized coal fuel
system during normal operation and after an unexpected shut down (trip) occurred:

Unit 7 (Harding Street Generating Station) - Due to a mechanical failure that occurred on one of the Induced Draft (ID)
Fans on or about August 6, 2012, Unit 7 tripped while it was running at full load. When Unit 7 tripped, all five of the
Unit 7 Pulverizers (Mills) also tripped and were shut down while they were partially full of coal dust/powder, a Class
I Group F combustible dust. Prior to cleaning operations commencing inside of the mills, none of the mills contained
an inert atmosphere and all of the access doors were taken off of each of the mills. Prior to and during these cleaning
operations, the employer also did not adequately verify that any potential sources of ignition were present inside the
mills. Conditions could arise inside of an mill with an non-inert atmosphere that was tripped under load that could
potentially cause coal dust deflagrations and/or explosions to occur inside of the mills during cleaning operations
and/or prior to the mills being brought back online (i.e. start-up operations).

Among other methods, one feasible and acceptable method to correct this hazard is to follow the requirements listed in
the National Fire Protection Association's (NEPA) Boiler and Combustion Systems Hazards Code (NFPA 85-2011).
Section 9.4.6.8 of NFPA 85-2011 states that “pulverizers and pulverized fuel storage systems shall be equipped with
an inerting system that is capable of maintaining an inert atmosphere as required to meet the provisions of 9.5.4.2.1.
(See also NFPA 69, Standard on Explosion Prevention Systems).” Section 9.5.4.2.1.1 of NFPA 85-2011 states that “a
pulverizer that is tripped under load shall be inerted and maintained under an inert atmosphere until confirmation that
no burning or smoldering fuel exists in the pulverizer or the fuel is removed." Section 9.5.4.2.2.2(C) of NFPA 85-

2011 states that “due to the danger of an explosion when they are being opened and cleaned, pulverizers shall not be
cleaned manually until they and their contents have been cocled to ambient temperature,”

Date By Which Violation Must be Abated: | 02/26/2013
Proposed Penalty: : - $6,300.00

OR IN THE ALTERNATIVE
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Indiana Department of Labor Inspection 315870717

: Number: .
Indiana Occupational Safety and Health ' Inspection Dates: = (08/08/2012 -
Administration _ ' 01/11/2013
' Issuance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 1 Item 1b Type of Violation: Serious

29 CFR 1910.269(v)(11)(xii): Where coal-handling operations produced a combustible atmosphere from fuel sources
or from flammable gases or dust, sources of ignition were not eliminated or safely controlled to prevent ignition of the
combustible atmosphere:

Unit 7 (Harding Street Generating Station) - Due to a mechanical failure that occurred on one of the Induced Draft (ID)
Fans on or about August 6, 2012, Unit 7 tripped while it was running at full load. When Unit 7 tripped, all five of the
Unit 7 Pulverizers (Mills) also tripped and were shut down while they were partially full of coal dust/powder, a Class
1I Group F combustible dust. Prior to cleaning operations commencing inside of the mills, none of the mills contained
an inert atmosphere and all of the access doors were taken off of each of the mills. Prior to and during these cleaning
operations, the employer also did not adequately verify that any potential sources of ignition were present inside the
mills. Conditions could arise inside of an mill with an non-inert atmosphere that was tripped under load that could
potentially cause coal dust deflagrations and/or explosions to occur inside of the mills during cleaning operations
and/or prior to the mills being brought back online (i.e. start-up operations).

Date By Which Violation Must be Abated: 02/26/2013
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Indiana Department of Labor Inspection 315870717

- Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration o : 01/11/2013
Issuance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 1 Item 2 Type of Violation: Serious

IC 22-8-1.1, Section 2: The employer did not establish and maintain conditions of work which were reasonably safe
and healthful for employees, and free from recognized hazards that were causing or likely to cause death or serious
physical harm to employees in that employees were exposed to potential fire, deflagration and/or explosion hazards
caused by the employer not verifying that outside contractors used and followed recognized safety procedures and
practices to control or eliminate dispersion of combustible dust and potential sources of ignition:

Unit 7 (Harding Street Generating Station) - On or about August 6, 2012, an outside contractor, SSI Services, began
cleaning and removing coal dust/powder, a Class II Group F combustible dust, from inside of all five of the Unit 7
Pulverizers (Mills). Although the employer brought in SSI to clean the inside of the mills, the employer did not
effectively monitor and assure that SSI used and followed recognized safety procedures and practices when disturbing
coal dust/powder. Through ineffective monitoring, SSI was allowed to use compressed air rated above approximately
100 psi inside of the mills to blow coal dust/powder towards and into the vacuum hose(s). Through ineffective
monitoring, the employer also allowed SSI to potentially introduce sources of ignifion such as, but not limited to, static
electricity into the cleaning operations due fo inadequate bonding and grounding of the vacuum truck and its
components (i.e. hoses). The employer also did not verify that the coal dust collected from inside of the mills was
conveyed to a dust collection system that was approved and/or designed to collect combustibie dust. This lack of
effective outside contractor monitoring prior to and during cleaning operations could potentially cause accumulated or
settled coal dust/powder concentrations present inside of the mills to be dispersed and ignited, which could potentially
cause deflagrations and/or explosions to occur inside of the mills and/or the vacuum system (truck, hoses, etc.).

Among other methods, one feasible and acceptable method to correct this hazard is to follow the requirements for

. contractors and subcontractors listed in Section 11.5 of the National Fire Protection Association's (NFPA) Standard for
the Prevention of Fire and Dust Explosions from the Manufacturing, Processing, and Handling of Combustible
Particulate Solids (NFPA 654-2013). The employer should also assure that outside cleaning contractors follow all
applicable requirements of NFPA 654-2013 including, but not limited to, Section 8.2.2 (Cleaning Methods). The
employer should also assure that all contractors and subcontractors comply with the employer's safety practices,
policies and/or procedures, including but not limited to, requiring the use of flame resistant clothing (FRC) when
performing cleaning operations inside of the mills.

Date By Which Violation Must be Abated: : 02/26/2013
Proposed Penalty: - $6,300.00
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Indiana Department of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration ' 01/11/2013
Issnance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 1 Item 3 Type of Violation: Serious

29 CFR 1910.269(d)(6)(vii): Before Starti.ng work on machines or equipment that had been locked out or tagged out,
the authorized employee did not verify that isolation and deenergizing of the machine or equipment had been
accomplished: ’

Unit 7 (Harding Street Generating Station) - Due to a mechanical failure that occurred on one of the Induced Draft (ID)
Fans on or about August 6, 2012, Unit 7 tripped while it was running at full load. Prior to cleaning operations
commencing inside of the five Unit 7 Pulverizers (Mills), Operators locked and/or tagged out various gates and
dampers (and their components) located on each of the mills. Although these gates and dampers were locked and/or
tagged out, the gates and dampers on each of the mills were not verified to be effectively locked and/or tagged out in
the closed position. Prior to cleaning operations commencing inside of the mills, gates and dampers such as, but not
limited to the Exhauster Discharge Gates and Exhauster Inlet Dampers on each of the mills were locked and/or tagged
out (isolated) in the open to partially open position(s).

Date By Which Violation Must be Abated: : 02/26/2013
Proposed Penalty: $6,300.00
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Indiana Department of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration , 01/11/2013
Issuance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 1 Item 4 Type of Violation: Serious
29 CFR 1910.269(g)(1): Personal protective equipment did not meet the requirements of Subpart I of this Part:

(a) Unit 7 (Harding Street Generating Station) - On or about August 6, 2012, cleaning operations began inside of the
five Unit 7 Pulverizers (Mills). Due to significant amounts of accumulated and/or settled coal dust/powder, a Class II
Group F combustible dust, located inside of each of the mills, a potential combustible dust flash fire hazard existed
during cleaning operations and/or start-up operations. However, Operators who worked in or near the mills while
cleaning and/or start up operations were commencing were not required to wear appropriate flame-resistant clothing
(FRC) or flame-resistant garments (FRGs). On or about August 7, 2012, Operators who entered the Unit 7 Area after
the first in a series of explosions occurred were also not required to wear appropriate FRC or FRGs that protected their
heads and/or faces from the flash fires (fireball(s)) that occurred inside of and/or around one of more of he mills.

(b) Unit 7 (Harding Street Generating Station) - The Personal Protective Equipment (PPE) Hazard Assessment for the
various jobs, processes and/or pieces of machinery/equipment located throughout Unit 7 did not specifically address
and/or discuss the potential flash fire, deflagration and explosion hazards created by the coal dust/powder, a Class II
‘Group F combustible dust, which was dispersed and suspended during normal operation and cleaning operations in
areas such as, but not limited to the five Unit 7 Pulverizers (Mills}. The PPE Hazard Assessment also did not
specifically describe what PPE, if any, was required to be worn to protect employees from flash fire hazards caused by
combustible dust(s).

Date By Which Violation Must be Abated: 02/26/2013
Proposed Penalty: $6,300.00
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Indiana Department of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration ‘ 01/11/2013

Issuance Date: 01/30/2013
Safety Order and Notification of Penalty :

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 2 Item 1 Type of Violation: Knowing

IC 22-8-1.1, Section 2: The employer did not establish and maintain conditions of work which were reasonably safe
and healthful for employees, and free from recognized hazards that were causing or likely to cause death or serious
physical harm to employees in that ernployees were exposed to potential deflagration and/or explosion hazards because
the hot air duct systems connected to the coal pulverizers were not designed to prevent the propagation of a coal dust
deflagration and/or explosion from one pulverizer to other pulverizers:

Unit 7 (Harding Street Generating Station) - The hot air ducts, which were connected to the lower left side of each of
the Unit 7 Pulverizers (Mills), delivered/transported pre-heated air to warm the coal dust/powder, a Class II Group F
combustible dust, located inside of the mills. Each of these hot air ducts were connected to a large header that was
located behind the mills, and the combination of this common header and the hot air ducts interconnected all five of the
Unit 7 Mills together. Although each of the Unit 7 Mills were protected from explosion hazards by deflagration
containment, none of the metal hot air ducts were designed to withstand the pressure generated during a coal dust
deflagration and/or explosion. Also, none of the hot air ducts connected to each of the mills were equipped with
deflagration isolation systems. Thus, if a deflagration and/or explosion occurred inside of any of the Unit 7 Mills, the
pressure wave and resulting flame front could potentially propagate through the hot air duct system (including the
header) and into one or more of the other mills. Because there was nothing to prevent or relieve the pressure
generated during a deflagration and/or explosion that occurred inside of the mills, the propagation of this deflagration
and/or explosion through the hot air ducts could also potentially cause the ducts to burst open and violently explode.

Among other methods, one feasible and acceptable method to correct this hazard is to install mechanical deflagration
isolation systems and/or devices inside of the hot air ducts which are designed to prevent deflagration propagation
between connected pieces of equipment in accordance with the National Fire Protection Association's (NFPA)
Standard on Explosion Prevention Systems (NFPA 69-2008). Deflagration isolation propagation methods are also
discussed in Annex E of NFPA's Standard for the Prevention of Fire and Dust Explosions from the Manufacturing,
Processing, and Handling of Combustible Particulate Solids (NFPA 654-2013).

Date By Which Violation Must be Abated: 02/26/2013
Proposed Penalty: _ $63,000.00
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Indiana Department of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health  Inspection Dates:  08/08/2012 -
Administration 01/11/2013
Issuance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

The alleged violations below have been grouped because they involve similar or related hazards that may increase the
potential for illness or injury resulting from an accident.

Safety Order 2 Item 2a Type of Violation: Knowing

IC 22-8-1.1, Section 2: The employer did not establish and maintain conditions of work which were reasonably safe
and healthful for employees, and free from recognized hazards that were causing or likely to cause death or serious
physical harm to employees in that employees were exposed to potential extreme pressure fluctuations of a pulverized
coal fuel system caused by starting up the system without properly functioning safety devices:

Unit 7 (Harding Street Generating Station) - On or about August 7, 2012, employees began to bring Unit 7 back online
after the unit tripped on or about August 6, 2012, due to a mechanical failure that occurred on one of the Induced Draft
(ID) Fans. At approximately 12:43 am on or about August 7, 2012, an oil fire was started inside of the Unit 7 Boiler,
which operated under a slight negative pressure during normal operation. Prior to starting a fire in the boiler, no fan
tests were performed on the boiler or the system and several of the pressure switches and/or transmitters were broken
and/or not functioning. The broken and/or non-functioning pressure switches and/or transmitters could allow the
boiler and fans to continue to operate during an excessive pressure event without shutting down (tripping) the system
and cause the boiler to operate under positive pressure. If a fire is put into the boiler and the boiler goes positive (i.e.
extreme positive pressure), conditions could arise that could potentially cause coal dust explosions to occur inside of
the mills while the mills are being cleaned out. Specifically, materials such as, but not limited to hot air, coal
dust/powder and fly ash could potentially be sent back into the mills from the boiler through the feed pipes. The hot
air and combusting material(s) produced during an over-pressurization of the boiler could potentially disperse and
ignite any dispersed or settled coal dust/powder concentrations (clouds) present inside of the mills.

Among other methods, one feasible and acceptable method to correct this hazard is to assure all safety devices such as,
but not limited to the pressure switches and transmitters are properly maintained and functioning prior to starting up the
pulverized coal fuel system after a expected or unexpected shut down (trip) occurs. Start-up procedures should also
include requirements to verify that all safety devices are propetly functioning prior to bringing the unit back online.
The employer should also follow all applicable requirements for start-up, shut down and trips of pulverized fuel
systems listed in the National Fire Protection Association’s (NFPA) Boiler and Combustion Systems Hazards Code
(NFPA 85-2011).

Date By Which Violation Must be Abated: 02/26/2013
Proposed Penalty: $63,000.00
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Indiana Department of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration 01/11/2013
Issuance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 2 Item 2b Type of Violation: ~ Knowing

29 CFR 1910.269(v}{11)(xii): Where coal-handling operations produced a combustible atmosphere from fuel sources
or from flammable gases or dust, sources of ignition were not eliminated or safely controlled to prevent ignition of the
combustible atmosphere: :

Unit 7 (Harding Street Generating Station) - On or about August 7, 2012, employees began to bring Unit 7 back online
after the unit tripped on or about August 6, 2012, due to a mechanical failure that occurred on one of the Induced Draft
(ID) Fans. At approximately 12:43 am on or about August 7, 2012, an oil fire was started inside of the Unit 7 Boiler,
which operated under a slight negative pressure during normal operation. Prior to starting a fire in the boiler, no fan
tests were performed on the boiler or the system, and several of the pressure switches and/or transmitters were broken
and/or not functioning. The broken and/or non-functioning pressure switches and/or transmitters could allow the
boiler and fans to continue to operate during an excessive pressure event without shutting down (ripping) the system
and cause the boiler to operate under positive pressure. If a fire is put into the boiler and the boiler goes positive (i.e.
extreme positive pressure), conditions could arise that could potentially cause coal dust explosions to occur inside of
the mills while the mills are being cleaned out. Specifically, materials such as, but not limited to hot air, coal
dust/powder and fly ash could potentially be sent back into the mills from the boiler through the feed pipes. The hot
air and combusting material(s) produced during an over-pressurization of the boiler could potentially disperse and
ignite any dispersed or settled coal dust/powder concentrations (clouds) present inside of the mills.

Date By Which Violation Must be Abated: 02/26/2013

OR IN THE ALTERNATIVE
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Indiana Departmerit of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration 01/11/2013
Issuance Date: 01/30/2013

Safety Order and Notification of Penalty
Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

The alleged violations below have been grouped because they involve similar or related hazards that may increase the
potential for illness or injury resulting from an accident.

Safety Order 2 Item 2¢ Type of Violation: Knowing

IC 22-8-1.1, Section 2: The employer did not establish and maintain conditions of work which were reasonably safe
and healthful for employees, and free from recognized hazards that were causing or likely to cause death or serious
physical harm to employees in that employees were exposed to extreme pressure fluctuations of a pulverized coal fuel
system due to inadequate maintenance, inspection and testing of pressure-related safety devices:

Unit 7 (Harding Street Generating Station) - If an extreme pressure fluctuation occurred inside of the boiler (furnace),
a system of twelve Dwyer Model 1626-10 Single Electric Pressure Switches and three Rosemount Model 1151 GP
3522 SMART Pressure Transmitters located on the 12 Floor of Unit 7 were designed to trip the boiler and/or Induced
Draft (ID) and Forced Draft (FD) Fans. However, neither the pressure switches nor the pressure transmitters were
properly inspected and calibrated at regular intervals to assure that they were maintained and functioning correctly.
When the pressure switches and/or transmitters were calibrated, calibration records, information and/or documents
were also not properly maintained. Several of the twelve pressure switches had previously been found to be damaged
and/or broken, including when the pressure switches were calibrated on or about May 10, 2012 (approximately three
months prior to a series of explosions that occurred inside of Unit 7 on or about August 7, 2012). Improperly
functioning pressure switches and/or transmitters could allow the boiler and fans to continue to operate during an
excessive pressure event without shutting down (tripping) the system. This could cause the boiler to operate under
positive pressure, which could allow conditions to arise that could potentially cause coal dust explosions to occur inside
of the Pulverizers (mills) or other Unit 7 components during normal operation and during start-up of the boiler (i.e.
when cleaning operations occurred inside of the mills).

Among other methods, one feasible and acceptable method to correct this hazard is to develop and implement a
maintenance, inspection and testing (calibration) schedule for the twelve Dwyer Model 1626-10 Single Electric
Pressure Switches and three Rosemount Model 1151 GP 3522 SMART Pressure Transmitters. Dwyer recommends
that if the pressure switches are protecting critical pieces of equipment (i.e. a pressure vessel), the switches should be
calibrated once every three months, or a minimum of once per year. Rosemount recommends to calibrate the pressure
transmitters on an annual basis. All calibration records, information, data and/or documents should be maintained and
kept in a consistent manner (i.e. one form or document used during each calibration cycle kept in an accessible, known
location). '

Date By Which Violation Must be Abated: ' 02/26/2013
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Indiana Department of Labor Inspection - 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  (08/08/2012 -
Administration 01/11/2013

Issuance Date: 01/30/2013
Safety Order and Notification of Penalty :

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 2 Ttem 2d Type of Violation: Knowing

29 CFR 1910.269(v)(1)(Q): Interlocks and other safety devices were not maintained in a safe, operable condition:

Unit 7 (Harding Street Generating Station) - If an extreme pressure fluctuation occurred inside of the beiler (furnace),
a system of twelve Dwyer Model 1626-10 Single Electric Pressure Switches and three Rosemount Model 1151 GP
3522 SMART Pressure Transmitters located on the 12™ Floor of Unit 7 were designed to trip the boiler and/or Induced
Draft (ID) and Forced Draft (FD) Fans. However, neither the pressure switches nor the pressure transmitters were
properly inspected and calibrated at regular intervals to assure that they were maintained and functioning correctly.
When the pressure switches and/or transmitters were calibrated, calibration records, information and/or documents
were also not properly maintained. Several of the twelve pressure switches had previously been found to be damaged
and/or broken, including when the pressure switches were calibrated on or about May 10, 2012 (approximately three
months prior to a series of explosions that occurred inside of Unit 7 on or about August 7, 2012). Improperly
functioning pressure switches and/or transmitters would allow the boiler and fans to continue to operate during an
excessive pressure event without shutting down (tripping) the system. This could cause the boiler to operate under
positive pressure, which could allow conditions to arise that could potentially cause coal dust explosions to occur inside
of the Pulverizers (mills) or other Unit 7 components during normal operation and during start-up of the boiler (i.e.
when cleaning operations occurred inside of the mills).

Date By Which Violation Must be Abated: 02/26/2013
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Indiana Department of Labor Inspection 315870717

Number:
Indiana Occupational Safety and Health Inspection Dates:  08/08/2012 -
Administration 01/11/2013
Issuance Date: 01/30/2013

Safety Order and Notification of Penalty

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217

Safety Order 2 Item 3 Type of Violation: Knowing

IC 22-8-1.1, Section 2: The employer did not establish and maintain conditions of work which were reasonably safe
and healthful for employees, and free from recognized hazards that were causing or likely to cause death or serious
physical harm to employees in that employees were exposed to potential fire hazards due to inadequate maintenance,
inspection and testing of the fire detection and suppression systems installed inside of coal pulverizers (mills):

Unit 7 (Harding Street Generating Station) - Each of the five Unit 7 Pulverizers (Mills) were equipped with fixed
water-based fire protection (suppression) systems, which were manually activated by a pull station located inside of the
Control Room. Each of the Unit 7 Mills were also equipped with fire detection systems (i.e. temperature sensors), but
these systems were not connected to and would not automatically activate the fixed water-based fire protection systems.
Although the fixed water-based fire protection systems were designed to extinguish fires inside of mills, these systems
were not properly maintained, inspected and tested at regular intervals to assure that the systems (and their
components) were functioning correctly.

Among other methods, ope feasible and acceptable method to correct this hazard is to develop and implement a
maintenance, inspection and testing schedule for the fixed water-based fire protection (suppression) systems and fire
detection systems located inside of the Unit 7 Mills. Before implementing any maintenance, inspection and/or testing
schedule, the employer should consult the manufacturers of the fixed water-based fire protection systems and fire
detection systems. The National Fire Protection Association's (NFPA) Standard for the Inspection, Testing, and
Maintenance of Water-Based Fire Protection Systems (NFPA 25-2011) and National Fire Alarm and Signaling Code
(NFPA 72-2013) also have inspection and testing requirements for fixed water-based fire profection systems and fire
detection systems respectively.

Date By Which Violation Must be Abated: 02/26/2013
Proposed Penalty: /? $63,000.00

e ’/WW’/\

Director, I#dustrial Compliance
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Indiana Department of Labor

Indiana Occupational Safety and Health Administration
402 West Washington Street

Room W195

Indianapolis, IN 46204-2751

Phone: 317/232-1979 Fax: 317/233-8509

INVOICE/DEBT COLLECTION NOTICE

Company Name: Indianapolis Power & Light Company
Inspection Site: 3700 South Harding Street, Indianapolis, IN 46217
Issuance Date: 01/30/2013

Summary of Penalties for Inspection Number 315870717

Safety Order 01, Serious = $25,200.00
Safety Order 02, Knowing = $189,000.00
Total Proposed Penalties $214,200.00

Penalties are due within fifteen (15) working days of receipt of this notification unless contested. Make your
check or money order payable to: "Indiana DOL/TOSHA". Please indicate IOSHA's Inspec‘uon Number
(indicated above) on the remittance.

IOSHA does not agree to any restrictions or conditions or endorsements put on any check or money order for
less than full amount due, and will cash the check or money order as if these restrictions, conditions, or

endorsements do not exist.

Corrective action, taken by you for each alleged violation should be submitted to this office on or about the
abatement dates indicated on the Safety Order and Notification of Penalty.

A work sheet has been provided to assist in providing the required abatement information. A completed copy of

this work sheet should be posted at the worksite with the safety order(s).
/m/z/g/wm /59/)3
Julaé/ inddr J.Dx Date ¢ -
Dlrector,,n ndustrlal Of)mphance
L j,/‘”{
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