
 
Beam No., Left to Right 1 2 3 4 

P.G. Elev. 228.6281 228.6461 228.6641 228.6821
Elev. Top of Deck @ C.L. Beam 228.5321 228.6141 228.6321 228.5861
Control Dimension “Y” (-) 000.2620 000.2620 000.2620 000.2620
Beam Web (-) 001.2000 001.2000 001.2000 001.2000
Bottom Flange Plate (-) 000.0380 000.0380 000.0380 000.0380
Shim above Top Shoe (-) 000.0120 000.0120 000.0120 000.0120
Bearing Thickness (-) 000.1200 000.1200 000.1200 000.1200
Elastomeric Bearing Crush (5% pad depth) (+) -0- -0- -0- -0- 
Calculated Seat Elevation 226.9001 226.9821 227.0001 226.9541
Additional Shim above Top Shoe (-) 0 0 000.0180 0 
Adjusted Seat Elevation 226.900 226.982 226.982 226.954 

 
Note:  Values for P.G. Elevations in above table are adjusted values to account for the bridge 

skew and the vertical alignment of the profile grade line. 
 
 

SEAT ELEVATIONS FOR STEEL BEAM OR PLATE GIRDER EXAMPLE 
 

Figure 67-5G 
 


