
Load   Translation Rotation Costs
Bearing Type Min. 

(kN) 
Max. 
(kN) 

Min. 
(mm) 

Max. 
(mm) 

Limit 
(rad) 

Initial  Maint.

Elastomeric Pad 
 Plain (PEP) 
 Cotton Duck (CDP) 
 Fiberglass (FGP) 

 
0 
0 
0 

 
450 
1400 
600 

 
0 
0 
0 

 
15 
5 
25 

 
0.010 
0.003 
0.015 

 
Low 
Low 
Low 

 
Low 
Low 
Low 

Steel Reinforced Elastomeric 225 3500 0 100 0.04 Low Low 
Flat Polytetrafluoroethylene (PTFE) Slider 0 > 10 000 25 > 100 0 Low Moderate 
Curved Sliding Cylindrical 0 7000 0 0 > 0.04 Moderate Moderate 
Pot 1200    10 000 00 0.02 Moderate High
Rocker      0 1800 0 > 0.04100 Moderate High
Single Roller 0 450 25 > 100 > 0.04 Moderate High 
Curved PTFE 1200 7000 0 0 > 0.04 High Moderate 
Multiple Rollers 500 10 000 100 > 100 > 0.04 High High 

 
 

SUMMARY OF EXPANSION BEARING CAPABILITIES 
 

Figure 67-4A 


