Site Adjusted Construction Year Average Annual Daily Traffic, T, (1000’s) for Traffic Barrier Test Levels
Characteristics Highway Type
Edge of Diyided, or Undivided Undivided With One-Way
% Travel Lane With 5 or More Lanes 4 Lanes or Fewer
Trk. | to Front Face Test Level Test Level Test Level
Barrier, L, (ft) | TL-2 TL-4 TL-5 | TL-2 TL-4 TL-5 | TL-2 TL-4 TL-5

0< <3 <140 | 140<T<280.7 | >280.7] <104 | 104<T<2024 |>2024| <7.0 70<T<1404 |>1404
(y; 3<L,<7 <180 | 18.0<T<335.1 [>335.1] <134 | 13.4<T<2538 |>253.8| <9.0 90<T<167.6 |>167.6
<5 T<L,<12 |<244|244<T<452.0 |>452.0] <19.2 | 192<T<366.7 | >366.7| <122 | 12.2<T<226.0 | >226.0

> 12 <39.5 >39.5 n/a <32.1 >32.1 n/a <19.8 | 19.8<T<362.7 | >362.7
5< <3 <9.8 9.8<T<79.7 >79.7 1 <7.1 7.1<T<55.6 >556 | <49 49<T<399 >39.9
(y; 3<L,<7 <12.7| 127<T<89.8 | >89.8 | <9.2 9.2<T<68.6 >68.6 | <64 64<T<449 >44.9
<10 L 7<Lp<12 <169 | 169<T<1324 | >1324] <128 | 128<T<102.3 | >1023 | <85 8.5<T<66.2 > 66.2

> 12 <258 | 258<T<183.6 | >183.6 | <20.1 | 20.1<T<157.2 |>1572]| <129 | 129<T<91.8 | >91.8
L0< <3 <75 7.5<T<464 >464 | <54 54<T<322 >322 | <38 3.8<T<232 >23.2
%_ 3<L,<7 <9.8 9.8<T<519 >519 | <7.0 7.0<T<39.6 >39.6 | <49 4.9<T<26.0 >26.0
<15 L 7<L,<12 |<129] 129<T<776 | 2776 | <9.6 9.6<T<594 >594 | <65 6.5<T<388 >38.8

> 12 <19.1] 19.1<T<105.1 | >105.1| <14.6 | 14.6<T<89.6 | >89.6 | <129 | 129<T<52.6 | >52.6
15< <3 <6.1 6.1 <T<328 >328 | <44 44<T<227 >22.7 | <3.1 3.1<T<164 >164
%_ 3<L,<7 <8.0 8.0<T<36.5 >36.5 | <5.6 56<T<279 >279 | <4.0 40<T<183 >18.3
<0 L 7<L,<12 |<104] 104<T<549 | 2549 | <77 7.7<T<419 >419 | <52 52<T<275 >27.5

> 12 <152 | 152<T<73.6 | >73.6 | <11.5 | 11.5<T<62.7 | >262.7 | <7.6 7.6 <T <36.8 >36.8
H0< <3 <5.1 51<T<253 >253 | <3.6 3.6<T<175 >175 | <2.6 26<T<127 >12.7
%_ 3<L,<7 <6.7 6.7<T<28.1 >28.1 | <47 47<T<21.5 >21.5 | <34 34<T<14.1 >14.1
<5 | 1<L,<12 <8.8 8.8<T<424 >424 | <64 64<T<323 >323 | <44 44<T<212 >21.2

> 12 <12.6 | 12.6<T<56.7 | >256.7 | <9.5 9.5<T<48.2 >482 | <6.3 6.3<T<28.4 >28.4

MEDIAN BARRIER AND BRIDGE RAILING TEST LEVEL SELECTION

DESIGN SPEED 40 mph

Figure 49-9D(40)




Site Adjusted Construction Year Average Annual Daily Traffic, T, (1000’s) for Traffic Barrier Test Levels
Characteristics Highway Type
Edge of Diyided, or Undivided Undivided With One-Way
% Travel Lane With 5 or More Lanes 4 Lanes or Fewer
Trk.| to Front Face Test Level Test Level Test Level
Barrier, L, (ft) | TL-2 TL-4 TL-5 | TL-2 TL-4 TL-5 | TL-2 TL-4 TL-5
hs< <3 <44 44<T<20.6 >20.6 | <3.1 3.1<T<14.2 >142 | <22 22<T<10.3 >10.3
%_ 3<[,<7 <538 5.8<T<229 >229 | <4.1 41<T<17.5 >17.5 <29 29<T<I11.5 >11.5
<30 7<1,<12 <75 7.5<T<34.6 >346 | <55 55<T<263 >26.3 <3.8 3.8<T<173 >173
> 12 <10.8| 10.8<T<46.1 | >46.1 <8.0 8.0<T<39.1 >39.1 <54 54<T<23.1 >23.1
30< <3 <39 39<T<174 >174 | <28 28<T<12.0 >12.0 | <2.0 20<T<8.7 >8.7
%_ 3<,<7 <5.1 51<T<193 >19.3 <3.6 3.6<T<14.7 >147 | <26 26<T<9.7 >9.7
<35 7<1,<12 <6.6 6.6<T<29.2 >292 | <4.8 48<T<222 >222 | <33 33<T<14.6 >14.6
>12 <94 9.4<T<388 >388 | <70 7.0<T<329 >329 | <4.7 47<T<19.4 >19.4
35< <3 <35 3.5<T<150 >15.0 | <25 25<T<104 >104 | <18 1.8<T<17.5 >17.5
%_ 3<L,<7 <4.6 46<T<16.7 >16.7 | <32 32<T<12.7 >127 | <23 23<T<84 >8.4
<40 7<1,<12 <59 59<T<253 >253 <472 42<T<19.2 >192 | <3.0 3.0<T<12.7 >12.7
> 12 <8.4 84<T<335 >335 <6.2 6.2<T<284 >284 | <42 42<T<16.8 >16.8

MEDIAN BARRIER AND BRIDGE RAILING TEST LEVEL SELECTION
DESIGN SPEED 40 mph (Continued)

Figure 49-9D(40)




