Maximum | Maximum : Number of | Allowable
. Bearing- Shape .
DL + LL | Expansion w L Area Dy Internal Compressive
. Pad ’ Factor, .

Reaction, Length, Tvoe (mm) (mm) (mm®) S (mm) | Elastomeric Stress,
(kN) (m) P Layers,n | o7 (kPa)
205 28 Sl-a 279 203 56 637 4.52 40 2 3592
205 37 Sl-b 279 203 56 637 4.52 53 3 6895
276 28 S2-a 305 229 69 845 5.03 40 2 3992
276 37 S2-b 305 229 69 845 5.03 53 3 3992
370 37 S3-a 330 254 83 820 5.52 53 3 4385
370 46 S3-b 330 254 83 820 5.52 66 4 4385
525 46 S4-a 381 279 106299 | 6.19 66 4 4923
525 55 S4-b 381 279 106299 | 6.19 79 5 4923
659 46 S5-a 406 305 123830 | 6.70 66 4 5316
659 55 S5-b 406 305 123830 | 6.70 79 5 5316
1024 55 S6-a 508 330 | 167640 | 7.69 79 5 6108
1024 64 S6-b 508 330 | 167640 | 7.69 90 6 6108
1287 64 S7-a 508 381 193548 | 8.37 90 6 6646
1287 73 S7-b 508 381 193548 | 8.37 103 I 6646

ELASTOMERIC BEARING ASSEMBLY TYPES, PROPERTIES, AND
ALLOWABLE VALUES FOR STRUCTURAL-STEEL MEMBERS

Figure 67-4F




