Geotextile For Underdrains
(Required at Curb
Installation)

220 kg/m2 Min. QC/QA-HMA Intermediate 0G25.0 mm
( > 30 Million ESALs)

165 kg/m2 Min. QC/QA-HMA Intermediate 0G19.0 mm
( 10 Million < ESALs < 30 Million)

165 kg/m2 Min. QC/QA-HMA Intermediate 0G19.0 mm

( < 10 Million ESALSs)

240 kg/m? HMA Base 25.0 mm

Subgrade Treatment

Geotextile for Underdrains,
Where Required ‘

Pipe, Type 4, Circular, 150 mm

CONCRETE CURB AND GUTTER SECTION FOR HMA PAVEMENT

T
-

Aggregate for

600

HMA Base 25.0 mm or HMA Base 19.0 mm

Underdrains

WITH UNDERDRAIN

Figure 52-13N

All Aimancinne ara in mm 11Inlace Athanaiea natad

90 kg/m? HMA Surface 9.5 mm
150 kg/m2 HMA Intermediate 19.0 mm

Note: Open graded mixtures 0G19.0 mm or OG25.0 mm should be
QC/QA-HMA, 5, 76. For all other mixtures, see Section 52-9.02
to determine the appropriate HMA mixture designation.



