
  1. TITLE   STARTUP VALUES 
  2. TRAFFIC VOLUME =      0 VPD - TRAFFIC GROWTH = 0.0% PER YEAR 
  3. DIVIDED ROADWAY          1 ADJACENT LANE(S) OF WIDTH = 12.0 FT. 
  4. CURVATURE =   0.0 DEGREES    GRADE (PERCENTAGE) =   0.0 
  5.            TRAFFIC    BASELINE    CURVATURE    GRADE    USER    TOTAL 
                VOLUME       ENC.       FACTOR     FACTOR   FACTOR    ENC. 
     ADJACENT       0       0.0000       1.00       1.00     1.00    0.0000 
     OPPOSING       0       0.0000       1.00       1.00     1.00    0.0000 
  6. DESIGN SPEED =   70 MPH   ENCROACHMENT ANGLE =   11.6 DEGREES 
  7. LATERAL (A) =    8   LONGITUDINAL (L) =   200   WIDTH (W) = 1 FT. 
  8. INITIAL COLLISION FREQUENCY =   0.0000       IMPACTS PER YEAR 
     ADJACENT   CFT=  0.0000   CF1=  0.0000   CF2=  0.0000   CF3= 0.0000 
     OPPOSING   CFT=  0.0000   CF4=  0.0000   CF5=  0.0000   CF6= 0.0000 
  9. SEVERITY INDEX =  SU= 0.00   SD= 0.00   CU= 0.00   CD= 0.00   FACE=0.00 
     ACCIDENT COST     $      0   $      0   $     0    $     0    $       0 
     KT =   0.962     KJ =   0.962     CRF =   1.040     KC =   0.962 
 10. PROJECT LIFE =  1 YEARS      DISCOUNT RATE =  4.0 % 
 11. INSTALLATION COST    = $        0 
 12. REPAIR COST/ACC $  SU=      0  SD=      0  CU=      0  CD=      0  F=  0 
 13. MAINTENANCE COST /YR  = $           0 
 14. SALVAGE VALUE         = $           0 
 15. PRESENT WORTH         = $           0      ANNUALIZED $        0 
     HIGHWAY DEPT. COST    = $           0      ANNUALIZED $        0 
  INPUT ITEM TO CHANGE  (1 TO 14) OR FUNCTION KEY PLUS ENTER 
1 PRINT 2 STORE 3 RECALL 4 HELP 5 GLOBAL 6 SI v $ 7 DIR 8 SI DEF 9 GRAPH 10 QUIT 
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