
 
Beam No., Left to Right 1 2 3 4 

Profile-Grade Elev. 761.9850 761.9863 761.9870 761.9866 
Elev. Top of Deck @ C.L. Beam 761.7650 761.9130 761.9137 761.7666 
Control Dimension Y (-) 000.7392 000.7392 000.7392 000.7392 
Beam (-) 003.0000 003.0000 003.000 003.0000 
Bearing Pad (-) 000.2500 000.2500 000.2500 000.2500 
RC / VCC (-) 000.0417 000.0417 000.0417 000.0417 
Notch (+) 000.0000 000.0000 000.0000 000.0000 
Elastomeric-Bearing Crush 
(5% pad depth) (+) 

+0.0125 +0.0125 +0.0125 +0.0125 

Calculated Seat Elevation 757.7466 757.8946 757.8953 757.7482 
Adjusted Seat Elevation * 757.747 757.895 757.895 757.748 

 
*Round to nearest 0.001 ft 
RC = Residual Camber 
VCC = Vertical Curve Correction 
 
Note:  Values for profile-grade elevations in table are adjusted values to account for the bridge 

skew and the vertical alignment of the profile-grade line. 
 
 

SEAT ELEVATIONS FOR CONCRETE I-BEAM EXAMPLE 
 

Figure 67-5C 


