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CLASS VI DRIVE - PLAN
COMMERCIAL
) ‘ 34 m (max.) \
_l2m Varies 12 m
min, min
S
75 kg/m®HMA Surface 95 mm, Mainline [, w
345 kg/m? HMA Intermidiate 19 mm, Mainline L
Design ESAL 500,000 e Pavement section as
specified in section D-D
el -2% Slope } 2% Slope 61
/ \
©) ; SECTION E-E
SECTION D-D
NOTES :
- All dimensions are in mm unless otherwise specified.
L. The Class VI Drive is designed to accomodate a WB-20 (IDV) INDIANA DEPARTMENT OF TRANSPORTATION
34 m max. design vehicle with & I4 m turning radius - CLASS YI DRIVE
is drive sha e specified at truck stops and entrances
— HMA shoulder to heavy industrial ;’roperty P PLAN AND SECTIONS
3 m max. ' SEPTEMBER 1999
/Shoulder break 2. See Standard Drawing 610-DRIV-13 for profile grades. STANDARD DRAWING NO. 610—DRIV-12
ZZ= 777777 v a.ava

[

L Compacted aggregate base

SECTION F-F

Slope 6:1

3. See Standard Drawing 610-DRIV-14 for General Notes

and Legend.
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