é” nut for
grounding lug

6"
Min.

NOTE: For combination signal
luminaire pole, handhole
shall be 8' min. x 6" min.

Min.

| | | |  NOTE:Slot inside face Inside dimensions
(Handhole and

- | = of arm for <
/T/>7 galvanized drainage grounding lug)
‘ (steel structures only)

1B Dt DETAIL B
|

(Connection clamp)

DETAIL A

Alum. mounting strap with
g” stainless steel hardware

Alum. end cap

Balance adjuster with

[t

weatherhead
Supply assembly
/with pole
Drip loop
Inlet A
3 x 3 x 411
safety lug
INDIANA DEPARTMENT OF TRANSPORTATION
SIGNAL CANTILEVER DETAILS
MAY 1998
| STANDARD DRAWING NO.E 805-SGMA-04
H:H et “JIé“"" DETALS PLACED N THS FORMAT  11-15-99
(Signal Head Mounting B s/ Anthony L. Uremovich 1/-15-99
Assembly — Typ.) §: DESI GN STANDARDS ENGI NEER  DATE
DETAIL D k
w —— /s/ Firooz Zandi 11-15-99
CHEF H GMAY ENG NEER DATE
[DESI GV STANDARDS ENGi NEER] ORGNALLY APPROVED 5-01-98




	BACK

