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Standard W-beam guardrail post ——|

/Pfi"i cut from each piece before

\

I

|
and block -

D

[

20 x 50 post bolt slot for

|
M16 (button head, oval shoulder) \;B\
bolt, hex nut, cut washer and ‘ oo
I

80 x 40 x 5 plate washer

(20 x 25 slot in plate washer) b
|

Splice plate to be fabricated

from standard W-beam section
3.5 nominal thickness

b
|

Continuous butt weld

23 x 30 slotted holes
for M16 splice bolts

SPLICE PLATE ASSEMBLY DETAIL

Guardrail post for type

of rail specified

20? Hole or 20 x 50 slot in post and beam

rail for M16 (button head, oval shoulder)

bolt, hex nut, cut washer and 80 x 40 x 5
plate washer (20 x 25 slot in plate washer)

€ of beam element

23 x 30 slotted holes for M16
splice bolts in standard rail splice,
except when single 7620 rail element is

used in which case a backup plate shall be used

POST NO. 2 CONNECTION DETAIL

180

welding

This sheet shall be used when guardrail end treatment

type 1 is specified.

The details on this sheet are for the assembly and installation of
the components of guardrail end treatment type I

GENERAL NOTES

All dimensions are in mm unless otherwise specified.
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