GENERAL NOTES

L. Brick, block, or concrete may be used.

‘l’ 2. Precast catch basin type W may be substituted for
catch basin type A.

@ 50 dia. pipe drain from bottom of curb to inlet.
Aggregate to be placed around inlet end of pipe.

#16 x 900—— |

#16 x 1100—-/ -
subgrade or base until surface is placed.

#16 x 1200 /‘ ‘ ‘ | 5. Reinforcement required if Dim. A < 760.

#16 x 1400——"] L I —l—_l_ Reinforcement not required if Dim. A > 760.

75 dia. pipe to be kept open for drainage of

I
I
600

600 2 600
\

| B
50 dia. I 75 dia. pipe . . —T—o — 75 dia. pipe
pipe @ ‘ ° @ @ 50 dia. pipe Ssg S pip @
g 3% |
| - L
\ 15 cement N .=
B H \ @
15 cement mortar - 5 :
[ A mortar I DS > R
o | 2 R -
L = i L '
© uls
5 | EE \ |
[ | Water IA = | 7] Water. |
3 o N
T T Ot i ‘
— 0 B v
& g\ I s C-
L = T l"":v : All dimensions are in mm unless otherwise specified.
T E‘ . S ,::‘ INDIANA DEPARTMENT OF TRANSPORTATION
L1 =g o P o
— 5 g H 15 cement LR 3| 8 CATCH BASIN
- mortar s -
‘ H ] ‘ TYPE A
= | : Rt ‘ SEPTEMBER 1997
1200 dia. 00 1220 square
] ‘ 18, —5 2" 9 STANDARD DRAWING No. 720—CBST-01
e . ‘ g,
i o S & URey
| : ot ! ! s;\\g‘fé;;\'srf%’f’%
ARSI ISR IR RS " No. % s/ Anthony L. Uremovich 9-01-97
8 '-A_'_'._é_'_b" .A.-".,.._‘}' o ‘8.'_‘>' A._“ e 18095 DESI GN STANDARDS ENG NEER DATE
-] A:b.:‘,.‘w_b vb‘,-ﬁv_b me' LS vb‘; '\ STATEW'/#/
. .. — > - “*M'D.I.Al\b’\'p\
CONCRETE VAL B ey e T
BRICK OR BLOCK |Source Sheet: MD! 5o siaones sa e




	BACK

