Exterior Beam
/-
a Insen:cs tapped for Clip Angle
o & ( 7/8" @ galv. bolt See Diaphragm Information Clip Angle
5 7/8" @ High Strength Bolt with lock
<z nut, one hardened washer &
two 3"x 3"x 5/16" plate washers /
7/8" o High Strength Bolt with o uE B w0
with one harden
washer, snug tight hardened washers
Form holes using
Clip Angle 1" 1.D. plastic pipe
or equivalent.

INTERMEDIATE DIAPHRAGM
Typical for Square Structure
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Clip Angle

Exterior Beam
I
Inserts tapped for Clip Angle
7/8" 2 galv. bolt See Diaphragm Information

I8

7/8" o Hiﬁh Strength Bolt with lock t\ 31/2"x31/2" x 3/8"
nut, one hardened washer & Backing Plate
two 3"x 3"x 5/16" plate washers /

- 7/8" @ High Strength Bolt
7/8" @ High Strength Bolt w/ith Iockgnut & or?e

with one hardened hardened washer
washer, snug tight

Form holes using
1" 1.D. plastic pipe
or equivalent.

INTERMEDIATE DIAPHRAGM
Typical for Skewed Structure

Diaphragm Information
Dimension
Beam Type Channel Type
P A B C D E F P
Type II 9" 1l_0ll 1|_1|| 6" 3 1/2" 3" C 12 X 20.7
Type III 1-1" 1-21/2" 1'-5" 10" 31/2" 4" | MC18x42.7
Type IV 1!_4!! 1'_5 1/2" 1"8" 10|| 5|| 4|| MC 18 X 42.7

NOTES:
1. See Standard Drawing E 707-SDPC-02 for connection details.
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