Weatherhead

Support
bracket

Height will vary according to pole
locations and utility requirements

Provide cable drip loop
(min. 300 dia.)

Photocell.

See Detail C
50 mm rigid galv. conduit with
USE-THHN copper conductors 2 #1/0
u copper and 1 #1/0 neutral copper
o only.

20 mm rigid galvanized steel

conduit to protect #10 copper
conductors.

Provide insulating section at cabinet.

[ /If aluminum to steel, waterproof.

Multiple relay switch and circuit

1.5 m approx.
(consult utility co.)

breaker cabinet, 760 x 600 x 200 min.

Contractor to install one circuit

identify circuit. (4 circuits maximum)

Cable duct to hang free
a min. of 450 below end
of conduit to bottom of
trench. No conduit elbow
desired.

Trench

Contractor to install 15 mm x 2.4 m
copperweld ground rod. Ground rod to
be connected to cabinet at the
suitable grounding lug with No. 6 solid

/per 50 mm galv. rigid conduit and
I

bare copper wire. Connect ground wire
to ground rod by means of suitable
clamp.

| |
!____! Detail B (D

SERVICE POINT
TYPE 11

Notes:

@ See Standard Drawing 807-LTSP-01
for Detail B.

/ Photo cell

/ Condulet

Conduit

DETAIL C

All dimensions are in mm unless otherwise specified.
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