INSTALL U-WASHER

16"

TS5x4x5/16

AS REQUIRED. (TYP.) RAIL TUBE (TYP.)

RAILING POSTW 8 X 31

¢ 5/8" BOLT WITH HEX
NUT AND LOCK WASHER.

€ 3/4 " x 2 1/2" THREADED ANCHOR
STUDS (WELDED TO RAIL TUBE), WITH HEX NUTS,

REINFORCEMENT BAR NOTES:

1. See Standard Drawing E703-BRST-01 for bending
details and reinforcing bar notes.

@ Reinforcing steel 492 bar at 18" maximum spacing (typical).

3 WITHIN 10-0" ON BOTH SIDES
OF AN OPEN JOINT IN THE BARRIER
AND AT THE END OF THE BRIDGE,
REDUCE SPACING OF REINFORCEMENT
TO 492 @ 12" MAX.

4 See Standard Drawing E 706-BRTF-05 for concrete
bridge railing detail.

5 All reinforcing steel to be epoxy coated.

BAR 312 "x 1/4 "x1-2112"
SECURED WITH DOUBLE NUTS

HARDENED CLIPPED WASHERS, AND LOCK WASHERS i‘
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F GRADE 105 K8,

ANCHOR BOLTS WITH 3 1/4" PROJECTION

AND ASTM A 583 GRADE DH
HEAVY HEX NUTS.
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