5" x 1" CORRUGATED STEEL PIPE (LOCK SEAM)
HEIGHT OF COVER LIMITS (ft.)

THICKNESS (in.)

AREA DIAMETER 0.064 0.079 0.109 0.138 0.168
(sft) (in.)

MIN. MAX. MIN. MAX. MIN. MAX. MIN. MAX. MIN. MAX.
7.1 36 1.0 90.9 1.0 100.0
9.6 42 1.0 77.9 1.0 100.0
12.6 48 1.0 54.5 1.0 68.2 1.0 95.5 1.0 100.0
15.9 54 1.0 48.5 1.0 60.6 1.0 84.9 1.0 100.0
19.6 60 1.0 43.6 1.0 54.5 1.0 76.4 1.0 98.3
23.8 66 1.0 39.7 1.0 49.6 1.0 69.5 1.0 89.4
28.3 72 1.0 36.3 1.0 45.4 1.0 63.7 1.0 81.9 1.0 100.0
332 78 1.0 335 1.0 419 1.0 58.8 1.0 75.6 1.0 92.4
38.5 84 1.0 31.1 1.0 38.9 1.0 54.6 1.0 702 1.0 85.8
44.2 90 1.0 20.1 1.0 36.3 1.0 50.9 1.0 65.5 1.0 80.1
50.3 96 1.0 34.1 1.0 47.7 1.0 61.4 1.0 75.1
56.7 102 1.1 32.0 1.1 44.9 1.1 57.8 1.1 70.7
63.6 108 1.1 42.4 1.1 54.6 1.1 66.7
70.9 114 1.2 40.2 12 51.7 1.2 63.2
785 120 1.3 38.2 1.3 49.1 1.3 60.1
86.6 126 1.3 46.8 1.3 57.2
95.0 132 1.4 447 1.4 54.6
103.9 138 14 427 1.4 52.2
113.1 144 1.5 50.0

NOTE:

1. The tabulated cover depths shall be measured from the bottom
of the asphalt or concrete pavement to the top of the pipe.
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