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NOTES

(1) See Standard Drawing E 805-SGPB-01 for anchor bolts details.

See Standard Drawing E 805-SGCF-03 for foundation details and

General Notes.
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NOTES

@ See Standard Drawing E 805-SGPB-01 for anchor bolts details.

@ See Standard Drawing E 805-SGCF-03 for foundation details and General Notes.
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GENERAL NOTES

1. Concrete walk shall be constructed of the same class of

concrete as the foundation.

2. A minimum of three 2 in. dia. conduit inlets shall be

installed per foundation.

3. Conduit inlets not used shall be capped below grade.

More inlets shall be installed as required on plans.

4. Foundation Types P-1 and M shall conform to all minor

differences of individual designs for all accepted cabinets.

@ See Standard Drawing E 805-SGPB-01 for anchor bolt

details.

6. For sidewalk installation, the concrete footpad shall be

flush with the sidewalk.
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GENERAL NOTES

1. Approximate weight for cast iron
ring and cover shall be 320 Ib.
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NOTES

(1) See Standard Drawing E 805-SGCF-02 for

M foundation details.

@ See Standard Drawing E 805-SGCF-01 for

P-1 foundation details.

3. Existing anchor bolts shall be cut at or
below top of existing foundation.

(4) see Standard Drawing E 805-SGCF-03 for

foundation details and General Notes.
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