
2008 STANDARD SPECIFICATIONS PAY ITEM 2010 STANDARD SPECIFICATIONS PAY ITEM 
Cored Hole in Rock, ____ in. [same] 
Dynamic Pile Load Test [same] 
[nonexistent] Pile, Concrete, _____ in. x _____ in. 
[nonexistent] Pile, Prestressed Concrete, _____ in. x _____ in. 
Pile, Concrete, Steel Shell Encased, ________, ________ 
 shell thickness diameter 

Pile, Steel Pipe, ____________, _______ 
 pipe-wall thickness diameter 

Pile, Reinforced Concrete, Steel Shell Encased, 
Epoxy Coated, ____________, ________ 
 shell thickness diameter 

Pile, Steel Pipe, Epoxy Coated, ___________, ___________ 
 pipe-wall thickness diameter 

[nonexistent] Pile Shoe, ________  _____ x _____ 
 pile type size, if HP 

Pile, Steel H, Epoxy Coated, HP _____ x _____ 
 size 

[same] 

Pile, Steel H, HP _____ x _____ 
 size 

[same] 

Pile, Steel H, Reinforced Concrete Encased, HP ____ x ____ 
 size 

[same] 

Pile, Timber, Driven Pile, Timber 
Pile, Timber, Furnished [deleted] 
Pile, Timber, Treated, Driven Pile, Timber, Treated 
Pile, Timber, Treated, Furnished [deleted] 
Pile Tip, ________, _____ 
 pile size type 

Conical Pile Tip, ________ 
 diameter 

[nonexistent] Piling, Restock 
Static Pile Load Test, ________ 
 pile size 

[same] 

Test Pile [pay unit: each] Test Pile, Dynamic, ________, Non-Production [pay unit: LFT (m)] 
 pile size 

[nonexistent] Test Pile, Indicator, ________, Non-Production 



 pile size 
[nonexistent] Test Pile, Static Load, ________, Non-Production 

 pile size 
[nonexistent] Test Pile, Dynamic, Production 
[nonexistent] Test Pile, Indicator, Production 
Test Pile, Restrike, ________ 
 pile size 

Test Pile, Dynamic, Restrike 

[nonexistent] Test Pile, Indicator, Restrike 
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