07-29-09

400-R-565 FULL DEPTH PAVEMENT CORING FOR PAVEMENT INVENTORY
(Adopted 06-25-09)

Prior to the start of any pavement work, the Contractor shall
obtain full depth pavement cores from each lane of pavement within the
project limits.

One core shall be obtained for each 5 lane-mile segment, or any
portion thereof, in each direction. Core locations within each segment
will be determined by the Engineer. Coring operations shall only be
performed when the Engineer is present to witness the operation and take
possession of the cores. A core log and photograph of the core shall be
produced and given to the Engineer showing the pavement layers
composition and depths.

Core holes shall be Tilled and compacted with HMA base or
intermediate mixture Type B in accordance with 402.04.

Full depth pavement coring will not be measured for payment.

The cost of full depth pavement coring, including the cost of HMA
mixtures, backfilling and compacting shall be included in the cost of
the pay item for mobilization and demobilization.

Coring in addition to the minimum amount required by the frequency
stated in this specification will be paid for in accordance with 104.03.
Final payment will not be made until a core log and photograph is given
to the Engineer.
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Prior to the start of any pavement work, the Contractor shall obtain full depth pavement cores from each lane of pavement within the project limits. 


One core shall be obtained for each 5 lane-mile segment, or any portion thereof, in each direction. Core locations within each segment will be determined by the Engineer. Coring operations shall only be performed when the Engineer is present to witness the operation and take possession of the cores. A core log and photograph of the core shall be produced and given to the Engineer showing the pavement layers composition and depths.


Core holes shall be filled and compacted with HMA base or intermediate mixture Type B in accordance with 402.04.



Full depth pavement coring will not be measured for payment.


The cost of full depth pavement coring, including the cost of HMA mixtures, backfilling and compacting shall be included in the cost of the pay item for mobilization and demobilization.


Coring in addition to the minimum amount required by the frequency stated in this specification will be paid for in accordance with 104.03. Final payment will not be made until a core log and photograph is given to the Engineer. 
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