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ASSEMBLY DETAILS
PEDESTRIAN PUSHBUTTON
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Pedestrian Pushbutton Assembly Locations.

See Recurring Plan Detail E 805-T-201d Sheet 02 and 03 for Typical 6.

extension may be used to meet the side reach requirements.

Where pole placement is limited, a 6 in. or 12 in. pushbutton assembly 5.

pedestrian pushbutton assembly.

R10-32P sign shall be mounted adjacent to or integral with the 

pushbutton assembly. For an extended actuator press function, the 

mounted immediately above or incorporated into the pedestrian 

Pedestrian signal signs applicable to pedestrian actuation shall be 4

background.

or below the actuator. The tactile arrow color shall contrast with the 

The tactile arrow can be part of the actuator or can be directly above 

For an accessible pedestrian signal, a tactile arrow shall be provided. 3

pedestrian signal shall vibrate during the walk interval.

contrast with the housing or mounting. The actuator for an accessible 

The actuator shall be a 2-in. minimum diameter and the color shall 2

to the direction of pedestrian travel on the associated crosswalk.

The face of a pedestrian pushbutton assembly shall be aligned parallel 1.

NOTES:
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ASSEMBLY LOCATIONS
TYPICAL PEDESTRIAN PUSHBUTTON

Pushbutton Assembly Details.

See Recurring Plan Detail E 805-T-201d Sheet 01 for Pedestrian 9.

assembly to a grade break should not be less than 1.5 ft.

The distance from the nearest face of a pedestrain pushbutton 8

1.5 ft and 6 ft and should not be greater than 10 ft.

assembly to face of the curb or edge of pavement should be between 

The distance from the nearest face of a pedestrian pushbutton 7

ramp with a running slope greater than 2%. 

A pedestrian pushbutton assembly should not be placed adjacent a 6.

ft outside the crosswalk.

A pedestrian pushbutton assembly should not be placed more than 5 5

4 ft.

A pushbutton clear space shall have minimum clear dimension of 4 ft x 4.

pushbutton clear space.

A pedestrian pushbutton assembly should be centered and adjacent a 3

clear space.

pedestrian pushbutton assembly should be adjacent a pushbutton 

pedestrian pushbutton assembly is placed within a sidewalk. A 

A 4-ft minimum sidewalk clear width shall be provided where a 2

accordance with IMUTCD 4E.10.

pushbutton assemblies are closer than 10 ft, the assemblies shall be in 

together or on the same pole.  Where accessible pedestrian signal 

separation, pedestrian pushbutton assemblies may be placed closer 

be separated by at least 10 ft. Where constraints prevent a 10 ft 

same corner or median, the pedestrain pushbutton assemblies should 

Where two pedestrian pushbutton assemblies are provided on the 1

NOTES:
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ASSEMBLY LOCATIONS
TYPICAL PEDESTRIAN PUSHBUTTON

Pushbutton Assembly Details.

See Recurring Plan Detail E 805-T-201d Sheet 01 for Pedestrian 7.

assembly to a grade break should not be less than 1.5 ft.

The distance from the nearest face of a pedestrian pushbutton6

between 1.5 ft and 6 ft and should not be greater than 10 ft.

assembly to face of the curb or edge of pavement should be

The distance from the nearest face of a pedestrian pushbutton5

adjacent a ramp with a running slope greater than 2%. 

A pedestrian pushbutton assembly should not be placed4.

than 5 ft outside the crosswalk.

The pedestrian pushbutton assembly should not be placed more3

a minimum clear dimension of 4 ft x 4 ft.

pushbutton clear space.  A pushbutton clear space shall have

A pedestrian pushbutton assembly should be adjacent a2.

IMUTCD 4E.10.

are closer than 10 ft, the assemblies shall be in accordance with 

Where accessible pedestrian signal pushbutton assemblies

assemblies may be placed closer together or on the same pole.

constraints prevent a 10 ft separation, pedestrian pushbutton

assemblies should be separated by at least 10 ft. Where

on the same corner or median, the pedestrain pushbutton

Where two pedestrian pushbutton assemblies are provided1

NOTES:


	805-T-201d 01
	References
	Ref, PW_WORKDIR:d0521447
	805-PPBA-01.dgn, Parallel Approach to Push Button

	Key, PW_WORKDIR:d0521447
	805-PPBA-01.dgn, Sign Details



	805-T-201d 02
	References
	Key-2, PW_WORKDIR:d0521447
	805-PPBA-02.dgn, Perpendicular Ramps with SW Back From Road CW Far Apart

	Key-1, PW_WORKDIR:d0521447
	805-PPBA-02.dgn, Perpendicular Ramps CW Far Apart

	Data Table - Large, PW_WORKDIR:d0521447
	805-PPBA-02.dgn, Narrow Sidewalk Parallel

	Wide sidewalk parallel ramp, PW_WORKDIR:d0521447
	805-PPBA-02.dgn, Wide Sidewalk Parallel

	Key, PW_WORKDIR:d0521447
	805-PPBA-02.dgn, Key



	805-T-201d 03
	References
	Data Table - Large, PW_WORKDIR:d0521447
	805-PPBA-03.dgn, Default

	Key, PW_WORKDIR:d0521447
	805-PPBA-03.dgn, Key




