
AREMA NO. 5 BALLAST

Description

This work shall consist of furnishing and placing AREMA No. 5 Ballast in accordance with 105.03.


Materials

Material for ballast shall be clean crushed granite produced from oversized quarried aggregate, sized by crushing, produced from a naturally occurring single source, and conforming to the following gradation requirements:
	Sieve Designation
	Sieve Opening
	#5 Ballast % Passing Sieve

	2-1/2 in.
	2.5 in.
	-

	2 in.
	2 in.
	-

	1-1/2 in.
	1.5 in.
	100

	1 in.
	1 in.
	90-100

	3/4 in.
	0.75 in.
	40-75

	1/2 in.
	0.5 in.
	15-35

	3/8 in.
	0.375 in.
	0-15

	No. 4
	0.187 in.
	0-5

	No. 200
	0.0029 in.
	0.5 Max



Construction Requirements

AREMA No. 5 Ballast shall be placed in accordance with 303 and all standards of the adjacent railways.

Method of Measurement

AREMA No. 5 Ballast shall be measured by the ton of compacted material, complete in place at a rate of 111 lbs/cu ft.

Basis of Payment

The accepted quantities of AREMA No. 5 Ballast will be paid for at the contract unit price per ton complete in place.


Payment will be made under:



Pay Item
Pay Unit Symbol



AREMA No. 5 Ballast
TON

The cost of compacting, water, aggregates placed outside the neat lines shown on the plans, and necessary incidentals shall be included in the cost of AREMA No. 5 Ballast.


Replacement of pavement damaged by the Contractor’s operations shall be at no additional cost.


