

SOLAR POWERED FLASHING BEACON ASSEMBLY


Description


This work shall consist of the installation of a pedestal mounted solar powered school speed limit flashing beacon assembly in accordance with 105.03.

Materials


Materials shall be in accordance with 805.02 and the following:



Traffic Signs
919.01



Traffic Signal Materials and Equipment
922


The solar powered school zone flasher shall be from the Department’s Approved List of Traffic Signal and ITS Control Equipment.

Construction Requirements


The pedestal mounted solar powered school speed limit flashing beacon assembly shall be installed as shown on the plans, in accordance with the standard drawings and manufacturer recommendations.  The S5-1 school speed limit sign shall read “40” for the speed limit through the school zone. 

Method of Measurement


The pedestal mounted solar powered school speed limit flashing beacon assembly will be measured by each assembly, complete in place.


The signal pedestal foundation type and signal pedestals will be measured in accordance with 805.15.  


Sheet signs will be measured in accordance with 802.11.

Basis of Payment


The pedestal mounted solar powered school speed limit flashing beacon assembly will be paid for at the contract unit price per each.  Pedestal foundation type, and signal pedestals will be paid for in accordance with 805.16. 


The accepted quantities of sheet signs will be paid for in accordance with 802.12.

Payment will be made under:



Pay Item


Pay Unit Symbol



Solar Powered Flashing Beacon Assembly
EACH


The costs of the flashing beacons, batteries, controls, cabinet, wiring, solar panels, hardware necessary to attach all appurtenances to the structural support, and all required labor and incidentals shall be included in the cost of the solar powered flashing beacon assembly. 

Incidental costs associated with installation of the sign pedestal foundation, signal pedestal, and sheet sign, shall be in accordance with 802 and 805.

