

Dump Truck Specs –Brookville

	DESCRIPTION AND INTENDED USE

	(Include quantity and unit price of each item.)

	[bookmark: _GoBack]Y___N___ Wheel Base - 152" minimum 156" maximum                                                                                              Y___N___ Cab to Axle - 85" minimum - 87" maximum                                                                                               Y___N___ Gross Vehicle Weight Rating - 33,000 lbs. minimum - 36,000 lbs. maximum                                           Y___N___ Engine, Diesel - Six (6) cylinder 260 HP @ 2200 RPM 660 LB/Ft Torque @ 1300 RPM                           Y___N___ Engine turbo-charged, air to air intercooler, wet sleeve, electronically controlled injectors                            Y___N___ Block Heater with socket receptacle located below drivers door                                                                  Y___N___ Electronic road speed governor                                                                                                                      Y___N___ Fuel /Water Separator with thermostatic fuel temperature controlled electric heater                                    Y___N___ Oil Pan magnetic drain plug                                                                                                                        Y___N___ Batteries ,Three (3) 12 volt, 1950CCA minimum                                                                                           Y___N___ Battery location shall not interfere with installation of hydraulic and body components                              Y___N___ Alternator - 160 amp minimum , 200 amp maximum                                                                                 Y___N___ Lights- Cab marker, headlights, directional marker, tail, stop, turn, backup and license plate                    Y___N___ Flasher -  40 amp rated no load, solid state                                                                                                 Y___N___ Circuit Protectors - manual reset, SAE Type III, with trip indicators                                                            Y___N___ Body Builder Electrical Connector - Plug located at rear of frame                                                              Y___N___ Electric trailer brake/lights- accommodation to rear of frame for electric trailer brake unit                        Y___N___ Back Up Alarm - chassis supplied, 102 DBA                                                                                                Y___N___ Exhaust System - Single horizontal right side                                                                                            Y___N___ Frame - Main 10.125 " x 3.530" x 0.312", 120,000 PSI, 14.85 section modulus 1,782,000 RBM's               Y___N___ Two Front Tow Hooks                                                                                                                                   Y___N___ Front Bumper - full width steel with 4.0" extension                                                                                      Y___N___ Fuel Tank - seventy (70) gallon minimum - 80 gallon maximum, located left side under door                  Y___N___ Steps - Two (2) self-cleaning steps provided on both sides of the cab                                                    Y___N___ Transmission - Six (6) speed manual, fully synchronized, short shift stroke                                              Y___N___ PTO provisions for dump bed                                                                                                                     Y___N___ Input/Output electrical connection provisions for dump bed                                                                       Y___N___ Clutch - Single plate, ceramic, 14" diameter minimum, 15" maximum, to fit 660 lb-ft Torque Y___N___ Front Axle - 12,000 lb. capacity minimum, 14,000 lb. maximum                                                               Y___N___ Front axle shall be set back type for maneuverabilty                                                                                  Y___N___ Wheel Seals, oil lubricated - includes wheel bearings                                                                               Y___N___ Rear Axle - 23,000 lb. capacity minimum, 24,000 lb. maximum                                                                  Y___N___ Ratio - 4.11 minimum , vehicle geared to obtain maximum performance with manual transmission               Y___N___ Front suspension 12,000 lb. capacity, parabolic taper leaf springs plus rubber auxiliary springs                                                                       Y___N___ Rear Suspension 23,500 lb. capacity with 4500 lb. aux rubber spring                                                                      Y___N___ Brake System anti - lock air brakes front & rear,  compressor 13.2 CFM, two flow                                                           Y___N___ Trailer connections four-wheel w/hand control & tractor protection valves                                                                   Y___N___Conventional Style Cab - Three piece hood with two latches for ease of fluid check                                                                         Y___N___ Driver seat plus two man passenger seat with lap & shoulder belts                                                                                         Y___N___ Body Builder Pass Through - A knockout opening in cab floor for the body builder                                                                                              Y___N___ Mirrors - Two 14.84 in. X 7.44 in. with convex mirrors mounted on break-away type C brackets                                                                                       Y___N___ Windshield Wipers 2-speed with intermittent                                                                                               Y___N___ Radio - AM/FM stereo with multiple speakers                                                                                                                                                                                                                  

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	



	DESCRIPTION AND INTENDED USE

	(Include quantity and unit price of each item.)

	Y___N___ Gauges - Air pressure, oil pressure, voltmeter, engine coolant, fuel, hour meter, tachometer                         Y___N___ Heater / Defroster / Air Conditioner chassis manufacturer installed                                                           Y___N___ Power Windows & door locks                                                                                                                       Y___N___ Cab shall include all manufacturer's standard equipment                                                                          Y___N___ Front Tires - 11R22.5 tubeless, range H, 14 ply highway tread                                                                     Y___N___ Front Wheel 8.25 in. X 22.5 in., painted steel, 10 stud hub                                                                                Y___N___ Rear Tires - 11R22.5 tubeless, range H, 14 ply, mud & snow tread                                                            Y___N___ Rear Wheels 8.25 in. X 22.5 in. , painted steel, 10 stud hub                                                                        Y___N___ Paint - Factory applied White Cab & wheels                                                                                         Y___N___ Electric Brake Controller - To be supplied and functioning at time of delivery                                                                                                                         Y___N___ Service manuals for service & parts in CD-Rom form                                                                                  Y___N___ Warranty - Two year excluding normal wear items, Seven year engine 70,000 miles                                                                                                       Y___N___ Trailer Brakes - Truck must be equipped with electric trailer brake capacity, wiring factory installed                                                     Y___N___ Truck to be equipped with a ten (10) foot telescopic Dump Body 7.8 to 9.1 cubic yards                                                                                                    Y___N___ Dump Body subframe with 15 gallon hydraulic tank, hoses, lights, hinge safety props, control            Y___N___ Five (5) foot front mount telescopic hoist                                                                                                   Y___N___ Thirty-six (36) inch tailgate ( 6 panel )                                                                                             Y___N___ Thirty (30) inch sides                                                                                                                                                    Y___N___ Four (4) inch structural crossills at 12 inch on center spacing                                                                                                   Y___N___ 3/16 inch box top rail                                                                                                                          Y___N___ Rods & Spreader Chaines                                                                                                                      Y___N___ Commercial Shearing Direct Mount Pump                                                                                                 Y___N___ 3/16 inch Hi-Tensile Steel Sides and Floor                                                                                                       Y___N___ Hoist 17 ton capacity, single cylinder, double acting                                                                         Y___N___ Mud flaps , full rear                                                                                                                    Y___N___ Hitch - Twenty (20) ton pintle hook that will tow 16 ton dozer on a trailer                                                                                           Y___N___  Trailer prong light plug mounted at rear, 6 and 7 way round                                                                                           Y___N___ Electric brake controller mounted in cab                                                                                                                          Y___N___ Dump  Body to be painted black and rustproofed                                                                                            Y___N___Hydraulic controls for dump body mounted in cab, convient for driver                                                                                            Y___N___  Make & Model , International 4300  4x2  with Rowe Dump Body or approved equal                                                                                                   

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	

	



Exceptions to Line Items: Please provide exceptions to above specifications in space provided below.
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