SPECIFICATIONS






CAN VENDOR SUPPLY?











YES/NO


STATE OF INDIANA

DEPARTMENT OF ADMINISTRATION – PROCUREMENT DIVISION

SPECIFICATIONS

MEDIUM-DUTY FLATBED TRUCK

The following specifications are the minimum requirements as set forth by the Department of Administration, Procurement Division, developed for use by the Department of Natural Resources, Division of Fish and Wildlife and are intended to be open and non-restrictive.  They are intended to establish criteria and guidelines for competitive bidding.  Alternate bids may be reviewed.

INTENDED USE AND LOCATION:
The Curtis Creek Trout Rearing Station of the Indiana Department of Natural Resources, Division of Fish and Wildlife, intends to procure one (1) new medium-duty flatbed truck to be used as a Fish Stocking Truck.

This medium-duty flatbed truck must be able to haul a 1,200-gallon fish hauling tank weighing between 11,000 and 14,000 pounds of freight and livestock when fully loaded.   This fish hauling tank will be custom fit to this truck by property personnel after the truck is on site.  This truck will be driven up to 10,000 miles per year, primarily on-road, to transport State-owned fish to water bodies throughout the entire state of Indiana.  Only two crew people are necessary for this truck.  
This truck will be located at Curtis Creek Trout Station in LaGrange County.  
**Please note these are minimum specifications,
unless stated otherwise in the individual specification**

SPECIFICATIONS






CAN VENDOR SUPPLY?











YES/NO
Vendor Make and Model Number: Ford F-650 Series Straight Frame  XLT Gasoline Engine
Gross Vehicle Weight Rating
Minimum of 24,500 lbs
straight frame






____/____

Maximum of 25,999 lbs








____/____

Engine










Gasoline  Ford Triton 3V V10 or equivalent                                                  ____/____
Liquid cooled                  




                          ____/____

Electronic Fuel Injection






____/____

Minimum 6.8 liter                       





____/____


             Minimum:  350 horsepower @ 4550 RPM                                                          ____/____

            Minimum torque:  457 lb/ft torque @ 3250 RPM                                                     ____/____
Engine equipment

Warning light and buzzer for low water






____/____

Warning light and buzzer for low oil pressure





____/____

Transmission:   
Minimum: Automatic 6 speed – with cooler in radiator




 ____/____

Electrical System

12 Volt










____/____

170+ Amp alternator








____/____

Minimum two (2) batteries installed






____/____

Minimum 1200 total cold cranking amps
                                                                              ____/____
Battery jumper plug                                  





____/____

Cooling System
Increased cooling capacity with oil cooler to alleviate transmission overheating 
during extreme conditions






____/____

Heavy duty









____/____

Full core                                                                                                                                  ____/____

Brakes

Hydraulic disc brakes front and rear                                                 


____/____

Manual Parking Brake (electronic if standard equipment)
                                                     ____/____

Steering

Power steering









____/____

Front Axle

Minimum axle rating of 10,000 pound capacity





____/____

Heavy Duty shock absorbers







____/____

Taper leaf springs








____/____

Rear Axle

Minimum 19,000 pounds rating







____/____

Rear Axle Gear Ratio: 5.86 Rear Axle Ratio OEM standard for on/off highway use

PLEASE LIST YOUR BID REAR AXLE GEAR RATIO:  ___________
____/____
Single-reduction, single-drive







____/____

Heavy Duty shock absorbers







____/____

Rear auxiliary single tapered leaf springs





____/____

Fuel Tanks


Dual 50 gallon tanks, Factory installed






____/____

Fuel tanks to be mounted- one on driver’s side and one on passengers side

____/____

Set tanks in ¼-inch thick rubber padded steel frame with saddle strap tie downs

____/____
Automatic transfer system within fuel tanks with adjustable float sending unit

____/____

Include all gauges and wiring within the cab for complete operation


____/____

Wheels

Budd type









____/____

Hubs- minimum 22.5x7.5 steel disc wheels, front and rear



____/____

10 bolt










____/____

Tires

Two (2) Front Tires– Minimum- 14 ply radial 11R 22.5 highway tread tires

 ____/____

Four (4) Rear Tires– Minimum- 14 ply radial 11R 22.5 on/off road traction
 tread tires








____/____

Spare Tire and Wheel

Matching front tire and wheel with basket-type tire carrier installed between chassis rear

axle and I.C.C. rear bumper, centered between truck frame rails


____/____

Curbside access requested







____/____


Exhaust

Standard System that meets State and Federal Regulations



____/____

Frame

Wheelbase:  Wheelbase length OEM standard necessary to accommodate the
138” cab-to-axle requirement and >205” wheelbase length
PLEASE LIST YOUR BID WHEELBASE LENGTH IN INCHES:  _________

To accommodate fish hauling tank weight to ensure adequate vehicle balance and 
steering requirements







____/____
Cab to Axle (Back of cab to center of rear axle) = 138-inches to accommodate the 

weight distribution for an18-foot flatbed body



____/____

Full channel steel








____/____

Frame rating to be 50,000 lb minimum yield strength




____/____

Minimum RBM:  500,000 in.-lb.






____/____
Continuous frame








____/____

Flat Bed Body

Furnish & completely install 18-foot long x 8-foot wide bed



____/____

Bed to be heavy duty aluminum platform





____/____

Entire body structure and sub-frame should be constructed entirely of aluminum plate
 and extrusions








____/____

NO fabricated sheet type construction






____/____

3/16-inch aluminum tread plate 5086 alloy





____/____

Outer bed frame perimeter constructed of aluminum, with aluminum I-beam cross 
members sufficient to hold 14,000 lbs





____/____

7-inch extruded aluminum channel type long sills with .210 thickness, with a 
treated wood spacer, maximum thickness of 1 inch, between truck frame
 and bed long sills to separate dissimilar metals




____/____
60-inch high cabguard manufactured from 2-1/2-inch x 3-inch aluminum
 tube with a 0.14-inch wall thickness.  Cabguard panel to consist of a lower 
1/8-inch thick aluminum diamond plate and the upper full-width window is to be 
1/4 –inch thick aluminum mesh with 2-inch high  x 3-inch wide diamond shaped 
staggered array openings.  Additional support to be provided by over-the-truck-
frame-rail positioned upright vertical channel members.  Bulkhead width modified 
to be narrower than the width of flatbed for easy reach around from cab to deck of  bed.
Side tubes of bulkhead to have a 20-degree taper that begins at approximately 16-inches above                                                                                                                                                                                                                                     the deck.



                                                                              ____/____

All marker lights to be sealed-beam style rubber mounted lights



____/____

Two 16-foot long aluminum grip strut fold down 9-inch wide catwalks, installed one per
 side-drivers and passengers- flush mounted from the rear of the bed

____/____

Catwalks will stow in the up-vertical position during transportation and use the bed side
 rails as their main support in the horizontal position



____/____

Catwalks will be level with the tread plate bed surface when in the down position

____/____

Catwalks will use a stainless steel hinge and a secure latch system to hold catwalks in 
the up-vertical position







____/____

Two aluminum dual step, under body stirrup steps shall be flush mounted from the 

front of the bed, one per side






____/____

I.C.C. rear bumper step installed on rear






____/____

All hardware to be stainless steel or aluminum





____/____

All welds to be continuous







____/____

Rubber anti-sail mud flaps
Bed installation to accommodate space between the bed frame for storage of  two 6” 

diameter x 12’ long tubes 

Modified Equivalent to Aluminum Bed from:

Pro Tech Industries-
La Vergne, TN
              Order # 40-96216 
TX: 800-525-7998 

Lighting


Equip with all state and federal lighting and reflectors




____/____

Water-proof lights, wiring, and mountings (LED)




____/____

Body is not to be widened for lights                                                                                      ____/____ 

Bed to accommodate 4 corner strobe lighting               



 
____/____

Tool Boxes

Two Weatherproof under body tool boxes- 60-inches long by 24-inches wide by 
24-inches in height, to accommodate hatchery stocking equipment, 
constructed of aluminum diamond tread plate material with recessed drop door
____/____

Two stainless steel handle latches per door





____/____

Boxes to be mounted, one on driver side and one on passenger side


____/____

Cab

Conventional Type- Standard







____/____

Ventilated









____/____

Air conditioning with in-dash vents, fan, and temperature controls


____/____

Heavy duty heater and defroster with in-dash vents, fan, and temperature controls

____/____

Insulated – premium insulation for noise suppression




____/____

Tinted glass (all windows)







____/____

Inside dome lights activated when door opens





____/____

Driver and passenger map lights







____/____

Cigarette lighter/auxiliary power hook-up





____/____

Door map pockets








____/____


Dual sun visors-one on drivers’ side and one on passengers’ side



____/____

Insulated head liner








____/____

Electric windshield wipers and washers with intermittent feature



____/____

Window openers








____/____

Door locks









____/____

Dual left and right hand fold back exterior mirrors, 12”x7” minimum with integral 
6”x7” convex section of mirror head 





____/____

Back up alarm- Factory installed- 97dbA minimum




____/____

Seat belts- Factory installed







____/____

Cab Entry Handles –One each on drivers and passengers’ side



____/____

Cruise control
- Factory installed, electronic





____/____

Tilt and telescopic steering wheel with horn





____/____

4 corner strobe lighting with integrated dashboard switch for 3 other switches                    ____/____                                                                                   

Heavy duty flasher and circuit able to handle up to 10 lights



____/____

Heavy duty turn signal with four way lights with heavy duty flasher switch

____/____

Seats

Driver’s Seat- Air suspension high back seat with self-contained electric
 air compressor, manual lumbar, dual inboard armrest, and sliding track

____/____


Passenger’s Seat- Non-suspension single-passenger seat 



____/____
Vinyl Seating-To accommodate wet clothing during fish harvesting and stocking

____/____

Gauges

Standardized Full set








____/____

Radio


Minimum of installed AM/FM radio






____/____

Horn

Factory Installed








____/____

Paint Color

Truck Cab to be painted white







____/____

Frame to be painted black







____/____

Misc. Equipment

Front and rear frame mounted tow hooks/eyes                                             

____/____

Warranty Information:  
Identify standard factory warranty for truck, engine, transmission, rear-end, and 
differential used in truck






____/____


Warranty shall be recorded and started the first day complete truck is in operation 
____/____
Vendor must supply warranty work for any problems occurring under warranty

____/____ 
Exceptions to Line Items: Please provide exceptions to above specifications in space provided below. 
Indiana DNR- Curtis Creek Trout Rearing Station- Medium Duty Flatbed Truck Specs
Page 1 of 1
Indiana DNR- Curtis Creek Trout Station - Medium Duty Truck Specs 
Page 5 of 5

