Patrol Boats Specification									
Current Production Year Patrol Boats, for commercial type use 8-10 hours daily in all types
of water conditions.

Make And Model Number: ___________________________________________________
											YES/NO
Hull Design
Non sinkable design (boat must stay afloat with engine out of water when interior
compartment is completely flooded							____/____
Shall be available in either medium or shallow draft hull design.				____/____
Self Bailing										____/____
Bow designed to eliminate water spray from entering interior.				____/____
Available in lengths from 19’ to 35’							____/____
Available in styles that will allow for variations in freeboard and out of water height.	____/____
Shall be equipped with “Hard Chines” to provide additional stability			____/____
Deadrise at Transom shall be 16 minimum to Bow 25 maximum			____/____

Hull Material
Commercial grade laminate fiberglass, commercial grade marine #5086 aluminum	
or approved equal, all aluminum joints are to be welded.					____/____
Finish of white polyurethane paint with primers and gray or white interior.		____/____
Exterior finish of non-fouling composition.						____/____

Interior Configuration
Center console or walk-through design.							____/____
All horizontal deck surfaces covered with a non-skid safety material.			____/____
All interior attachments are to be thru bolted or secured with marine grade non-
corrosive fasteners and marine grade glue. (shall be secure enough to endure rough
water operation without being jolted loose.  4-5 seas)					____/____

Rub Rails
Full length rub rails, thru bolted to each gunwale to prevent hull damage	with 
corrosion resistant fasteners								____/____

Keel Guard
Keel guard to be made of stainless steel, either molded in or externally mounted 
with appropriate corrosion resistant material fasteners.					____/____

Seating
Seating capacity for a minimum of 4 persons.						____/____
Adjustable leaning post seat or Two (2) pneumatic 6-way adjustable seats for pilot and 
co-pilot. 										____/____
All seating through bolted to the floor with fixed support braces or welded to 
aluminum deck.										____/____

Top Covering
Boats shall be supplied with the option of either a "T" top or removable 
bimini top 										____/____
Supports will be constructed of stainless steel or marine grade aluminum.			____/____
Note: "T" top shall have mounting surface for radio-electronic equipment.		____/____
Cover for “T” top shall be either commercial grade canvas or solid material.		____/____


Dry Storage
Minimum two (2) lockable dry storage areas with like keys located on the interior 
of the boat.										____/____
YES/NO

Dry storage areas shall be a minimum size of 5000 cubic inches.				____/____

Gas/Oil Tanks
Gas tanks shall be permanently mounted and vented to prevent water spray from 
entering tank.										____/____
Gas tanks shall be either a saddle type or under the deck type with minimum size 
of 40 gallons (saddle) or 80 gallons (under deck)						____/____
Separate mounted oil tank, if applicable.							____/____
Water-Gas separator to be mounted in accessible area between tank and engine		____/____

Gauge Package
Full gauges to include, trim-tilt, hour meter, fuel, amperage/volts, tachometer,
speedometer, engine temperature, and engine alarms.					____/____

Power Outlets										
Minimum of two (2) marine grade 12-volt power accessory outlets mounted within easy
reach of the pilot and co-pilot.								____/____

Side Rails
Boats shall be equipped with high-low side rails mounted on gunwales.			____/____
Constructed of stainless steel or marine grade aluminum.					____/____
The high portion of side rails shall be parallel to pilot and co-pilot.			____/____
All mounting shall be either welded or thru bolted with back bracing to the gunnels
of the boat with corrosion resistant fasteners.						____/____

Dive Ladder (Option)
Boats shall have the option of a heavy-duty retractable dive ladder attached and 
mounted to the port side of the transom or through a dive door thru the gunnel.		____/____
All mounting shall consist of fixed braces and thru bolted with corrosion resistant 
fasteners or welded.									____/____

Electrical Components
Boats shall be wired with heavy-duty marine grade wiring harnesses.			____/____
Boats shall be equipped with a appropriate cold cranking amp battery per engine
with one additional battery, each separated by an isolator switch.			____/____
Batteries shall be mounted in approved battery boxes protected from exposure to
the elements.										____/____
All electrical switched shall be heavy-duty marine weatherproof.				____/____
Electrical panel will be accessible without removing mounted equipment			____/____

Lifting Eyes
Bow and stern lifting eyes constructed of stainless steel or an approved equal 
non-corrosive material.									____/____

Steering
Hydraulic steering or Hydraulic Assist.							____/____

Bilge Pump
Minimum 1800/2000 gph bilge pump.							____/____

Navigation Lights
Navigation/anchor lights USCG approved.						____/____

YES/NO
Gunwale Cleats
An appropriate number of stainless steel or aluminum mooring cleats.			____/____
Mounting shall be welded or through bolted with backing plates.				____/____

Floor Cleats
4 - Recessed floor cleats of stainless steel, aluminum or an approved equal
non-corrosive material.									____/____
Mounted in 2 in front and 2 in rear passenger compartments.				____/____

Bow Docking Lights (Option)
Option of docking lights one (1) mounted on each side of bow below top edge of 
gunwale. Mid-ship mounting may be specified.						____/____

On-Board Wash-Down System (Option)
Option of mounted in aft section, near the transom.					____/____

Trim Tabs
Shall be non-corrosive, electric type with display switches.				____/____
Adjustable by remote from operator's console.						____/____

Motor 
Maximum allowable horsepower per MBI standards. _______________hp		____/____
4 Stroke motor or approved 2 stroke high efficiency approved equal			____/____
	Brand Motor submitting__________________________________

Propeller
Minimum two (2) stainless steel per motor and matched to motor for maximum 
performance at high speeds.								____/____

Electronics Package
Police Electronics package installed by manufacturer (to include the following.		____/____
Red and Blue LED Light bar or individual lights (must be visible for a 
minimum 180º in front and rear of boat) are acceptable.				____/____
Mounted on “T” top or on bow (not to interfere with operation of an 
compartment doors or interfere with operator vision).				____/____
Police siren and speaker, 100 watt minimum output (must be mounted to 
minimize sound in operator area of boat interior, and away from elements)	____/____
Navigation/Sonar package to include GPS.					____/____
VHF high band radio (154-172 MHz, Narrow Bandwidth
compliant, 45 watts, 64 channel) Motorola CDM1250
or equal with ground plane Antenna 				____/____
800 MHz Motorola radio with feature set to include (Smart Net Omni Link  
Operation, P25 compliant, Astro Digital Operation, Enhanced Digital display)
and ground plane antenna. Motorola XTL2500 or equal				____/____
Marine radio									____/____
Dome/compartment lights with option of red/white display			____/____
Electronics mounting shall have weather lockable cover				____/____

Trailers
Galvanized steel, Aluminum or approved equal material throughout for trailer
and wheels										____/____
Sized for length and weight of boat and motor by Industry Standard (wet weight)		____/____
Components designed to be completely open or closed for removal/prevention
of Zebra Mussel infestation								____/____
Clear rollers where applicable								____/____
YES/NO

Carpeted bunks where applicable							____/____
Guides mounted laterally to aid in loading/unloading					____/____

Winch: Galvanized steel, Aluminum or approved equal non-corrosive material winch 
with strap and hook for loading/unloading with safety chain/hook			____/____
Removable tie down straps to secure trailer during transportation				____/____
Spare tire/wheel of same type supplied for main wheels mounted to trailer with lock	____/____


