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ENGINEERING SPECIFICATION

STATE OF INDIANA

DEPARTMENT OF CORRECTION

PEN PRODUCTS

L OBJECTIVE:
To provide a Densified Polyester batting to be used in the manufacturing of bedding products.

IL. REQUIREMENTS:

A. Type Batting
B. Material 100% Densified Polyester
C. Color Per each manufacturers standard practice.
D. Thickness 5 inches
E. Weight (Ibs/ft) 1.5 Ibs/ft® (+ or - 10 %)
F.  Firmness (ILD) 50 ILD (Min 40 Max 60)
G. Width See Method of Specifying
H. Length See Method of Specifying
I.  Surface
1. Odor-Free
2. Non-Toxic
3. Hypo-Allergenic
4. Mildew Resistant
J. Flammability By manufacturer certification through independent
laboratory by random sample with results
submitted for Approval.
1. California TB117
2. California TB121
3. California TB129
4. CFR 1632
ORIGIN DATE DESCRIPTION DOCUMENT NO.
March 2, 2006 BATTING, 100% DENSIFIED POLYESTER, | 03052-000
GENERATED BY FLAME MOISTURE MILDEW RESISTANT, | RELEASE DATE
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STATE OF INDIANA
DEPARTMENT OF CORRECTION
PEN PRODUCTS
MI. PROCUREMENT:
A. Packaging/Shipping
Per Purchase Order
B. Reference Leggett & Platt Inc.
C. Method of Specifying 03052-001 18X72X5
03052-002  38X75X5
03052-073  24X73X5
03052-080  38X80X5
03052-172  25X72X5
03052-175  25X75X5
03052-275  26X75X5
03052-277  26X77X5
03052-278  26X78X5
03052-377  27X77X5
03052-477  28X77X5
03052-677  31X77X5
03052-972  35X72X5
03052-973  35X73X5
03052-974  35X74X5
03052-975  35X75X5
03052-977  35X77X5
03052-978  35X78X5
03052-980  35X80X5
03052-981  30X75X5
03052-982  36X75X5
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