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Three-dimensional Security Mark
1. The retroreflective sheeting shall also have a three-dimensional security mark that runs vertically or horizontally through standard vehicle registration plates for purposes of security and anti-counterfeiting in accordance with these specifications. The three-dimensional security mark shall be buried beneath the surface of the sheeting and shall consist of two sinusoidal waves where one wave appears to float above and one wave appears to float below the warranty marks of the retroreflective sheeting. The three-dimensional security mark shall be durable for the service life of the license plate.

2. The three-dimensional security mark shall be verifiable under both daylight and retroreflected light, shall not interfere or conflict with the plate legibility, and shall not reduce sheeting brightness below minimum specified brightness levels when measured in accordance with ASTM E 808 and ASTM E 809.
3. The three-dimensional security mark shall be visible in the unprinted areas of the plate from within a standard police vehicle under high beam headlight illumination, as well as outside of the vehicle, on a license plate properly affixed to the vehicle’s designated mounting area, from an approximate distance of 0 to 40 feet (0 to 12 meters) at a head-on viewing angle.  The two sinusoidal wave images shall be visibly distinct from an approximate distance of 0 to 20 feet (0 to 6 meters). The three-dimensional security mark shall not be visible when viewed at an angle greater than 45 degrees from the head-on viewing position.  
