RFP 13-99
Alarm Monitoring

Attachment J
Monitoring Software Minimum Specifications
	Command Client Interface (Thin Client)

	Operating Systems Supported
	Windows 7, Mac OSX 

	Browsers Supported
	Internet Explorer, FireFox, Safari (Mac OSX only), Chrome (Windows only)

	Multi-Camera Viewing
	Up to 36 cameras per browser connection

	Active Directory Support
	Yes

	Web-Based Interface Security
	Multi-level password protection via Microsoft® Active Directory authentication, HTTPS encryption

	SiteManager (Thick Client)

	Operating Systems Supported
	Windows XP, Windows 7

	Multi-Camera Viewing
	Up to 64 cameras per monitor, multiple monitors supported

	Multi-Monitor Support
	Automatic

	Security
	Multi-level password protection via Microsoft® Active Directory authentication

	Enterprise Server Specifications

	Operating Systems Supported
	Windows 2008 R2 Server

	Native Enterprise Database
	MS SQL Server Express

	Certified SQL Databases
	MS SQL 2008

	
	

	User Management Server
	Microsoft® Active Directory

	Video

	Video Compression
	H.264, MPEG-4, M-JPEG

	Frame Rate
	Up to 30 fps

	Maximum Resolution
	Device dependant

	Recording Redundancy

	Recording Server Redundancy
	Yes

	Shadow Archive with Synchronization
	Yes

	IP Camera Support

	ONVIF Compliant Device Support
	Yes

	
	


