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 JOINT SEALANTS 

 
Specification Reference:  906.02(a)1 SM Material Code: 906M00020  
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Test results indicate the following materials are acceptable as joint sealants when 
used as recommended by the manufacturer. 
 
Mat. Source Manufacturer Approval Comments 
Code Code Product Name Number 
 
9353 7178 CRAFCO, INC.--------------------------------------W028020 
 ROAD-SAVER SILICONE NON-SAG 34902 
 
9353 7178 CRAFCO, INC.--------------------------------------W028021 SELF LEVELING 
 ROAD-SAVER SILICONE SELF-LEVELING 34903 
 
9353 9306 DOW CORNING---------------------------------------W028022 
 888, HIGHWAY JOINT SEALANT 
 
9353 9306 DOW CORNING---------------------------------------W028023 SELF LEVELING 
 890 SL, HIGHWAY JOINT SEALANT 
 
9353 9301 D. S. BROWN---------------------------------------W088020     SELF LEVELING 
 DSB 900SL                                                  SILICONE 
 
9353 9301 D. S. BROWN --------------------------------------W088021     NON - SAG 
                DSB 800                                                    SILICONE  
 
 
 
 

LOOP SEALANT 
 
 
9357 8163 3M COMPANY----------------------------------------W028024 FOR LOOP SEALANT 
 MODEL 5000  USE ONLY, COLD 
   APPLIED 
 
9357 8190 Chemque, Inc--------------------------------------W068020 FOR LOOP SEALANT 
 MODEL Q-SEAL 290S  USE ONLY, COLD 
   APPLIED 
 


