
BERNARDIN ● LOCHMUELLER  ASSOCIATES, INC.
PLANNERS ● ENGINEERS ● SURVEYORS
6125 South East Street (US 31 South)

Indianapolis, IN  46227
TEL. (317) 222‐3880 / FAX:  (317) 222‐3881

DATE OF INSPECTION: March 26, 2009

ATTENDEES:

PROJECT DATA
LOCAL PUBLIC AGENCY:

ROAD NAME:

LIMITS (Begin to End):

SPEED LIMIT: 45 mph

LENGTH (miles): 3.28

FUNCTIONAL CLASSIFICATION:

EXISTING GEOMETRY
NUMBER OF LANES: 2

AGE OF PAVEMENT: Over 7 years

AVERAGE PAVED WIDTH (feet): 18'‐24'

AVERAGE SHOULDER WIDTH (feet): 0‐1'

TRAFFIC DATA(vpd): Forthcoming

EXISTING DESIGN DATA:

PAVEMENT HISTORY & ADA COMPLIANCE

Rural Major Collector

Concrete base slab with chip and seal overlay

LOCAL PREVENTATIVE MAINTENANCE INSPECTION REPORT

Nick Batta & Phil Hunter

Knox County

Sixth Street Road

From Ferry Road to Williams Road 

PROJECT AREA OBSERVATIONS (Bridges, utilities, alignment, school zones, land use, etc.)

TREATMENT CRITERIA
% OF OXIDATION: LOW MODERATE SEVERE

% OF RAVELING: LOW MODERATE SEVERE

TRANSVERSE/LONGITUDINAL CRACKING WIDTH (in.): <1/4" LOW MODERATE SEVERE

RUTTING DEPTH (in.): <1/4" LOW MODERATE SEVERE

% OF BLEEDING: 0‐5% LOW MODERATE SEVERE

INTERCONNECTED ALLIGATOR CRACKING?: Yes ‐ Few LOW MODERATE SEVERE

The crown of the road is in poor condition.  There are numerous longitudinal cracks and some ruts in the crown.  Some of the crown has been patched. 
In certain areas, a 3'‐4' wide patching has also been done along the outer pavement edges.  There is evidence of numerous pavement buckling of the 
base concrete, where the existing asphalt had to be milled.  Overall the road exhibits a rough ride.  From Ferry Road to Five Oaks Road, the pavement 
width is 18'.  The remaining paved width is at least 20' from Five Oaks Road to Williams Road.  From approximately 1.6 miles to 2.1 miles north of Ferry 
Road, only the northbound lane has been widened.  Therefore, the total paved with is 20', however the NB lane is 11' wide and the SB lane only 9' in 
width.  There are no sidewalks or curbs along the project.

Overhead electric lines run along one side of the road.  From Williams Road and continuing north, the road has recently been overlaid and striped.  The 
land use is almost entirely farmed fields or farming operations.  The terrain is level and the alignment curvy.

CIRCLE ONE



BERNARDIN ● LOCHMUELLER  ASSOCIATES, INC.
PLANNERS ● ENGINEERS ● SURVEYORS
6125 South East Street (US 31 South)
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COMMENTS AND RECOMMENDATIONS

The recommendation is to overlay the road with 1.5" of asphalt.  Milled joints at each project end will be necessary.  In the sections of road where the 
width is just 18', no widening is to be done.  Since other portions of Sixth Street Road to the north have been striped, the segment of this project 
should be striped as well.  

PROPOSED PAVEMENT TREATMENT     (CIRCLE ONE)
CRACK SEALING          CHIP SEAL          MICROSURFACE          UBWC          HMA SURFACE

CERTIFICATION
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L. Nick Batta, PE

Design Engineer

Jerry Hoffman
LPA Representative

On‐site photographs are attached with report.
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A small section has been patched in the middle to improve the poor 
condition of the road’s crown. 

Large patch in fair condition.

Some sections of the road have not been 
widened by patches.

Rutting existing in the wheel paths.Sixth St Rd ‐ South Project


