
NEW CONSTRUCTION
MUST MEET THE REQUIREMENTS OF:

CODE OF FEDERAL REGULATIONS (CFR) §CODE OF FEDERAL REGULATIONS (CFR) §
Part 192 ‐ Transportation of Natural Gas

INDIANA ADMINISTRATIVE CODE (IAC)
170 IAC ARTICLE 5. GAS UTILITIES 
5‐3‐2 Federal regulations revision5 3 2 Federal regulations, revision
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LOCATE REQUEST ‐ CALL BEFORE YOU 
’DIG – IT’S THE LAW

Notice to excavate or demolish; perform white ot ce to e ca ate o de o s ; pe o te
lining; penalties
IC 8‐1‐26‐16 Sec. 16. (a) Except as provided in p p
section 19 of this chapter, before commencing an 
excavation or demolition operation described in 

ti 14 f thi h t hsection 14 of this chapter each person 
responsible for the excavation or demolition 
shall:shall:
(1) serve notice on the association of the 
person's intent to excavate or demolish;…p ;
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WRITTEN PLAN & DRAWINGSWRITTEN PLAN & DRAWINGS

Subpart G ‐ General Construction RequirementsSubpart  G  General Construction Requirements 
for Transmission Lines and Mains

§192 303 Compliance with specifications or§192.303  Compliance with specifications or 
standards.
E h i b d iEach…main must be constructed in 
accordance with comprehensive written 

ifi i d d h ispecifications or standards that are consistent 
with this part.
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Subpart  G ‐ General Construction 
Requirements 

§192.305 Inspection: General.§192.305  Inspection:  General.
Each…main must be inspected to ensure that 
it is constructed in accordance with this part.it is constructed in accordance with this part.

§192.307  Inspection of materials.
Each length of pipe and each otherEach length of pipe and each other 
component must be visually inspected at the 
site of installation to ensure that it has notsite of installation to ensure that it has not 
sustained any visually determinable damage 
that could impair its serviceability.
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Subpart  G ‐ General Construction 
Requirements

§192 327 Cover§192.327  Cover.
(b) Except…in paragraphs (c) and (d) of this section, 

each buried mainmust be installed with at least 24each buried main must be installed with at least 24 
inches of cover.

(c) Where an underground structure prevents the(c) Where an underground structure prevents the 
installation of…main with the minimum cover, the… 
main may be installed with less cover if it is 
provided with additional protection to withstand 
anticipated external loads.
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Subpart  G ‐ General Construction 
Requirements

§192.327  Cover.§
(d)  A main may be installed with less than 24 
inches… of cover if the law of the State or 
municipality:municipality:

(1)  Establishes a minimum cover of less than 24 
inches…;inches…;

(2)   Requires that mains be installed in a common 
trench with other utility lines; and,

(3)  Provides adequately for prevention of damage 
to the pipe by external forces.
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SUBPART   H ‐ CUSTOMER METERS, 
SERVICE REGULATORS, AND SERVICE LINES

§192 361 Service lines: Installation§192.361  Service lines:  Installation.
(a)  Depth.  Each buried service linemust be 
installed with at least 12 inches of cover ininstalled with at least 12 inches…of cover in 
private property and at least 18 inches…of 
cover in streets and roads However wherecover in streets and roads.  However, where 
an underground structure prevents 
installation at those depths the service lineinstallation at those depths, the service line 
must be able to withstand any anticipated 
external loadexternal load.
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SERVICE LINES VALVES

170 IAC 5‐3‐2 Federal regulations revision170 IAC 5 3 2 Federal regulations, revision
(3)  Service Lines; Location of Valves (49 CFR 
192 365)192.365).

Paragraph (b) shall read:
(b)  Each service line must have a shutoff valve 
in a readily accessible location that is outside 
of the building.
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MATERIALSMATERIALS

• THESE REQUIREMENTS WERE Q
COVERED IN THE UNDERGROUND 
REPAIRS PRESENTATIONREPAIRS PRESENTATION. 
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WELDING / FUSIONWELDING / FUSION

• THESE REQUIREMENTS WERE 
COVERED IN THE UNDERGROUND 
REPAIRS PRESENTATIONREPAIRS PRESENTATION.
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PRESSURE TEST REQUIREMENTSPRESSURE TEST REQUIREMENTS

Subpart J ‐ Test RequirementsSubpart   J  Test Requirements
§192.503  General requirements.
(a) No person may operate a new segment of pipeline or(a)  No person may operate a new segment of pipeline, or 

return to service a segment of pipeline that has been 
relocated or replaced, until‐

(1)  It has been tested in accordance with this subpart and 
§192.619 to substantiate the maximum allowable operating 
pressure; andpressure; and

(2) Each potentially hazardous leak has been located and 
eliminated…  
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PRESSURE TEST REQUIREMENTS
170 IAC 5‐3‐2 Federal regulations, revision
(5) Test Requirements‐General (49 CFR 192.503).(5) Test Requirements General (49 CFR 192.503).
Paragraph (a) shall read:
(a)  No person may operate a new segment of pipeline, or return 

to service a segment of pipeline that has been relocated, 
replaced, or has been abandoned previously, until‐

Paragraph (e) shall read:Paragraph (e) shall read:
(e)  No testing, by a medium other than natural gas…against a 

valve on any jurisdictional part of the system that is 
connected by the valve to a source of gas, unless a positive 
suitable means has been provided to prevent the leakage or 
admission of the testing medium into any jurisdictional partadmission of the testing medium into any jurisdictional part 
of the system.

IURC/PSD 2010 Master Meter SeminarNovember 4, 2010



PRESSURE TEST REQUIREMENTSPRESSURE TEST REQUIREMENTS 

§192 509 Test requirements for pipelines to§192.509  Test requirements for pipelines to 
operate below 100 psig.
Except service lines and plastic pipelines each segment of aExcept…service lines and plastic pipelines, each segment of a 
pipeline…operated below 100 psi…gage must be leak tested 
in accordance with the following:

(a)  The test procedure used must ensure discovery of all 
potentially hazardous leaks…

(b) Each main operated at less than 1 psi gage must be tested(b)  Each main…operated at less than 1 psi…gage must be tested 
to at least 10 psi…gage and each main…operated at or above 
1 psig must be tested to at least 90 psi…gage. 
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PRESSURE TEST REQUIREMENTSQ

170 IAC 5‐3‐2 Federal regulations, revision
(6)  Test Requirements for Pipelines to Operate at or 
below 100 psig (49 CFR 192.509).

Paragraph (b) shall read:
(b)  Each main that is to be operated at less than one 
(1) psig must be tested to at least ten (10) psig, and 
each main to be operated at or above one (1) psig 

b d h d d fif ( )must be tested to one hundred fifty percent (150%) 
of the maximum operating pressure or at least 
ninety (90) psig whichever is greaterninety (90) psig, whichever is greater.
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SERVICE TEST REQUIREMENTS
§192.511  Test requirements for service lines.

(a)  …a service line (other than plastic) must be leak 
tested in accordance with this sectiontested in accordance with this section…

(b) …operated…at least 1 p.s.i….gage but not more 
than 40 p s i gage must be given a leak test at athan 40 p.s.i….gage must be given a leak test at a 
pressure of not less than 50 p.s.i….gage. 

(c) …operated at pressures ofmore than 40 p.s.i…gage(c) …operated at pressures of more than 40 p.s.i…gage 
must be tested to at least 90 p.s.i….gage…
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SERVICE TEST REQUIREMENTS

170 IAC 5‐3‐2 Federal regulations, revision
(7)  Test Requirements for Service Lines (49 CFR 192.511).
Paragraph (b) shall read:

(b)  Each segment of a service line (other than plastic) stressed 
under twenty percent (20%) SMYSmust be tested at oneunder twenty percent (20%) SMYS must be tested at one 
hundred fifty percent (150%) of the maximum operating 
pressure or at least to ninety (90) psig, whichever is greater. 
Th t t d d t di f llThe test procedure used must ensure discovery of all 
potentially hazardous leaks in the segment being tested.
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PRESSURE TEST REQUIREMENTS 
SUMMARY

For pipelines operating below 100 psigFor pipelines operating below 100 psig.
• Steel main(s) –

• MOP is < (1) psig……test to at least (10) psig   

• MOP is (1) psig or > up to (60) psig ……test to at least 
(90) psig( ) p g

• MOP is > (60) psig……test to 1.5 x’s MOP
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PRESSURE TEST REQUIREMENTS 
SUMMARY

For pipelines operating below 100 psigFor pipelines operating below 100 psig.

S l i ( )• Steel service(s) –

• MOP is < or up to (60) psig ……test to at leastMOP is   or up to (60) psig ……test to at least 
(90) psig

MOP i (60) i 1 5 ’ MOP• MOP is > (60) psig……test to 1.5 x’s MOP
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PLASTIC PIPE TEST REQUIREMENTS

§192.513  Test requirements for plastic pipelines.
(a)  Each segment of a plastic pipeline must be tested 
in accordance with this section.

(b)  The test procedure must insure discovery of all 
potentially hazardous leaks in the segment being 
testedtested.

(c)  The test pressure must be at least 150 percent of 
the maximum operating pressure or 50 p s i gagethe maximum operating pressure or 50 p.s.i.…gage, 
whichever is greater….
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ABANDONMENT OF FACILITIES
§192.727  Abandonment or deactivation of 
facilities.

(a)  Each operator shall conduct abandonment or 
deactivation of pipelines in accordance with the 
requirements of this section.

(b)  Each pipeline abandoned in place must be 
disconnected from all sources and supplies of gas; 
purged of gas; and sealed at the ends Howeverpurged of gas;…and sealed at the ends. However, 
the pipeline need not be purged when the volume of 
gas is so small that there is no potential hazard.gas is so small that there is no potential hazard.
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ABANDONMENT OF FACILITIES
§192.727  Abandonment or deactivation of 
f ili ifacilities.

(d)  Whenever service to a customer is discontinued, one of the 
following must be complied with:following must be complied with:

(1)  The valve that is closed…must be provided with a locking 
device or other means designed to prevent the opening of the 
valve by persons other than those authorized by the operator.

(2)  A mechanical device or fitting that will prevent the flow of 
gas must be installed in the service linegas must be installed in the service line…

(3)  The customer's piping must be physically disconnected from 
the gas supply and the open pipe ends sealed.
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RECORDS RETENTION
§192.517  Records.
(b) Each operator must maintain a record of each test required (b) Each operator must maintain a record of each test required 

by §§192.509, 192.511, and 192.513 for at least 5 years.
• The operator's name, the name of the operator's employee 

ibl f ki h d h fresponsible for making the test, and the name of any test 
company used.

• Test medium used.Test medium used.
• Test pressure.
• Test duration.
• Pressure recording charts, or other record of pressure 

readings.
L k d f il d d h i di i i• Leaks and failures noted and their disposition.
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RECORDS RETENTIONRECORDS RETENTION

If test performed by §192 509 192 511If test performed by §192.509, 192.511, 
and 192.513 (including 170 IAC 5‐3‐2 
F d l l ti i i ) d tFederal regulations, revision) are used to 
establish the MAOP on a segment of 
piping, the PSD strongly recommends 
retention of these records for the life of 
the pipeline.
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WHAT ARE WE FINDING DURING 
INSPECTIONS?

• Limited new constructionLimited new construction.
• Most new work is performed by contractors.

i l d i f• No written plan or drawings for new 
construction.

• Use of unapproved material.
• Abandonment of facilities does not meet the 
requirements.

• Construction records are not availableConstruction records are not available.
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WHAT DO WE EXPECT?
• Written plan & drawings prior to new construction.
• Use of approved materials.Use of approved materials.
• Prior to beginning construction, if contractor 
procedures are to be used to perform work – review, p p ,
approve, and accept their procedures and  
qualifications.   

• Properly abandon facilities per regulations.
• Retention of all construction work records.
• Regardless of who does the work, you need records.
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