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24” 

R-10 Minimum Foam insulation for 

foundation. Not required in unheated areas. 

12” wide trench for footer 

Shingle roofs require an approved 

Ice Barrier. Barrier on roof pitches 

less than 8/12 must extend from 

lowest edge of roof to a point not 

less than 24” inside wall line. Roof 

pitches 8/12 and greater must have 

minimum 36” ice barrier measured 

along slope of roof barrier from 

eve’s edge.      

Soffit Area must be 

vented (1 sq. ft. per 

150 sq. ft. of attic. 

R-38 Insulation Minimum in Ceiling 

R-21 Insulation Minimum in 

exterior wall 

Baffling required to prevent 

insulation from blocking 

ventilation 

36”Minimum 

frost line footer 

Two #4 horizontal rebar required in footer 1 

foot from bottom and 1 foot from top. 

#3 vertical rebar 36” apart maximum to tie in 

slab to footer 

Elevation of slab must be 

minimum 8” above exterior 

grade. Exterior grade must 

slope away from the slab.  

Trusses must be secured to top double plate 

with hurricane straps or truss screws 

Bottom sill plate must be treated. Anchor bolts must 

be at least ½” diameter and extend 7” into concrete. 

Minimum 2 per plate, less than 12” from ends and 

corners, and spaced maximum of 6 feet apart.  

Concrete slab shall be minimum 3 ½” thick. 

Reinforcement recommended. A 6-mil vapor barrier 

is required between slab and base course. Joints shall 

be overlapped not less than 6”. Vapor barrier not 

required in garage, utility and other unheated 

accessory structures.  

Base course must be clear of vegetation and 

foreign matter and compacted to assure 

uniform support of slab. Below grade slabs 

require 4” of clean sand, gravel or crushed 

stone.  

Framing material must be 

grade #2 or better 

36” 


