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FLOOR BASE WALL CEILING

1.  GYP. BD. (LEVEL 5) PAINT1. CARPET

2. CERAMIC TILES

NOTE:

INSTALL  CEMENT BOARD ON WET WALLS ONLY IN :

1. RESTROOM (NORTH, SOUTH & WEST WALLS).

2. ALCOVE IN FRONT OF SERVICE SINK ( EAST & WEST WALLS)

3. EXPOSED CONCRETE

1. 4" WOOD BASE

2. 4" CERAMIC BASE

3. NONE

1. GYP. BD. / CEMENT BD., PAINT

2. EXPOSED CMU, PAINT
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NOTES:

1. ALL INTERIOR DIMENSIONS SHOWN FROM STUD TO STUD OR TO INTERIOR

CMU WALL FACE.

2. DIMENSIONS TO OUTSIDE WALL (MASONRY WITH 2" FURRING & EXTRUDED

POLYSTYRENE ON INTERIOR) ARE SHOWN TO THE FACE OF EXTRUDED

POLYSTYRENE.

3. DIMENSIONS MARKED WITH * ARE SHOWN FROM FINISHED SURFACES (ADA

REQUIREMENTS) AND ARE NOT NEGOTIABLE.

4. DOOR OPENING DIMENSIONS ARE BASED ON FRAMES BY CURRIES KD 2" FACE

(door width plus 2-1/2"), OR EQUAL.

5. PATCH / ADD IN RIGID INSULATION AT ALL GAPS AT EXTERIOR WALLS, TYP.

6. WHERE APPLICABLE, EXISTING FURRING ON INTERIOR CMU WALLS MAY BE

REUSED IF IN ACCEPTABLE CONDITION FOR INSTALLATION OF NEW GYPSUM

BOARD. EVALUATION OF EXISTING FURRING CONDITION SHALL BE PERFORM

WITH ENGINEERING REPRESENTATIVE  PRESENT. PROVIDE NEW WHERE

REQUESTED AND REQUIRED.

7. PROVIDE NEW CEILING MOUNTED SUPPLY AIR GRILLES WITHIN THE CENTER

OF EACH ROOM (COORDINATE WITH EXISTING MPE AS REQUIRED). EXTEND

FLEX DUCT FROM EXISTING MAIN TRUNK LINE TO EACH GRILLE AS REQUIRED.
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FIELD VERIFY LOCATION FOR

NEW ATTIC ACCESS  (20"x40"),

SECURE R-19 BATT INSULATION

TO PANEL
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PRINTER

VERIFY EXACT  LOCATION OF

WATER, SEWER, AND ELECTRIC

SEE 2/A-2 FOR CUTTING EXISTING SLAB

AND INSTALLING NEW CONCRETE.
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PART OF HALLWAY WALL ( BETWEEN STORAGE &

HALLWAY) TURN 2x4 PERPENDICULAR. SECURE 2x4

STUDS  TO 2x4 HORIZONTAL  ATTACHED TO TOP OF

CEILING JOISTS. BOTTOM OF THE WALL SECURE WITH

RED HEAD TRUBOLTS.
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3. EPOXY PAINT

HOUSEKEEPING
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MECH.

10

ELECTRICAL PANEL

TO REMAIN

EXISTING FURNACE

TO REMAIN

REMOVE EXISTING

PLUMBING FIXTURES

REMOVE EXISTING DOORS

AND FRAMES, TYP.

REMOVE EXISTING 4" CMU WALLS AND ANCHORS. PATCH

SLAB AS REQUIRED TO RECEIVE NEW WORK, TYP.

REMOVE EXISTING WALL PANELS ALONG

ENTIRE EXTERIOR WALL. RE-USE

EXISTING FURRING & INSULATION, TYP.

SAW -CUT EXISTING  CONCRETE AS

NECESSARY TO MAKE NEW PLUMBING

CONNECTIONS, SEE PLUMBING AND 2/A-2

FOR DETAILS

SECURE EXISTING

WATER & SEWER

CONNECTIONS

REMOVE EXISTING WALL AS NECESSARY FOR

REWORKING WATER ANS SEWER PIPES FOR

INSTALLATION OF NEW FIXTURES

REMOVE ALL CABINETS

ABOVE, FILL HOLES AFTER

REMOVING HANGERS

EXISTING COMMUNICATIONS &

PANELS TO REMAIN, SECURE

DURING CONSTRUCTION

REMOVE EXISTING STUD

WALL AND ANCHORS.

PATCH SLAB AS

REQUIRED TO RECEIVE

NEW WORK, TYP.

REMOVE EXISTING STUD WALL

AND ANCHORS. PATCH SLAB AS

REQUIRED TO RECEIVE NEW

WORK, TYP.

REMOVE CARPET & UNDERLAYMENT  -

ENTIRE BUILDING, EXISTING RESINOUS

FLOORING TO REMAIN EXCEPT IN

RESTROOM SHOWN AS SHADED AREA

EXISTING BRICK/CMU CAVITY WALL TO REMAIN

EXISTING 8" CMU WALL TO REMAIN, REMOVE PANELING BOTH SIDES

LEGEND

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED

EXISTING WINDOW TO REMAIN

EXISTING 4" CMU WALL TO BE REMOVED

EXISTING 4" CMU WALL TO REMAIN, REMOVE PANELING IF PRESENT

EXISTING STUD WALL TO BE REMOVED

REMOVE EXISTING INTERIOR WALL PANELS.

INVESTIGATE FURRING UNDER PANELS (SEE

BELOW - NOTES: 6)  TO DETERMINE FURTHER

ACTION (REMOVAL OR REUSE) TYP.

REMOVE CEILING AND ATTIC INSULATION

ENTIRE BUIDING

SHADED AREA - REMOVE EXISTING RESINOUS

EPOXY FLOORING TO EXPOSE CONCRETE,

INSTALL LEVELING MATERIAL AS SPECIFIED,

TO PREPARE FOR CERAMIC FLOOR

INSTALLATION

REMOVE COVER AND FILL EXISTING

DRAIN WITH CONCRETE TO PREVENT

ENTRY OF SEWER GAS, REINSTALL

EXISTING COVER.

REMOVE ENTRANCE DOOR,

FRAME, AND TRESHOLD.

REMOVE COVER AND FILL EXISTING

DRAIN WITH CONCRETE TO PREVENT

ENTRY OF SEWER GAS, REINSTALL

EXISTING COVER.

COVER & PROTECT EXISTING

RETURN AIR GRILLS DURING

CONSTRUCTION, TYP.

REMOVE EXISTING CEILING MOUNTED

SUPPLY AIR GRILLES AND LIGHTING.

PROTECT EXISTING DUCTWORK TO

REMAIN, ENTIRE BUILDING.

SEE DETAIL 5/A-2 FOR REMOVAL OF THE FURRING

AND RIGID INSULATION (APPROXIMATELY 3' WIDE

BY 4' HIGH).
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EXISTING CMU

1

1/2" CEMENT BOARD FINISH LEVEL 5, PAINT

3
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4" WOOD BASE PAINTED

HOLLOW METAL DOOR FRAMES

15

16

EXISTING BRICK VENEER

NEW  2X4 STUD WALLS, SPACED 16" O.C. UNLESS NOTED OTHERWISE

NEW 1x3 WOOD FURRING

9
NOT USED

GLASSBOARD ( 0.09" FIBERGLASS ON 3/8" PLYWD.) Service sink walls only.
10

FINISH CARPENTRY , SEE DETAILS. ALL WOOD TRIM TO BE POPLAR, KERF BACK AS REQUIRED.
11

12

13

14

4" CERAMIC BASE

CERAMIC FLOOR TILES

1" NEW EXTRUDED POLYSTYRENE INSULATION, 2' DEEP SEE 2/A-2

2" EXISTING EXTRUDED POLYSTYRENE INSULATION & EXISTING FURRING

5/8" TYPE 'X' GYP. BOARD, FINISH LEVEL 5, PAINT.

4

18
BATT INSULATION, R-38 IN THE ATTIC

8
5/8" TYPE 'X' GYP. BOARD, TAPE AND SPACKLE FINISH LEVEL 5, EPOXY PAINT

17

NEW  2x4 WOOD FURRING

19
NEW METAL RETURN AIR GRILLE

GENERAL WALL CONFIGURATION

e - EXISTING

n - NEW

#x
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7

EXISTING EXTERIOR CAVITY WALL WITH BRICK VENEER,  EXISTING

FURRING AND EXISTING 2" RIGID INSULATION;

REMOVE EXISTING WALL PANELING,

INSTALL 5/8" TYPE 'X' GYPSUM BOARD, FINISH LEVEL 5, PAINT.
15

EXISTING EXTERIOR CAVITY WALL WITH BRICK VENEER, EXISTING

FURRING AND 2" RIGID INSULATION;

REMOVE EXISTING PANELING;

INSTALL 1/2" CEMENT BOARD FINISH LEVEL 5, EPOXY PAINT.

4n

EXISTING 4" CMU, INSTALL  1x3 FURRING, 1/2" CEMENT BOARD , FINISH

LEVEL 5, EPOXY PAINT. LOCATION ROOM  08 - VANITY WALL ONLY.

CONSTRUCT 2x4 STUD WALL WHERE CMU WERE REMOVED.
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EXISTING INTERIOR 8" or 4" CMU WALL, INSTALL 1x3 FURRING AND 5/8"

TYPE 'X' GYPSUM BOARD, FINISH LEVEL 5, PAINT.

OMIT FURRING AND GYPSUM BOARD AT FURNACE AND IT CLOSET.

6n

NEW 2x4 (@ 16" c.c. max.) STUD WALL, WITH 5/8" TYPE 'X'

GYPSUM BOARD BOTH SIDES, FINISH LEVEL 5, PAINT.
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NEW 2x4 (@ 16" c.c. max.) STUD WALL, WITH 1/2" CEMENT

BOARD FINISH LEVEL 5 EPOXY PAINTED AT SERVICE SINK

SIDE AND 1x3 FURRING AND 5/8" TYPE 'X' GYPSUM BOARD

AT BREAK ROOM SIDE.
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EXISTING EXTERIOR CAVITY WALL WITH BRICK VENEER, EXISTING FURRING

AND 2" RIGID INSULATION;

REMOVE EXISTING GYPSUM BOARD;

INSTALL ADDITIONAL 2x4 FURRING @ 16" c.c. INSTALL PERPENDICULAR TO

EXISTING, INSTALL  1/2" CEMENT BOARD, FINISH  (LEVEL 5) EPOXY PAINT.
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NEW 2x4 (@ 16" c.c. max.) STUD WALL, WITH 1/2" GLASSBOARD AT

SERVICE SINK SIDE,

AND 1x3 FURRING AND 5/8" TYPE 'X' GYPSUM BOARD BREAK ROOM SIDE,

FINISH LEVEL 5, EPOXY PAINT.
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NEW 2x4 (@ 16" c.c. max.) STUD WALL, WITH 5/8" TYPE 'X'

GYPSUM BOARD FINISH LEVEL 5, EPOXY PAINT - ONE SIDE,

AND 1/2" GLASSBOARD  SECOND SIDE.
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NEW 2x4 (@ 16" c.c. max.) STUD WALL, WITH 5/8" TYPE 'X'

GYPSUM BOARD BOTH SIDES. AT WET AREAS PROVIDE

1/2" CEMENT BOARD (SINK SIDE ONLY), FINISH LEVEL 5,

EPOXY PAINT BOTH SIDES.
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NOTE: ALL SILL PLATE SHALL BE TREATED WOOD.

J-BEAD GYP. BOARD

TRIM @ THE BOTTOM

CUT 30 DEG.

WOOD BASE
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