SULLIVAN COUNTY
FAIRBANKS QUAD
WABASH RIVER

ELEVATION
FEET
(NGVD 29)

MARK

DNR BM
SUL 1
1986
In Sullivan County, Fairbanks Quad, (IN-IL) SW 1/4, Sec. 35, T.9N., R.11W., on Township Line Road, set in the top near the center of a 8 foot concrete headwall, 900 feet east along Township Line Road from its crossing with the Wabash River levee 9.5 feet north from the centerline of Township Line Road, 2.5 feet west from the east end of headwall, 0.3 foot above the roadway, an Indiana Department of Natural Resources bench mark tablet, stamped "SUL 1 1986." 439.381

DNR BM
SUL 2
1986
In Sullivan County, Fairbanks Quad, (IN-IL) Sec. 25, T.9N., R.11W., at Riverview, at a 22 foot concrete headwall, for a unnamed tributary to the Wabash River set in the top of the southeast headwall, 17.5 feet southeast from the centerline of the roadway, 4.5 feet southwest from the northeast end of the headwall, about level with the roadway, an Indiana Department of Natural Resources bench mark tablet, stamped "SUL 2 1986." 451.551

DNR BM
SUL 3
1986
In Sullivan County, Fairbanks Quad, (IN-IL) NE 1/4, Sec. 35, T.9N., R.11W., about 0.8 mile southwest of Riverview, at a 14 foot concrete bridge over an unnamed tributary of the Wabash River, set in the top at the northeast end of the southeast concrete headwall of bridge, 34.0 feet southwest from the centerline of road east, 12.0 feet south from the centerline of the bridge, 2.3 feet above roadway, 1.4 feet southwest from the northeast end of headwall, an Indiana Department of Natural Resources bench mark tablet, stamped "SUL 3 1986." 460.000
SULLIVAN COUNTY
HUTTON IN-IL QUAD
WABASH RIVER

ELEVATION
FEET
(NGVD 29)

MARK

DNR BM
SUL 4
1986

In Sullivan County (Indiana) Hutton Indiana-Illinois Quad, north edge Sec. 6, T.9N., R.10W., approximately 3.25 miles west along Vigo-Sullivan County Line Road from its junction with Highway 63, set in the top of concrete headwall of 63.5 feet bridge over Prairie Creek, 10.0 feet south of the centerline of County Line Road, 34.0 feet west of the east end of south concrete headwall, 4.5 feet above the road, a standard Indiana Department of Natural Resources bench mark tablet, stamped "SUL 4 1986." 449.84 Third Order
ILLINOIS, CLARK COUNTY
WABASH RIVER

ELEVATION
FEET
(NGVD 29)

MARK

DNR BM
SUL 5
1986
In Clark County (Illinois) West Union, IL-IN Quad, SE 1/4, Sec. 33, T.9N., R.11W., about 0.3 mile northeast of York, at a private road bridge over Mill Creek, set in the top of the southeast concrete wingwall of the bridge, 9.6 feet south-southeast from the centerline of the bridge, 7.0 feet west-northwest from the south-southeast end of wingwall, 0.3 foot below the roadway an Indiana Department of Natural Resources bench mark tablet, stamped "SUL 5 1986." 440.582

DNR BM
VIG 8
1986
In Clark County (Illinois), Hutton Indiana-Illinois Quad, NE 1/4, Sec. 27, T.10N., R.11W., at Darwin; set in the southeast corner of concrete pad for weigh scales at Bunker Hill Agri-service Station in Darwin; 47.0 feet north of centerline of Darwin Road, 200 feet southwest of southwest corner of office building, 17.7 feet southeast of southeast corner of beam balance box, an Indiana Department of Natural Resources bench mark tablet stamped "VIG 8 1986." 467.91

Third Order
Sullivan County
Dugger Quadrangle
Third Order Vertical Control
National Geodetic Vertical Datum of 1929
Elevations in Feet

USGS Gaging Station RM 1  Mud Creek near Cass
In Sullivan County in the NE 1/4 of Sec. 35, T8N, R8W, 2nd PM. From the intersection of State Highways 54 and 59 north of Linton, travel north along SR 59 2.25 miles to Greene County Road 500 North, thence west along CR 500 N 4.2 miles to the Sullivan County Road 100 North bridge over Mud Creek (the road designation changing at the County Line). Set in the top of the southwest wingwall; 16.5 ft. south of the centerline of the road, 1.6 ft. north of the south end of the southwest wingwall, about level with the road. A standard USGS gaging station reference mark disk, not stamped. 494.709

USGS Gaging Station RM 3  Mud Creek near Cass
In Sullivan County in the NE 1/4 of Sec. 35, T8N, R8W, 2nd PM. From the intersection of State Highways 54 and 59 north of Linton, travel north along SR 59 2.25 miles to Greene County Road 500 North, thence west along CR 500 N 4.2 miles to the Sullivan County Road 100 North bridge over Mud Creek (the road designation changing at the County Line). Near the northwest corner of the bridge; 14 ft. north of the centerline of the road, 5 ft. east of the northwest corner of the bridge floor, 0.5 ft. north of the guardrail and about level with the road. A standard USGS gaging station reference mark disk stamped with an incorrect elevation of "495.28" Do not use the elevation stamped on the disk. The correct elevation of this mark is 494.660

INDOT V587 77
In Sullivan County in the NE 1/4 of Sec. 35, T8N, R8W, 2nd PM. From the intersection of State Highways 54 and 59 north of Linton, travel north along SR 59 2.25 miles to Greene County Road 500 North, thence west along CR 500 N 4.2 miles to the Sullivan County Road 100 North bridge over Mud Creek (the road designation changing at the County Line). Set in the top of the northwest wingwall of the bridge; 16 ft. north of the centerline of the road, 1.6 ft. south of the north end of the wingwall, about level with the road. A standard Indiana State Highway tablet stamped "V587 77" 494.664