100
/|

END

XW4-2-A(L)

XW13-1-A

Construction Area 1000

1000’

LEFT LANE
CLOSED
AHEAD

XW20-5(L)

‘ 1500'

Type III-A or III-B
barricades as required

cLosep )XW20-5(L)

AHEAD

y “M XW4-2-A(L)

TYPICAL APPLICATION OF TRAFFIC CONTROL DEVICES ON INTERSTATE HIGHWAYS

GENERAL NOTES

8 ® = 8 )= 8 ® 8 |- ._ ® = ,— Yellow Line (Tape)
e ® ® ® ®
2000 1000’ 1000’ 1000°
@) @)
/ [1 T[]
DETOUR ROAD
XW20—1 (CONSTRUCTION XW20-2 AHEAD Ri1-2
S s |
ROAD
XW20-3 CLOSED LEFT LANE
AHEAD

INDIANA DEPARTMENT OF TRANSPORTATION

LANE CLOSURES
INTERSTATE APPLICATIONS
MAY 1997
STANDARD DRAWING No. E 801-TCLC-01

\nuum,,,

x\‘ DETAILS PLACED IN THS FORMAT 11-15-99

@ Spacing of drums at this location shall be 20 ft.
2. See Standard Drawing E 801-TCLG-01 for standard notes and legend.
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