WITH WOOD POST

Details show platform above wood post.

LEGEND

1. 48-32 x .15" tamper proof machine screw with two #10 flat washers, #10 lock washer, and #10 hex nut.
2. S/16-20 x .125" hex cap screw with two #10 flat washers, 5/16" lock washer, and 5/16" hex nut.
3. S/16-20 x 0.5" hex cap screw with two #10 flat washers, 5/16" lock washer, and 5/16" hex nut.
4. S/16-20 x .125" hex cap screw with two #10 flat washers, 5/16" lock washer, and 5/16" hex nut.
6. For platform, bracket, shelf, spacer and anti-rotational plate details, see Standard Drawing E-011-M008-09.

WITH PIPE POST

Nominal 2" od. poly. pipe (2 3/4" O.D.)
WITH WOOD POST

Details above platform same as shown above with wood post.

WITH PIPE POST

Nominal 2" galv. pipe (2.000 O.D.)

ANTI-TILTED PLATE

2 Req'd

INSTRUCTION

1. 8-32 x 1/2" truss head machine screw with two 86
   flat washers, 48 lock washers, and 48 hex nuts.
2. 3/16" x 2-1/2" hex cap screw with two 0/16" flat washers,
   0/16" lock washer and 0/16" hex nut.
3. 3/8" x 2-1/2" hex cap screw with two 0/16" flat washers,
   0/16" lock washer and 0/16" hex nut.
4. 3/8" x 2-1/2" hex cap screw with two 0/16" flat washers,
   0/16" lock washer and 0/16" hex nut.
5. 3/4" x 2-1/2" hex cap screw with two 0/16" flat washers,
   0/16" lock washer and 0/16" hex nut.
6. 2 Req'd 2 3/4" mallet chisel.
7. For platform, bracket, shelf, spacer and anti-tilt plate
   details, see Standard Drawing E 011-MBA-02.

INSTRUCTIONS:

1. Nominal 4" x 4" post (treated)
2. Platform
3. Shelf
4. Bracket
5. Ground line