TEMPORARY CLOSURE FOR PROJECT FOLLOWING COMPLETION OF GRADING CONTRACT

TEMPORARY CLOSURE OF A SINGLE LANE OF A DUAL LANE FACILITY

ROAD CLOSED

R.11-2

GENERAL NOTES

NOTES:

TWO-LANE ROADWAY, TWO WAY TRAFFIC
MULTIPLE DIVIDED HIGHWAY

GENERAL NOTES:

1. Distances shown are approximate and may be adjusted as directed.
2. Strobe lights will be required on all vehicles.
4. Lane closure length shall be a minimum of 3 m, as directed by Engineer to meet field conditions.

LEGEND

- Flashing Arrow Sign
- Truck of 24,000 lb gross vehicular weight with truck mounted attenuator
- Channelizing device

INDEMNITY DEPARTMENT OF TRANSPORTATION
MAINTENACE OF TRAFFIC FOR RPM CASTING INSTALLATION
SEPTEMBER 2002
STANDARD DRAWING NO. E 801-TCD-06

INDEPENDENT CONTRACTOR:

INITIALS: [Signatures]

STATE OF IN
COUNTY OF [County]

[Stamp]
TRAFFIC MAINTENANCE PROCEDURE

1. The right lane shall be closed for the full length of the interchange before demolition lane and/or gore area work begins.

2. Traffic shall be maintained on all exit and entrance ramps.


4. Distances shown are approximate and may be adjusted as directed.

5. See Standard Drawing E 801-TCTC-08 for Match Line A.
TRAFFIC MAINTENANCE PROCEDURE

1. The right lane shall be closed for the full length of the interchange before gore area or acceleration lane work begins. The right lane closure shall not extend through two adjacent interchanges.

2. Traffic shall be maintained on all exit and entrance ramps.


4. Distances shown are approximate and may be adjusted as directed.

5. See Standard Drawing E 881-TC1C-07 for Match Line A.

LEGEND
- Cones for daytime operations
- Drums for nighttime operations
MULTI-LANE DIVIDED HIGHWAY

Shoulder

2000' min.

500'

Truck mounted attenuator required

Work zone in gore

30' x 60' roof mounted flashing arrow sign

Shoulder

EXIT RAMP

GENERAL NOTES

1. Flaggers shall be used while trucks are stopped.

2. Strobe lights shall be used on all vehicles.

3. Distances shown are approximate and may be adjusted as directed.

LEGEND

Flagger

Truck which may be a pickup

Truck which shall be 24,000 lb GVM or greater
## GENERAL NOTES

1. Flaggers shall be used while trucks are stopped.
2. Strobe lights shall be used on all vehicles.
3. Distances shown are approximate and may be adjusted as directed.

### LEGEND

- **J**: Flagger
- **1**: Truck which may be a pickup
- **2**: Truck which shall be 24,000 lb GVM or greater
GENERAL NOTES:
1. Signing pattern typical both sides of roadway, for each direction of travel.

LEGEND
1. R4-1-B "Do Not Pass"
2. XMB-3 two-way traffic symbol
   ○ Tubular markers

CONSTRUCTION SIGNS LOCATION DETAIL

Temporary pavement marking, solid yellow, 4"

Tubular markers spacing: 50 ft for coned, zone speed > 45 mph
50 ft for coned, zone speed ≤ 40 mph

TUBULAR MARKERS ALONG CENTERLINE OF PAVEMENT LAYOUT

TWO LANE, TWO WAY OPPOSING TRAFFIC

INDIANA DEPARTMENT OF TRANSPORTATION
TUBULAR MARKER DELINEATION
MARCH 2006
STANDARD DRAWING NO. E 801-TCD-11

Approved by:
[Signature]}

[Signature]