NOTES

1. Standard Drawings E 807-LTFD-02 through -04
represent the maximum roadside slope normally
encountered without guardrail protection. If
motorists are protected from the light standard

> by guardrail, the treatments found herein are
not required. These drawings indicate the
A maximum slopes permissible on the fill. Any

conditions more severe than those represented
here shall be graded as directed.

Mast arm
rise

2. See Standard Drawing E 807-LTST-02 for mounting
heights and dimensions of corresponding components.

3. The front of the foundation shall face the roadway
and the back shall face the right-of-way line.

Mounting height (M.H.)

Effective mounting height (E.M.H.)
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FOR ROADWAY INSTALLATION (TRANSFORMER BASE)

FOR BRIDGE DECK INSTALLATION (ANCHOR BASE)
SHAFT BASE PLATE
EMH. | ARM LENGTH
(FT.) (FT.) BASE DIAMETER | TOP DIAMETER THICKNESS BOLT CIRCLE
(IN.) (IN.) (IN.) (IN.)
25 5 8 4.5 0.188 11 1/2"
25 5 8 6 0.188 11 1/2"
30 5 8 4.5 0.188 11 1/2"
30 5 8 6 0.188 11 1/2"
35 5 8 4.5 0.188 11 1/2"
35 5 8 6 0.188 11 1/2"
40 5 8 6 0.188 11 1/2"
40 5 8 6 0.219 11 1/2"
45 5 8 6 0.219 11 1/2"
45 5 8 6 0.250 11 1/2"

SHAFT BASE PLATE
EMH. | ARM LENGTH
(FT.) (FT.) BASE DIAMETER | TOP DIAMETER THICKNESS BOLT CIRCLE
(IN.) (IN.) (IN.) (IN.)

25 5 8 4.5 0.188 11 1/2"
25 10 8 6 0.188 11 1/2"
25 15 8 6 0.188 11 1/2"
25 20 10 6 0.188 14 1/2"
25 25 10 6 0.250 14 1/2"
30 5 8 4.5 0.188 111/2"
30 10 8 6 0.188 11 1/2"
30 15 8 6 0.188 11 1/2"
30 20 10 6 0.188 14 1/2"
30 25 10 6 0.250 14 1/2"
35 5 8 4.5 0.188 11 1/2"
35 10 8 6 0.188 11 1/2"
35 15 8 6 0.188 111/2"
35 20 10 6 0.188 14 1/2"
35 25 10 6 0.250 14 1/2"
40 5 8 6 0.188 11 1/2"
40 10 8 6 0.188 111/2"
40 15 8 6 0.219 11 1/2"
40 20 10 6 0.219 14 1/2"
40 25 10 6 0.312 14 1/2"
45 5 8 6 0.219 11 1/2"
45 10 8 6 0.219 111/2"
45 15 8 6 0.219 11 1/2"
45 20 10 6 0.250 14 1/2"
45 25 10 6 0.312 14 1/2"

NOTES

1. Each anchor bolt for roadway installation shall have a diameter of 1",
a total length of 4'-4" and a hook length of 4". Each washer shall be
galvanized flat washer 1 1/16" 1.D., 2 3/4" O.D., 1/2" thick.

Each anchor bolt for a bridge deck installation shall have a diameter of 1",
a total length of 3'-8", and a hook length of 4".
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