COMPLIANCE WORKSHEET for PERCHLOROETHYLENE Dry-to-dry machine 
with no carbon adsorbers as supplemental controls
Temperature Reading, Leak Detection and Repair Log

Month and year _____________

	Instructions:
If you have more than one drycleaning machine, use one form for each machine.
	Date


	Date


	Date


	Date


	Date



	Temperature reading:

Record the temperature of the perc/air vapor stream at the outlet side of the refrigerated condenser at the end of the last cool down cycle before opening the door for compliance with the NESHAP.

	TEMP


	TEMP


	TEMP


	TEMP


	TEMP



	If temperature is greater than 45° F (7.2° C), follow repair procedure:

	Do parts have to be ordered?
Yes or no
	
	
	
	
	

	If no, date problem was corrected (within 24 hours of discovery)
	
	
	
	
	

	If yes, date parts were ordered (within two working days of discovery)
	
	
	
	
	

	Description of parts ordered
	
	
	
	
	

	Date parts were received
	
	
	
	
	

	Date parts were installed
	
	
	
	
	

	Date the problem was corrected (with five working days of receipt)
	
	
	
	
	

	Leak detection inspection:
While the drycleaning system is operating, check the areas below and note.  = no leaks in area   X = leak detected
	A Halogenated Hydrocarbon Detector or Perc Gas Analyzer must be used for at least one of the weekly leak detection inspections

	Visual (V) or Instrument (I)
	V
I
	V
I
	V
I
	V
I
	V
I

	Hose and pipe connections
	
	
	
	
	

	Fittings, couplings and valves  (circle the leak area)
	
	
	
	
	

	Door gaskets and seatings  (circle the leak area)
	
	
	
	
	

	Filter gaskets and seatings  (circle the leak area)
	
	
	
	
	

	Pumps
	
	
	
	
	

	Solvent tanks and containers  (circle the leak area)
	
	
	
	
	

	Water Separators
	
	
	
	
	

	Muck cookers
	
	
	
	
	

	Stills
	
	
	
	
	

	Exhaust dampers
	
	
	
	
	

	Diverter valves
	
	
	
	
	

	All filter housings
	
	
	
	
	

	If leak detected, follow repair procedure:

	Do parts have to be ordered?
Yes or no
	
	
	
	
	

	If no, date problem was corrected (within 24 hours of discovery)
	
	
	
	
	

	If yes, date parts were ordered (within two working days of discovery)
	
	
	
	
	

	Description of parts ordered
	
	
	
	
	

	Date parts were received
	
	
	
	
	

	Date parts were installed (with five working days of receipt)
	
	
	
	
	

	Date the problem was corrected
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