March 5, 2020
POLISH RESISTANCE AGGREGATE SOURCES

Specification Reference: 904.03(d) SM Producer/Supplier Type: Polish Restance
ITM 214 Aggregate Source
IT™M 221 SM Material Codes: 904M00270 to 904M01650

An approved polish resistant aggregate is an aggregate that meets the requirements
of ITM 214. Its use shall be in accordance with this list and the above referenced
specification.

*May be used as a High Friction Aggregate accordance with 904.03(d)1l.c

Source Producer Name ESAL ESAL
Code Location Ledges Cat 2 or 3 Cat 4

2556a HANSON AGGREGATES MIDWEST
HAYDEN, IN -—---—-=——————mm oo oo 8-9 YES

2556b HANSON AGGREGATES MIDWEST
HAYDEN, IN -—---—=--——————mmmm o 11-14 YES YES*

2563a HANSON AGGREGATES MIDWEST
SCOTTSBURG, IN —---—---—=--—————————- 801-903 YES

2563b HANSON AGGREGATES MIDWEST
SCOTTSBURG, IN ------—-—-———————————— 902-903 YES

2514 HARRISON SAND & GRAVEL
NEW TRENTON, IN ------—-—-——————————-— N/A YES

2552 HANSON AGGREGATES MIDWEST
VERSAILLES, IN —-—-—-—=-——-————————- 1-2 YES

2572 IMI/CORYDON
CORYDON, IN —=---—==—————————mm o 1003-1006 YES

2348a IMI/PENDLETON
PENDLETON, IN —--—-—=—=————————m e 101-2 YES YES

2348b IMI/PENDLETON
PENDLETON, IN —---—--——-——————————- 10-15 YES

2359 IMI/NOBLESVILLE
NOBLESVILLE, IN ------————-———————-— 16-21 YES YES

2164 INTERSTATE SAND & GRAVEL
WILLIAMSPORT, IN -----—-———-—-—————--— N/A YES YES

2651 KNOX COUNTY SAND & GRAVEL
VINCENNES, IN —-—--—=--——-———————— N/A YES YES

2353 MARTIN MARIETTA,
KOKOMO, IN —-—-=—=—=——————m oo 502-10 YES

2540a MULZER CRUSHED STONE
CHARLESTOWN, IN —--——--—————— - 1-3 YES YES*

2540B MULZER CRUSHED STONE
CHARLESTOWN, IN ---—==-===—=——————m 1006-3 YES YES*
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Source Producer Name ESAL ESAL
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2540C MULZER CRUSHED STONE
CHARLESTOWN, IN ----—-—--—-—--———-———-——- 1006-3, YES YES

AGG0011 ONTARIO TRAP ROCK
BRUCE MINES, ON (Canada)----------- N/A YES YES*

2523 ROGERS GROUP
MARTINSVILLE, IN ------------------ N/A YES YES

2542a IMI/SELLERSBURG, IN
SELLERSBURG, IN -----——-—---—-————-—-—--— 11-13 YES YES

2542b IMI/SELLERSBURG, IN
SELLERSBURG, IN -------—-—-—————————-— 15-17 YES YES

2535a U.S. AGGREGATES
COLUMBUS, IN --—-—=—=—=—————————— 402-9 YES

2535b U.S. AGGREGATES
COLUMBUS, IN —--—=--—=—=—————————— 11-12 YES YES

2531 U.S. AGGREGATES
FLATROCK, IN ——-—-————————————m oo 4-9 YES

2335 U.S. AGGREGATES
RICHMOND, IN -----—-—=-————————————- N/A YES
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