			New Radio Cache CASM Update Form
To submit this form, please email to IPSC at sskinner@ipsc.in.gov or fax to (317) 234-6514.
	Radio Cache Name:
	

	County Name:
	

	Date of Change:
	



CACHE INFORMATION:
The following table presents general information about this radio cache.
	Owner/Responsible Organization:
	

	Cache Storage Address:
	

	Latitude/Longitude:
	

	Frequency Band:
	

	Total Quantity of Radios:
	

	Service Area:
	

	Agency 24/7 Phone number for Radio Cache and any related ‘Radio Cache Notes’:
	



Radio Equipment Information:
The following table identifies the radio equipment that comprises this radio cache.
	Radio Mfg.
	Radio Model
	Quantity of Radios
	Number of Available Channels
	Quantity of Spare Batteries

	
	
	 
	 
	 

	
	
	 
	 
	 

	
	
	 
	 
	 



Contact Information:
(The State would like no more than one POC listed.  General agency phone numbers and email should be used whenever available, while use of personal emails and phone numbers is discouraged.)

The following table presents the points of contact (POC) for this radio cache, including the type of POC and if they are a primary contact.
	POC Type (Primary or Secondary):
	

	Name:
	

	Job Title:
	

	Company:
	

	Physical Address:
	

	Phone Number:
	

	Cell:
	

	Fax:
	

	Pager:
	

	Email:
	


(Continued on next page)
Deployer Information:
The following table identifies the agencies that may deploy this radio cache.
	Agency Name:  [Agency(ies) that can deploy cache]

	1.
	4.
	7.

	2.
	5.
	8.

	3.
	6.
	9.   Carroll Co. Sheriff        (EXAMPLE)



CHANNEL CONFIGURATION:
The following table identifies the radio cache channel configuration. The format for the channel identification is as follows: Channel Name – Tx frequency [Tx tone] – Rx frequency [Rx tone]. Tone indication may be conventional (CTCSS), digital (CDCSS) or P25 (NAC). 
You can also send a radio template, Microsoft Excel list, etc., of channel/talk group information to IPSC for entry.  See contact information at the top of this form.
	Radio System Name
	Ch. Name-Tx[Tx Tone]-Rx[Rx Tone] or Talk group Name-ID

	Elwood Fire
(EXAMPLE)
	Elwood Fire - 154.31[156.7 / 5A] - 154.31[156.7 / 5A]

	
	

	
	

	
	

	
	

	
	

	
	



TALK GROUP CONFIGURATION:
The following table identifies the radio cache talk group configuration. The format for the talk group identification is as follows: Talk Group Name - Talk Group ID. 
You can also send a radio template, Microsoft Excel list, etc., of channel/talk group information to IPSC for entry.  See contact information at the top of this form.
	Radio System Name
	Talk Group Identification

	IPSC - Hoosier SAFE-T - Statewide 800 MHz Trunked

(EXAMPLE)
	E-MA1-PER – 804072
E-MA2-PER – 804071
E-MA3-PER – 804070
F-MA1-RED – 804069
F-MA2-RED - 804068
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