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SRCS Z39.50 Connection Profile

Use this form if your library system plans to connect to SRCS using a Z39.50 connection.

1.
Library Institutional Data

	Library Name:
	

	SRCS Library Code (Provided by ISL):
	

	Library Address:
	

	Mailing Address (if different):
	

	Library Telephone:
	


2.
Contact Information

	2.1
Library Director:
	

	Phone:
	

	Email:
	

	
	

	2.2
Technical Contact Person
	

	Title:
	

	Phone:
	

	Email:
	


3.
Contact Notes:


(e.g., Library is closed on Monday.  Best day to reach technical services is Wednesday.)
	


	

	


4.
Integrated Library System:
	ILS Vendor:  (e.g., Follett Destiny; Sirsi Dynix, etc.)
	

	ILS System: (e.g., VERSO; Destiny; Symphony, etc.)
	


5.
General Information for Z39.50 Access:
	Is the Z39.50 server hosted by the ILS vendor?

	Yes
	
	No
	




Host Domain Name (Please provide either the domain name or IP address of your Z39.50 server)
	Web Server Name:
	

	Z39.50 Port Number:

	

	Database Name:
	



Login Information (If your Z39.50 server requires a USERID and Password, please provide that information below.

	USERID:
	

	Password:

	


If your Z39.50 target database is protected by a firewall, please allow the following IPs into (inbound) your network on TCP ports where your SIP2, Z39.50, and Web services live:

· 3.18.142.5

· 3.18.195.10

· 47.180.16.171 through 47.180.16.199
Please allow computers on your network access to (outbound) the following TCP ports: 2010, 3915, 6201 to the following IP addresses

· 3.14.35.3

· 3.18.238.63

· 18.216.208.185

· 18.221.221.248

· 47.180.16.171 through 47.180.16.199
6.   Record Exclusion.  
Please attach a spreadsheet (Excel .xls format) containing a complete list of your shelving location codes, labeled according to whether those materials are lendable within SRCS or not. See example below.
Library
Location
Loanable?

IUP-IN
A-V
Yes

IUP-IN
DVD
Yes

IUP-IN
E-JOURNAL
No

IUP-IN
GOVPUBS
No

IUP-IN
MICROFILM
Yes

IUP-IN
OVERSIZE
Yes

IUP-IN
REFERENCE
No

IUP-IN
STACKS
Yes

IUP-IN
STORAGE
No
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