
THESE ARE REQUIREMENTS FROM THE INDIANA STATE DEPARTMENT OF HEATLH 

REGARDING FLOORS, WALLS AND CEILINGS IN TEMPORARY FOOD ESTABLISHMENTS 

 

 

410 IAC 7-24-399 Surface characteristics of materials   

Sec. 399. (a) …materials for …floor, wall, and ceiling surfaces …shall be as follows:  

(b) In a temporary food establishment:  

(1) if graded to drain, a floor may be concrete, machine-laid asphalt, or dirt or gravel if it is 

covered with:  

(A) mats;  

(B) removable platforms;  

(C) duckboards; or  

(D) other suitable materials;  

that are effectively treated to control dust and mud; and  

(2) walls and ceilings may be constructed of a material that protects the interior from:  

(A) the weather; and  

(B) windblown dust and debris.  

 

410 IAC 7-24-413 Protected outer openings  

Sec. 413. (a) Except as specified in this section, outer openings of a retail food establishment shall be 

protected against the entry of insects and rodents by:  

 (3) (d) ... if a temporary retail food establishment is not provided with windows and doors as 

specified under subsection (a), the openings shall be protected against the entry of insects and 

rodents by:  

(1) sixteen (16) mesh to one (1) inch screens;  

(2) properly designed and installed air curtains; or  

(3) other effective means.  

(e) Subsection (d) does not apply if flying insects and other pests are absent due to the 

location of:  

(1) the establishment;  

(2) the weather; or  

(3) other limiting conditions. 

 

410 IAC 7-24-414 Protective barriers on exterior walls and roofs  

Sec. 414. (a) Perimeter walls and roofs of a retail food establishment shall effectively protect the 

establishment from the:  

(1) weather; and  

(2) entry of:  

(A) insects;  

(B) rodents; and  

(C) other animals. 

 

 

The above is from the Indiana Food Code, Retail Food Establishment Sanitation Requirements, Title 410 

IAC 7-24.  The complete rule is available at http://www.in.gov/isdh/files/410_iac_7-24.pdf 


