What are the basic Zoning Code requirements for Accessory Dwelling Unit (ADU)?
Accessory Dwelling Unit (ADU) - is an extra living unit on a property, complete with kitchen, bathroom and sleeping facilities. An ADU may be attached to or detached from the primary home on a property. When the unit is attached, it is considered a duplex under the building codes.

Zoning: ADUs may be allowed as Special Use in Residential-1,  Lake-1, Suburban-1 and Agricultural-1  of the Culver Zoning Districts. 

Number of ADUs per lot. A property may have either one attached or one detached accessory dwelling unit per lot.

Size. Attached ADUs shall not exceed 1,000 square feet. Detached ADUs shall not exceed 800 square feet. Note: The Board of Zoning Appeals (BZA) may make exceptions to size limitations to allow for the better utilization of existing spaces. Buildings must be at least 5 years old to be eligible for an exception to the size limitation.

Parking. One additional onsite parking space shall be provided for each new ADU.

Design. An ADU needs to meet the following design criteria: 
▪ All new structures/additions shall meet current development standards for the District in which the property is located. 
▪ Additions shall be consistent with the existing facade, roof pitch, main dwelling height, siding, and windows of the existing structure. 
▪ Detached structures shall match or complement the design of the primary unit. 
· Shall have its own ingress, egress.

Lot Coverage. Lot coverage for residential structures is dependent on the zoning classification. In most cases lot coverage will remain 50% maximum impervious. The BZA may consider reduced Impervious Coverage on a case by case basis. 

Setbacks. Setbacks will remain the same in each zoning district. Accessory Dwelling Units are approved as Special Use. The BZA may consider reduced setbacks on a case by case basis. 

What are the Building Code Requirements for ADUs? The Primary Building Codes are the Indiana State Building Codes. Secondary Building codes are the International Building Codes. 

Fire Separation. AN ADU IS considered a separated unit and needs to meet the following fire separation requirements: 
• Where the ADU will be less than 6 feet from the primary dwelling or is attached to the primary dwelling unit, a fire separation consisting of materials that will provide one-hour fire-resistive construction for non-sprinklered buildings and one-half hour fire-resistive construction for sprinklered buildings. 

AN ADU IS NOT considered a separated dwelling unit if it meets the following requirements: 
• The ADU is constructed within an existing dwelling unit. 
• All required smoke alarms in the ADU and primary dwelling unit are interconnected in such a manner that the actuation of one alarm will activate all alarms in both the primary dwelling unit and ADU.

Sewer Connection. A detached ADU will require a separate connection to the sewer main. For new connections, the Town Utilities Manager must be contacted. Where a septic system exists, verification of approval by the Marshall County Health Department will need to be provided with the permit application.

Water connection. If the ADU and main dwelling are attached, the Water may come from the main dwelling to the ADU provided the water line and meter are sized to accommodate the water demand of dwellings. 
If the ADU and main dwelling are separate, the ADU will be required to have a separate water supply. For new connections, the Town Utilities Manager must be contacted. Where a well exists, verification of approval by the Marshall County Health Department will need to be provided with the permit application.

Hot water. A single water heater may be shared where the ADU is located within the primary dwelling unit provided it can be shown that it is sized to provide hot water to both units. If not, a separate hot water heater will need to be provided.

Electrical. To ensure safety and control, the ADU must have its own Service Electrical Disconnect Panel. 
